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Ref: 8ENF-RC June 8, 2007

Mark Hall, Manager

Hazardous Waste Section

Waste & Underground Tank Management Bureau
Montana Department of Environmental Quality
P.O. Box 200901

Helena, Montana 59620-0901

Re: Blast Furnace Flue and Monier Flue Cleaning,
Demolition, and Soil Sampling Work Plan, May 5, 2007

Dear Mark:

Enclosed please find a copy of the above referenced work plan for the ASARCO East
Helena Smelter blast furnace flue and monier flue cleaning, demolition, and soil sampling and
the associated transmittal letter. Please contact me at (303) 312-6503, if you have questions on
this or any related matter.

Sincerely,
Linda Jacobson
RCRA Enforcement

Enclosure

cc: Charles Figur, EPA-L
w/o Enclosure

@Pﬁnted on Recycled Paper



May 30, 2007

Linda Jacobson (3 Copies)
RCRA Project Manager

US EPA Region VIII

8ENF-T

1595 Wynkoop Street

Denver, Colorado 80202-1129

SENT BY CERTIFIED MAIL
RETURN RECEIPT REQUESTED

RE: 2007 Interim Measures Work Plan Addendum - Blast Furnace Flue and Monier Flue
Cleaning, Demolition, and Soil Sampling Work Plan - Asarco East Helena Plant

Dear Ms. Jacobson,

I am enclosing the 2007 Interim Measures Work Plan Addendum, Blast Furnace Flue and Monier
Flue Cleaning, Demolition, and Soil Sampling Work Plan, along with the certification signed by an
officer of ASARCO LLC, under the East Helena Consent Decree. A copy of the 2007 Interim
Measures Work Plan Addendum is simultaneously being submitted in the enclosed compact
diskette.

On March 29, 2007, EPA requested that Asarco prepare a separate Interim Measures Work Plan for
the blast furnace flue and Monier Flue. EPA required that Asarco submit the Work Plan no later
than June 4, 2007. The elements of the work plan were required to include 1) removal of structures
and flue dust, 2) collection of pre-demolition samples, 3) characterization of soils, 4) proposal of
soil criteria for contaminant excavation depth and confirmatory sampling, 5) spill prevention and
containment measures for the demolition of the flue, 6) and any special handling or waste
management procedures required for the flue dust. Although the 2007 Cleaning and Demolition
Project (submitted to the Montana Department of Environmental Quality on May 18, 2007)
references the cleaning and demolition of the blast furnace flue and Monier flue, this Work Plan
will govern all future actions within these two areas.

Pursuant to EPA's request, Asarco has prepared the attached 2007 Interim Measures Work Plan
Addendum for cleaning, demolition, and soil sampling for the blast furnace flue and Monier flue.
This Work Plan directly addresses issues that EPA required relative to the cleaning and demolition
procedures, asbestos abatement procedures, dust control, and final cleaning (including soil sampling
procedures), and a strategy for removal of flue dust residuals and associated impacted soils.



We look forward to EPA’s approval of the work plan. Please contact me if you have any questions

concerning the work plan.
SincerM/

Jon Nickel



CERTIFICATION
PURSUANT TO U.S. v ASARCO INCORPORATED
(CV-98-3-H-CCL, USDC, D. Montana)

I certify under penalty of law that this document, 2007 Interim Measures Work Plan
Addendum, Blast Furnace Flue and Monier Flue Cleaning, Demolition, and Soil Sampling
Work Plan, Asarco East Helena Smelter, was prepared under my direct supervision in
accordance with a system designed to assure that qualified personnel gather and evaluate the
information submitted. Based on my inquiry of the person or persons who manage the
system or those persons directly responsible for gathering the information, the information
submitted is, to the best of my knowledge and belief, true, accurate, and complete. I am
aware that there are significant penalties for submitting false information, including the

possibility of fine or imprisonment for knowing violations.

Signature ﬂ\ ! E ‘

Name: Thomas L. Aldrich
Title: Vice President Environmental Affairs
Date: May 22, 2007
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ASARCO EAST HELENA SMELTER | ‘
2007 INTERIM MEASURES WORK PLAN ADDENDUM

BLAST FURNACE FLUE AND MONIER FLUE
CLEANING, DEMOLITION, AND SOIL SAMPLING,
WORK PLAN |

1.0 INTRODUCTION

On May 5, 1998, ASARCO LLC (Asarco) and the United States Environmental
Protection Agency (EPA) entered into a Consent Decree (RCRA Consent Decree, U.S.
District Court, 1998) to initiate the corrective action process in accordance with the

Resource Conservation and Recovery Act (RCRA) and the Clean Water Act (CWA). As

part of the RCRA Consent Decree, Asarco prepared several site investigation documents

including:

e RCRA Current Conditions/Release Assessment (CC/RA) (Hydrometrics 1999a).

e Interim Measures Work Plan, East Helena Facility (Hydrometrics, 1999b).

e RCRA Facility Investigation (RFI) Work Plan (Hydrometrics, 2000a)

e Phase I RCRA Facility Investigation Report (Asarco Consulting Inc. (ACI) 2003,
revised 2005).

A complete listing of RCRA Consent Decree documents is contained in the Phase I

RCRA Facility Investigation (RFI) report.

As part of the RCRA Consent Decree, several interim measures were implemented for
groundwater between 1999 and 2001. These earlier interim measures (IM) performed as

part of the RCRA Consent Decree are discussed in Section 1.3 of the Phase I RFI report.

CARJIMAEH\Demolition\FlueDemWP351707.doc 5/1772007\1:28 PM
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In May 2002, a RCRA Interim Measures Work Plan Addendum (IMWPA) was prepared
(Hydrometrics, 2002). The 2002 IMWPA addressed groundwater impact concerns in the
intermediate aquifer within the City of East Helena and down-gradient residential
groundwater supplies north of the Asarco Plant site. These interim measures are

discussed in Section 1.2.1.3 of the IMWPA.

During April 25-26, 2006, Asarco, EPA, and the Montana Department of Environmental
Quality (MDEQ), met at EPA offices in Denver in a working session to evaluate existing
site conditions and outline a strategy for groundwater remedial measures at the site.
MDEQ's participation addressed the need for coordination of plant facility cleanup
activities associated with a Montana Consent Decree (CDV-2004-212).

1.1 PROPOSED INTERIM CORRECTIVE MEASURES FOR GROUNDWATER
EPA has expressed its preference for passive corrective measures for control of

groundwater at the East Helena site. These measures could include in situ containment
such as slurry walls and capping, or in situ treatment options such as soil fixation or
permeable barrier walls. As a result of discussions between EPA, Asarco and MDEQ,

groundwater corrective actions will focus on three general areas:

1. The former acid plant sediment drying area,
2. The speiss/dross area, and

3. The elevated groundwater arsenic plume down-gradient from these areas.

As a result of the April 2006 meeting between Asarco, EPA and MDEQ, and the follow-
up of several action items as a result of the meetings (including preparation of cost
estimates by engineers and contractors), the general strategy for groundwater corrective

actions at the East Helena Facility is as follows:

o Slurry wall construction and temporary capping of the former acid plant sediment
drying area. This project was completed in the Fall 2007. The trace of this slurry

wall is shown on Figure 1-1.
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e Slurry wall construction and capping of the speiss/dross area.

e Construction of a PRB near the area of the present PRB test wall.

The Groundwater Corrective Action Plan - 2006 (Asarco, August 2006) presented the

conceptual design for implementation of these actions.

1.1.1 2006 Groundwater Remedial Actions

In 2006, groundwater remedial actions were focused on construction of a slurry wall and
placement of a temporary cover in the former acid plant sediment drying area. As part of
implementation of this project, several work plans have been prepared that address

construction of a slurry wall and temporary cover in the former acid plant area including:

e 2006 Phase 1, Phase 2 and Phase 3, Final Cleaning, Soil Sampling Backfilling
and Interim Cap Work Plan (Asarco, 2006b). (This document addresses the

temporary cover design that was placed in the former az:id plant sediment drying

area),

e Design Basis Memorandum, Asarco Former Acid Plant Sediment Drying Area
Slurry Wall, East Helena, Montana (Shaw E&I 2006a),

e Work Plan, Former Acid Plant Sediment Drying Area Slurry Wall, October 4,
2006 (Shaw E&I 2006b),

e Construction Quality Control Plan, Former Acid Plant Sediment Drying Area
Slurry Wall (Shaw E&I 2006¢),

o Site Specific Health and Safety Plan for Slurry Wall Construction at the Former
Sediment Drying Area (Shaw E&1 2006d),

e Permeability Testing for Slurry Cutoff Wall Memorandum, (Shaw E&I 2006¢)
and,

e Permeability Tes:ing for Slurry Wall Cutoff Wall, Asarco East Helena, Montana,
October 9, 2006, GeoSolutions Inc., 2006. .

s Addendum To Interimh Measures Work Plan, East Helené Facility, Former Acid
Plant Sediment Drying Area Slurry Wall, Monitoring, Operation, and
Maintenance Work Plan, (Asarco, 2007a).
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The design for the slurry wall around the former acid plant sediment drying area included

. the following features:

o The wall is 800 feet long, 33 feet deep and 3 feet wide.

e The wall was keyed a minimum of 2 feet into the underlying low permeability
ash unit.

e The wall was constructed using the same excavation equipment used for the test
PRB.

» Standard bentonite grout was used for slurry wall construction.

The slurry wall around the former acid plant sediment drying area was constructed during
late fall, October and November, 2006. A Construction Completion Report documents
construction and results of quality control testing (Shaw E&I, 2007). A Soil-Bentonite
Permeability and Compatibility Testing Report documents the performance of the

bentonite slurry used for construction of the slurry wall (Geo-Solutions Inc., 2007).

. 1.1.2 2007 Groundwater Remedial Actions
In 2007, groundwater remedial actions will focus on construction of a slurry wall and
placement of a temporary cover around the former speiss/dross area. A Design Plan for
the Former Speiss-Dross Plant Area Slurry wall was prepared to address design and

construction of a slurry wall and temporary cover (Shaw E&I, 2007a). The design for the

former speiss dross area slurry wall includes the following features:

e The wall will be approximately 1,350 feet long, 35 to 42 feet deep and 3 feet
thick.

o The wall will be keyed a minimum of 2 feet into the underlying low permeability
ash unit.

e The wall will be constructed using the same type of equipment used for
construction of the former acid plant area slurry wall.

o Standard bentonite grout will be used for slurry wall construction.

‘ C:\RJMMAEH\Demolition\FlueDemWP051707.doc 5/17/2007\1:28 PM
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The trace of the proposed 2007 speiss/dross area slurry wall is shown in Figure 1-1. In
order to provide working access for slurry wall construction equipment, most of the
speiss/dross buildings were demolished in 2006. However, sevéral structures remain and
will be demolished to provide the working room access needed to construct the slurry
wall. Figure 1-1 shows these structures including: :

o The highline railroad trestle

o The speiss/dross plant baghouse and 200 foot stack

e The blast furnace,

¢ The immediately adjacent portion of the blast furnace flue

o The main natural gas valve house |

o QGarage

As described in Section 1.0 above, the 2007 remedial actions including demolition need

to be sequenced and coordinated with other activities associated with the 2007 Cleaning

and Demolition Project. Section 1.2 describes the 2007 Cleaning and Demolition Project.

1.2 MONTANA CONSENT DECREE CLEANING AND DEMOLITION
PROGRAM

Asarco and the Department entered into a 2005 Consent Décree (2005 Decree), on
February 15, 2005, to resolve alleged violations of the Montaﬁa Hazardous Waste Act
(MHWA) and Administrative Rules of Montana (ARM). The 2005 Decree required
Asarco to develop and implement yearly Work Plans designed to remove, store, and
properly dispose or recycie all remaining hazardous waste and recyclable materials from
identified process units located within Asarco’s East Helena Plant. The 2005 Decree
expired on December 31, 2006. The department acknowledges that Asarco accomplished
all of the activities contained in the 2005 Decree Work Plans, except for removing and
properly disposing hazardous waste being stored in Subpart DD containment structures,
cleaning the thawhouse building, and cleaning of certain portions of the acid plant contact

section.
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Asarco and the Department are preparing a new 2007 Administrative Order on Consent
(2007 Consent Order), which will allow Asarco to continue with the cleanup processes
established under the work plan provisions of the 2005 Decree. The 2007 Consent Order
requires Asarco to develop and implement a yearly work plan for calendar years 2007-
2012 to remove, store, and properly dispose or recycle all remaining hazardous waste
and/or secondary material located in the process units, pollution control devices, and

storage units and other identified areas of the facility.

1.2.1 Cleaning and Demolition Program Completed in 2006

Under the Montana Decree, Asarco prioritized the cleaning and demolition of the process
units located in the sinter plant during calendar year 2006. The scope of this cleaning and
demolition project was referred to as Phase I. In February and March 2006, Asarco
submitted a draft and revised 2006 Work Plan for this project. The Department approved
the Work Plan on March 17, 2006.

On July 14, 2006, Asarco submitted a revised 2006 Work Plan. This Work Plan
expanded the cleaning and demolition of the process units within the East Helena Plant to
include Phase I, II and III sites (See Figure 1.1). The submittal described the cleaning

and demolition of the following areas.

» PHASE I - Sinter plant conveyor gallery, sinter building, sinter crushing circuit,
sinter returns tower, agglomerator building, coke hopper, sinter hopper, and
ventilation ducting.

» PHASE 1II - Laboratory, dross building, bullion casting, speiss granulating pit,
speiss loadout, blast furnace flue (from the dross building to the No.l blast
furnace), and north end of blast furnace building.

» PHASE III - Sinter plant baghouse, hot Cottrell, acid plant scrubbers, and mist
precipitator building.

The cleaning and demolition activities outlined in the 2006 Work Plan were completed

before December 31, 2006.

1.2.2 2007 Cleaning and Demolition Work Plan
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In May 2007, Asarco submitted the 2007 Cleaning and D:emolition Project to the
Department. The 2007 Cleaning and Demolition Project describes the management
activities scheduled for this calendar year. Asarco selected URS/Cleveland Wrecking
Company (URS/CWC) to conduct the 2007 Cleaning and Demolition Project.
URS/CWC will be responsible for construction of a Corrective Action Management Unit
(CAMU) Phase 2 Cell, which is being conducted pursuant to the 1998 RCRA Consent
Decree. For the purposes of the 2007 Cleaning and Demolition Work Plan, the
environmental cleaning, demolition, and handling procedures are primarily highlighted.
URS/CWC will employ a systematic approach for cleaning, demolition, hauling, and
disposition of the removed materials from identified process locations. The specific work

practices associated with these activities are fully described within the Work Plan.

Asarco has prioritized the structures identified as Phase IV (Stage 1 and Stage 2),
Alternate A, and Alternate B for cleaning and demolition during calendar year 2007. The

Phase 1V, Stage 1 work areas contain structures that must be cleaned and demolished in
order to facilitate construction of a slurry wall in the former Speiss-Dross Plant Area.
The thawhouse has been included in the Phase IV, Stage 1 cleaning and demolition work

area, as further described in the following table.

Phase 1V, Stage 1

o Contractor’s Lunchroom o Contractor’s Change Room

o Highline Railroad o Main Office

o Garage o Main Natural Gas Valve House
o Baghouse & 200’ Stack o Charge Building

o Blast Furnace Bldg. Remainder = o Thawhouse

The Phase 1V, Stage 2 work areas contain structures primarily associated with the blast

furnace gas cleaning operation and acid plant contact section, as further described in the

following table.
Phase 1V, Stage 2
o Blast Furnace Flue o Truck Loading & Spray Dryer
Building
C\RIM\AEH\Demolitiom\FlueDemWP051707.doc 5/17/2007\1:28 PM




o Acid Plant Cooling Towers o Sand Filters

o 400’ D&L Stack o 200’ Acid Stack

o Acid Plant o Monier Flue

o Blast Furnace Baghouse o 425’ Blast Furnace Stack
o Ore Unloading Bins o Sample Mill

o Crushing Mill o Auto Shop

o Pump Tank Building o Main Blower Building

o Acid Plant Shop o Ringling Dust Building

The Alternate A and Alternate B work areas contain structures that are not directly
associated with process or production areas, as further described in the following table.
The areas described in Alternate A and Alternate B comprise primarily storage facilities

and maintenance buildings that would not have contained process materials.

Alternate A and Alternate B

o Highline Railroad Remainder o Locomotive Crane Shed
o Blast Furnace Office o Blast Furnace Lunchroom
o Power House o Pump House

o Blast Furnace Heat Exchanger o Blacksmith Shop

o Machine Shop o Carpenter Shop

o Direct Smelt Building o Abandoned Breaking Floor
o Breaking Floor o Sinter Stockpile Building
o Masons Shop o High Lead Welding Shop
o Motor & Paint Shop o OilHS

o Paint Storage Building o Refractory Storage

o Meeting Room o Zinc Plant O, Building

Asarco had projected the cleaning and demolition of the locations set forth in Alternate A
and B within the 2007 Cleaning and Demolition Project. However, delays in beginning
construction of the CAMU Phase 2 cell are expected to suspend some or all portions of
the Alternate A and B cleaning and demolition. Consequently, Alternate A and Alternate

B areas will be completed by URS/CWC only after authorization of Asarco.

1.3 2007 BLAST FURNACE FLUE AND MONIER FLUE CLEANING,
DEMOLITION AND SOIL SAMPLING WORK PLAN - SCOPE AND
OBJECTIVES
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As described in Section 1.2.2 above, the 2007 Cleaning and Demolition Project addresses
the management of materials in accordance with a pending-Montana Administrative

Order on Consent.

However, on March 29, 2007, EPA requested that Asarco p;epare a separate interim
measures (IM) work plan for the blast furnace flue and Monier Flue. EPA has stated that
the IM work plan- elements must include 1) removal of structures and flue dust, 2)
collection of pre-demolition samples, 3) characterization of soils, 4) proposal of soil
criteria for contaminant excavation depth and confirmatory sarﬁpling, 5) spill prevention
and containment measures for the demolition of the flue, 6) and any special handling or

waste management procedures required for the flue dust.

This 2007 Interim Work Plan Addendum for the cleaning, dem';olition and soil sampling

program for the blast furnace flue and Monier flue has been prepared in response to
EPA’s request. The objectives of this 2007 IM Work Plan Addendum for the cleaning,

demolition and soil sampling for the blast furnace flue and Monier Flue are:

e Describe the blast furnace flue and Monier flue dust cleaning activities conducted
following the indefinite suspension of the East Helena Plant,

e Describe cleaning and demolition activities on the blast furnace flue that were
conducted in 2005,

e Describe the additional pre-demolition cleaning activities to be conducted in
2007, ' | '

¢ Discuss existing soil data obtained from sample sites adjacent to the blast furnace
flue and Monier flue,

e Qutline general demolition procedures including flue structure and associated
building demolitior,,

e Describe the final cleaning actions designed to attain the objectives of the

Montana Administrative Order on Consent,
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e OQutline the soil sampling and excavation protocols and procedures for removal of

flue dust and associated impacted soils in unpaved portions (if found) of the blast
‘ furnace flue and Monier flue floor,

e Outline the areas in which backfilling using fumed slag will be required to
achieve proper site stabilization and drainage,

o Present the locations that will require interim capping,

e Provide the interim capping techniques, procedures, and materials that will be
used to inhibit infiltration of precipitation within the blast furnace flue and Monier
flue demolition areas, and

¢ OQutline the operation and maintenance for the interim cap.
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2.0 BLAST FURNACE AND BLAST FURNACE FLUE CLEANING AND
DEMOLITION, 2005

2.1 BLAST FURNACE FLUE AND MONIER FLUE DUST CLEANING AFTER
INDEFINATE SUSPENSION OF PLANT OPERATIONS |

During normal operations, Asarco employed a standard practice of removing dust from
the blast furnace flue and Monier flue. Depending upon the metal concentration, the dust
was tecycled or transported to an off-site treatment, storage, and disposal facility. In
April 2001, Asarco indefinitely suspended the operations at the East Helena facility.
Shortly thereafter, Asarco commenced a systematic approach to remove the dust from the
blast furnace flue and Monier flue. The entry doors were removed to allow front-end
loaders small access to the interior of the flues where the majority of the dust was

collected from the floors. Hand tools (shovels and brooms) were used to clear dust from

inaccessible areas. Street sweepers and high velocity vacuum systems augmented the
cleaning process. This dust cleaning process was conducted throughout the length of the
blast furnace flue and Mornier flue, with the exception of overhang areas where the flues
crossed road or access ways on the plant. Overhang areas could not be cleaned because
of access difficulties, confined space concerns, and safety co:;nsiderations. The small
amount of dust that remains along the few overhang areas will be managed as part of the
flue demolition process (see Section 3.1 and 3.3 below). To place the level of cleaning
effort into perspective, over 15,000 tons of dust and related-material was removed from
the blast furnace flue and Monier flue in calendar year 2001, wﬁich was transported to an

off-site treatment, storage, and disposal facility.

2.2 CLEANING AND DEMOLITION OF THE NUMBER 1 BLAST FURNACE
VENTILATION FLUE

In December 2005, a portion of the blast furnace ventilation ﬂue was demolished (see
Figure 1-1). The plant cleanup associated with the cleaning and demolition included
approximately 60 tons of brick, concrete and debris, which was removed to grade level
and transported to the concentrate storage and handling building for temporary storage.
In January 2006, the plant cleanup associated with the cleaning and demolition was
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transported to an off-site treatment, storage, and disposal facility. Plywood bulkheads
that were sealed with spray foam insulation were installed at both ends of the remaining
. blast furnace ventilation flue. In fall of 2006, the remaining portion of the blast furnace
flue between the blast furnace and the dross plant was removed as part of the dross plant
demolition conducted in 2006. The cleanup materials and debris were transported to the

concentrate storage and handling building.

. C:\RIM\AEH\Demolition\FlueDemWP051707.doc 5/17/2007\1:28 PM



3.0 2007 BLAST FURNACE FLUE AND MONIER FLUE CLEANING AND
DEMOLITION WORK
The dust cleaning process employed by Asarco during calendar year 2001 was successful
in removing the majority of blast furnace flue and Monier flue dust. Minimal amounts of
dust remain within the flues, which are primarily confined to inaccessible, overhang
areas. The following sections describe remaining cleaning techniques, dust control
activities, available and relevant soil data, demolition procedures, post demolition
sampling and testing, and post demolition dust and soil removal protocols that will be

applied to the blast furnace flue and Monier flue.

3.1 PRE-DEMOLITION CLEANING ACTIVITIES

Pre-Demolition cleaning activities include the following general steps (URS April 2007):
e Work area preparation

¢ Initial dry removal of bulk solids

e Moistening of structure interiors for dust control.

Work area preparation consists of delineating a work area that can be both easily
contained and is considered a cohesive unit with like contamination. The blast furnace
flue and Monier flue has been defined as a delineated work area. Iﬁitially, the contractor
will remove any remaining accessible bulk solids that remain within the flues. The goal
of this task will be to remove any remaining aggregate, dry accumulation of lead, lead
dust, lead debris or other associated residues at all accessible areas. This will be
accomplished using hand tools and a trailer mounted “Hurricane” vacuum system with
HEPA filtration. The removed material will be loaded via air-tight chute into appropriate
containers (i.e. double 6-mil mega bags, etc.) and temporarily placed in the concentrate
storage and handling building or hauled directly to CAMU. This initial removal of solids
at ground level will ensure a more effective and more controlled method of demolition

and dust control.
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Following this removal process, the structure's interior will be pre-wet and moistened.
The purpose of this action is to limit the potential for airborne dust during the above
grade demolition operation. Pre-wetting operations will be accomplished using water
trucks (for a portable water source), hoses, and misting systems. The application of
wetting agents will be carefully controlled to avoid accumulation and limit infiltration of
water through the floor of the flues. Although it is believed the floors of the floor are
concrete slabs or masonry, the condition of the concrete or masonry is unknown, and
there may be portions of the flue floor that are not paved or covered. As a result, careful

water application is necessary to limit the potential for infiltration through the flue floor.

3.2 EXISTING SOIL DATA NEAR THE BLAST FURNACE AND MONIER
FLUES.

Figure 3-1 shows arsenic profile data across the plant site. Using arsenic concentrations

as an indicator, arsenic and metals are generally elevated in surface and nears surface

soils through out the plant area. Arsenic and metals generally decrease with depth.

Arsenic concentration profile data also show generally higher arsenic concentrations near
the south end of the plant, in or near areas where acid plant sediments were generally
handled, and adjacent to the former Upper Ore Storage Area. Arsenic concentration
profiles data also show elevated arsenic concentrations adjacent to the southern portion of

the blast furnace flue.

Arsenic and metals data from surface and subsurface soil samples collected from
monitoring wells and surface soil sample sites adjacent to or near the blast furnace flue
and Monier flue are contained in Appendix A and are summarized on Table 3-1. Sample
site locations are shown on Figure 1-1 and on Figure 3-1. In general, surface soil sample
results (UPS-SS1, UPS-SS2, UOS-SS3 and UOS-SS5) and monitoring well soil sample
results (DH-30, DH-46, DH-45, and DH-39) show elevated metals in near surface soils (0
to 6 feet) but generally decrease with depth below the six-foot interval. Monitoring wells
DH-30, DH-46 and DH-45 are drilled directly adjacent to the blast furnace flue (see

Figure 1-1) and are probably the most representative of soil near this area.
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Table 3-2 presents site wide surface soil statistics for the plant site (2003 Phase 1 RFI
(ACI, 2003). In general, soils adjacent to the flue are often above the site wide average
but less than maximum recorded values for the site. An exception is U0S-SS1-3 for the 1

to 2 foot increment, whick had a site wide high for copper.

Table 3-3 presents summary statistics for surface soils in the upper ore storage area (2003
Phase 1 RFI (ACI, 2003)). A comparison of the summary statistics with Table 3-1 shows
that soil adjacent to the blast furnace flue at site UOS-SS3 (see Figure 1-1) had maximum
concentrations for all of the metals tested in the 4” to 12” interval and had maximum
concentration values for some of the metals in other tested increments as well. All results
for this location were higher than the averages for soil sample sites in the Upper Ore
Storage Area sites. A review of sample site UOS-SS5 also indicates elevated metal
concentrations (see Table 3-1), but are more typically near the mean concentrations for
Upper Ore Storage Area sites (see Table 3-1). As noted above, the monitoring wells DH-
45 and DH-46 are located directly adjacent to the southern portion of the blast furnace
flue (see Figure 1-1) and may be more representative of soils near the flue. Although
surface soils and shallow subsurface soils (1 to 6 feet) are elevated at these locations,
with few exceptions soil concentrations are near or below average concentrations from
corresponding sample intervals in the Upper Ore Storage Area sites (see Table 3-1 and
Table 3-3). The unusually high metal concentrations associated with sample site UOS-
SS3 may be a reflection of its locations near a blast furnace flue traffic underpass, which
would have been a major traffic route from the Upper Ore Storage Area to the interior of

the plant.

Table 3-4 presents summary statistics for unpaved on-plant site soils. A comparison of
the summary statistics with Table 3-1 shows that near flue soil site UP-SS01, which is
located adjacent to the Monier flue (see Figure 1-1), had the highest measured
concentrations for cadmium and lead, compared to other unpaved area sample sites. This
probably reflects historic spillage near the clean out door area. The other Monier flue

area sample, UP-SS02 (sec Figure 1-1) had relatively low soil concentrations (see Table
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3-1) that were below the average and median values for unpaved on-plant sample sites
(see Table 3-4). The nearest monitoring well in the Monier flue area is DH-39 (see
Figure 1-1). A comparison of soil sample results from DH-39 (see Table 3-1) against the
summary statistics for on-plant unpaved soil sites (Table 3-4) shows copper and zinc
concentrations above the mean concentrations for the 1-2 and 2-4 foot increments.
However, the concentrations of the remaining metals analyzed (arsenic, cadmium and

lead) were lower than the average for these sites.

3.3 GENERAL DEMOLITION PROCEDURES

The general cleaning and demolition procedures for the 2007 Cleaning and Demolition
Project are described in the 2007 Cleaning and Demolition Project and CAMU Phase 2
Cell Project Work Plan (URS 2007). These procedures include cleaning and demolition
of the remaining portions of the blast furnace flue and Monier flue. (see Figure 1-1).
Prior to above grade structural demolition, site inspections will confirm:

e Pre-demolition decontamination and cleaning are complete

e Any required interior and exterior asbestos abatement operations are completed.

Pre-demolition decontamination and cleaning are described in Section 3.1 above.

Asbestos abatement methods are also included in the 2007 Cleaning and Demolition
Work Plan (URS, 2007). Asbestos mastic is present on some of the blast furnace flue

brick. The associate flues and structures will be subject to asbestos abatement activities

prior to and during demolition as required. URS has hired an asbestos abatement
contractor (IRS Environmental) to perform asbestos abatement activities. Their work
procedures and methods are described in Attachment B of the 2007 Phase IV Work Plan
and within Appendix B of this Work Plan.

Any friable and removable asbestos materials will be removed and handed prior to
demolition in accordance with the asbestos plan in Appendix B. An exception to this is
the asbestos mastic present on some of the blast furnace flue brick. There is no practical

and safe way to remove the mastic prior to demolition. The mastic is non-friable and is
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not considered a potentiai airborne hazard. In addition most of the mastic is covered in

insulation foam, again with is not practical to remove prior to demolition. As a result,

bricks with mastic will be handled using the same procedures as other concrete masonry

structure demolition as described below in Section 3.3.2.

3.3.1 Steel Structure Demolition

Although little or no steel demolition is expected for démolition of the blast furnace flue
and the Monier flue, steel structure demolition may be required for portions of the flues
that connect with other structures. The approach for steel demolition is described in the

2007 Cleaning and Demolition Work Plan and is described as follows:

The approach to building demolition is to used excavators (track-mounted)
equipped with specialty attachments (such as shears, breakers and grapples) to
structurally remove, bay by bay, the various structural members. The sequence
approach is as follows:

e Each structure will be demolished using excavators with specialized

attachments. Each truss frame structure between bays will be lowered and/or .
dropped to the ground by separating the portion of the tension members on the
bottom cord to cause the truss to sag in between two bays.

e The excavator will then separate the remaining tension members of the truss
to allow one end of the main truss to become separated from the supporting
column.

e The other end (still connected) of the truss will be disconnected. The
remaining roof traverse trusses, connecting main truss to main truss shall be
removed to allow placement of the main truss behind the equipment for
salvage. The remaining portion of the roof attached to the next bay section
will be cut allowing for removal. The excavator will then drag the roof section
behind for stockpiling and separation. This process is repeated for each of the
numerous bays within each of the above referenced buildings.

e Steel columns will be cut with a shear at the base, and allowed to fall to the

ground.
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All material will be staged behind the working areas of the primary excavators,
. where they will be prepared by additional shears before they are loaded into dump
trucks and hauled to the steel staging area just to the north of the Coverall
Buildings. Materials will be continuously removed to allow other operations to

proceed.

3.3.2 Concrete/Masonry Structure Demolition

Concrete/masonry demolition will constitute the majority of demolition work for the blast
furnace flue and Monier flue. This approach is outlined in the 2007 Cleaning and
Demolition Work Plan. Although all of the approach may not specifically be applicable

to flue demolition, this approach is also described below as follows:

A 100,000 Ib excavator (or larger), equipped with a breaker, and a track loader
will be utilized for the complete above grade concrete demolition operations of
the various concrete and masonry structures. The exterior walls are constructed of
either a concrete block material or a brick material. Starting at one end,
. URS/CWC will commence breaking from the top of the wall down from column
to column. Once complete with the exterior wall at the end, URS/CWC will
commence the removal of the concrete upper floors slabs within the same
constraints as the wall. This process is limited to the first exterior column line.

Demolition of any elevated floor slabs and walls will be completed in a top down

approach for each individual column line. URS/CWC will break the closest
interior columns under the roofs and floor, allowing the individual floor to sag.
URS/CWC will work into the building, breaking the sagged slabs and allowing
the debris to fall to the ground. As the floor slabs are removed and area is created
in front of the equipment, URS/CWC will continue to break interior columns

from the top down.

Once complete for that column, URS will repeat the same procedure for the

remaining column lines. Utilizing a track loader, the broken concrete debris will
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be removed and transported to the designated staging area for placement into the
concentrate storage and handling building, or hauled directly to the CAMU,
(dependent upon CAMU construction phasing).

3.3.3 Demolition Material Stockpiling

Flue demolition debris (consisting of concrete and brick with the majority of flue dust

removed) and associate debris from the blast furnace and Monier flue will be stockpiled

in accordance with procedures outlined in the 2007 Demolition and Cleaning Work Plan,

and further described as follows:
As steel structure and concrete demolition is progressing, material will be hauled
and stockpiled in the designated Material Staging and Processing areas located
within the demolition area footprints. At these locations, both general demolition
debris and salvageable metal materials will be sized to meet the requirements of
the final disposition location. Once general demolition debris has been segregated
and sized, URS/CWC will load and transport the material to temporary storage in
the concentrate storage and handling building or directly hauled into the CAMU.
At the concentrate storage and handling building, the material will be dumped and
consolidated as much as possible to maximize the interior storage space. With
regards to salvageable metals, URS/CWC will size the material to its
requirements and stage the material for eventual loading into railcars and/or

trucks for transport to the recycling facility.

3.3.4 Debris Transportation

Demolition debris will be transported using procedures outlined in the 2007 Cleaning and

Demolition Work Plan and further described as follows:
URS/CWC understands the critical nature of loading and transporting of waste
debris from either temporary storage or demolitioﬁ areas to the CAMU.
Therefore, URS/CWC will take a proactive approach to ensure that the
transportation of waste debris does not generate dust or spread waste debris
outside the limits of the loading area and the final CAMU placemént area. For the

currently stored waste debris in the Coverall Building and concentrate storage and
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handling building, URS/CWC will place a sprinkler system atop the large debris
. fields that will slowly distribute and control water and allow for the moistening of
the debris. Due to the large sections of debris in these buildings, this process will
be allowed to continue until a point where URS/CWC feels the moistening will no
longer be required to control dust. URS/CWC will monitor the sprinkler systems
to ensure that dust suppressing water does not become a run-off problem. For all
demolition debris, as further described below, URS/CWC will utilize water trucks
and misting systems to keep debris moist during the demolition and loading
process. These two operations will minimize airborne dust during the loading

operation and be the first step in prevention during transportation.

URS/CWC anticipates utilizing 25-35 ton rock trucks and/or 10-wheel dump
trucks, or a combination thereof, to haul the material to the CAMU. All trucks
will be equipped with sealed tail gates that will be closed during times of hauling
to ensure that debris is not released outside the limits of the loading and dumping
areas. In order to further mitigate dust generation during hauling operations, URS
' will construct a truck moistening station at the exit of the ASARCO site over to
the CAMU site. This station will consist of a scaffolding platform on which
personnel will mist water on the loaded debris as a final step before it travels
outside the property fence line and across the County road. The spray will add a
final moisture barrier/binder to the debris for the short distance to the CAMU.
Transport vehicles will be limited to a maximum 10 miles per hour while both on-
site and during transport. Limiting speeds will prevent dust from become
airborne during transport and will prevent the kick-up of dust due to rolling tire

action.

At the CAMU dump area, a water truck will be placed to lightly mist debris and
knock down any dust during the dumping and spreading phase of the debris in the
CAMU. Use of water will be kept at a minimum. At all times, however, the

elimination of dust will be given top priority.
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Transport of waste on-site will follow prescribed paths, :which will be determined
during the course of demolition. Due to the changi;ng nature of the site as
demolition of structures progress, haul routes will reciuire modification as site
conditions dictate. However, once defined, these haul routes will be enforced to
create dedicated routes that can be maintained to mitigate dust and debris
migration, and prevent any potential spread of contamination. Maintenance of
haul routes' will be conducted through routine daily inspection to ensure that
debris is not being released. Additionally, haul routes will be lightly wet with a
water truck on a frequent basis throughout any gi-ven day to prevent the
generation of dust due to vehicular traffic. As needed, URS/CWC will utilize the
services of a street sweeper to clean the haul routes of accumulated debris and
dust. This debris and dust sweepings will be dumped on-site and handled as

demolition debris for eventual placement into the CAMU.

3.3.5 Final Cleaning Actions

Once demolition is compiete and the debris has been removed; a final inspection of the
floor foot print of the blast furnace flue and the Monier flue will be conducted. A visual
survey will conducted to catalog any area within the structure footprints where concrete
is not present and underlying soils may have been exposed té) flue dust or other high
metal concentration materials. The survey will also document Ethe condition of concrete
within the structures and floors. The documentation will include a description and
photographs. All exposed soil areas, broken or severely crackéd concrete areas will be

mapped and recorded on plan views of the demolished structures.

3.3.5.1 Exposed Soil Area Sampling and Cleaning

If exposed soil areas are encountered within the flue footprints, the exposed soil area will
be field tested using a portable X-Ray Fluorescence (XRF) analyzer. Exposed soil areas
will be field tested for concentrations of arsenic, copper, cadm~ium, lead and zinc. The

sample and analytical program is summarized in Table 3-5.
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Since flue dust metal concentrations generally range in the percent range (10,000 mg/] to
‘ 200,000 mg/l), XRF results in this concentration range will be indicative of remaining
flue dust, or flue dust impacted soils. Where exposed soil areas within demolition
structure footprints have been exposed to flue dust or other high metal concentration
materials, limited excavation of flue dust residuals and impacted soils will be conducted.

The criteria for excavation is as follows:

e Excavation of obvious flue dust or flue dust impacted soil based on visual
observation. Flue dust is generally very fine grained and gray to black in color. This
generally contrasts with native soils which can be fine to coarse grained, typically
show traces of sand and gravel, and are generally a tan or brown color where they
have not been impacted.

e Exposed soils or materials within the blast furnace and/or blast furnace flue footprint
that exceed the Upper Ore Storage Area arithmetic mean for the 3-5 foot interval as
shown on Table 3-3 and summarized in Table 3-5 will be excavated. Since soil
concentrations are elevated through out the Upper Ore Storage Area, the arithmetic
mean has been arbitrarily selected as a relatively conservative target for soil removal.

' Soils will be excavated until:

* The values for arsenic, copper, cadmium, lead and zinc are below the arithmetic
mean as shown in Table 3-3 and as summarized in Table 3-5, or

» The practical excavation limit of excavation equipment is reached (depending on
access, this is typically 12 to 15 feet) or

= The water table is encountered. (Past experience has shown excavation into the
water table without the addition of slurry clays or mechanical trench boxes is not
practical).

e Exposed soils or materials within the Monier flue footprint that exceed the unpaved
on-plant site area soils arithmetic mean for the 2-4 foot interval as shown on Table 3-
4 and on summarized in Table 3-5 will be excavated. Since soil concentrations are
elevated through out unpaved areas on the plant site, the arithmetic mean for unpaved
plant site soils in the 2-4 foot interval has been arbitrarily selected as a relatively

conservative target for soil removal. Soils will be excavated until:
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»  The values for arsenic, copper, cadmium, lead and zinc are below the arithmetric
mean as shown in Table 3-4 and as summarized in Table 3-5, or
* The practical excavation limit of excavation equipment is reached (depending on
access, this is typically 12 to 15 feet) or
» The water table is encountered.
e Following excavation, samples collected from the deepest interval sampled will be
analyzed using the SPLP Method EPA 1311 to document mietal concentrations in test

leachate in the remaining soil.
The above exposed soil area cleanup criteria is summarized on Table 3-5.

Surface and subsurface soil samples will be collected from exposed soil areas using the
same techniques and procedures used for Interim Measures (IM) and RCRA Facility
Investigation (RFI) activities, as described in the IM and RFI Work Plans (Hydrometrics
1999 and Hydrometrics 2000). A total of 5 surface (0-4 inch increment) soil samples will
be collected from identified exposed soil areas and composited into one representative
sample of the area. Since the flue footprints are liner features (typically 10 to 15 feet
wide by 100s of feet long), an exposed sample area is defined as an exposed soil area
within the flue footprint of 100 feet long or less. Surface soil samples will be collected
using hand tools (hand shovel, trowels, or hand augers). The samples will be stored in
ziplock baggies and archived for future analysis (either XRF for total metals or SPLP), or
analyzed on site using a field portable XRF. All analytical work will be conducted well
before an assumed 6-month holding time limit for metals. Sites with visually obvious
flue dust or that exceed the numerical criteria described above and in Table 3-5 will be
considered candidates for subsurface soil excavation. The sampling Standard Operation
Procedures (SOPs) and analytical parameters and methods are summarized in Table 3-5.
For conveniences a table of relevant SOPs from the IM and RFI work plans are listed in

Appendix C of this work plan.

Sub-surface samples will be collected directly from the soil excavation equipment bucket

in the following increments until excavation depth criteria described above and
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summarized in Table 3-5 are met. Sub-surface soil increments are 4-127, 1-2°, 2-4’, 4-6°,
6-8°, 8-10°, 10-12, 12-15 feet, as necessary. One soil sample will be collected directly
from the backhoe bucket for each increments within an identified exposed soil sample
area. Excavation and sampling will continue using the procedure described above until
numeric criteria are met, or practical excavation limits prohibit further excavation.
Samples will be analyzed in the field using a portable XRF and stored in ziplock baggies
and archived until the project is complete. Any future analytical work (primarily SPLP)

will be conducted well before an assumed 6-month holding time limit for metals.

3.3.5.2 Concrete Floor Area Sampling and Cleaning

The final cleaning of concrete covered demolition footprint areas will involve a three-
phased approach. First, the concrete footprint will undergo a rough cleaning using
conventional scraping and shoveling methods to remove any solid residues that may have
accumulated during the demolition process. Second, the concrete footprint will be
mechanically swept. The use of a mechanical sweeper will remove surface materials that
may not be completely removed using scraping and shoveling techniques. Finally, the
concrete footprint will be cleaned using a high-velocity, truck mounted vacuum. This
final cleaning method will remove any fine material, particularly along the interfaces

between the concrete floor and building columns, fan foundations, and support walls.

3.3.6 Capping of Demolished Areas

The blast furnace flue and Monier flue areas where above grade demolition activities
have been completed will be sealed in a manner that will mitigate the infiltration of water
below the foot print area through existing or created cracks and crevices. Demolition foot
print areas will be covered the 2007 as delineated on Figures 3-2 through 3-6 with 10-o0z

geotextile and a geomembrane cap of 20-mil RPE liner.

Upon completion of the demolition operations and area clean-up, URS/CWC will remove
all debris and items from the slab that could possibly penetrate the subject geotextile and
geomembrane. URS/CWC will utilize the existing on-site fumed slag as fill material

over the remaining demolition slabs/areas. This fumed slag will be placed and rough
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graded to create the positive drainage required per the Construction Document Drawings.
Thiefumed slag has been used as a grading material at the plant site in the past and
possesses good physical characteristics for fill or sub-foundation uses (granular material
and compacts wells). Although fumed slag contains elevated total metal concentrations,
the metals are bound in a silicate-iron matrix with characteristics of low metal
leachability. The potential for metal migration from the fumed: slag is low. In response
to EPA's July 6, 2006 comments, Asarco provided the rationale for using fumed slag for
backfilling purposes, including study results derived from the RCRA Consent Decree
investigations. The slag-related investigative results contained in the Current Condition
Release Assessment (CC/RA, January 1999) and qualitative analyses of fumed slag (May
2001) are attached as Appendix D. In April 2005, Montana Department of
Environmental Quality representatives collected fumed slég samples from the East
Helena Plant to assess the potential environmental impacts from its use as an iron
substitute within the cement manufacturing industry. A copy of the April 2005 fumed
slag sampling event results is attached as Appendix D. A July 2006 Department

Environmental Impact Statement (EIS) may contain additional slag related information.

The geotextile and geomembrane will be laid, seamed, and secured as detailed.
Additionally, sandbags will be placed intermittently within :the center liner area to
prevent the liner from being picked up by wind uplift or other forces. This will be done
in sufficient quantity to ensure the liner stays in place. As an added preventative
measure, URS/CWC will utilize sandbags made of UV Resistant 9-mil PE, which will
provide superior UV resistance (compared to standard plastic woven sandbags) to prevent

breakdown by sunlight.

URS/CWC will utilize the services of a subcontractor, Northwest Lining & Geotextile
Products, Inc., for the installation of the temporary demolition caps. Complete details for
the geotextile, geomembrane, and liner attachment to be utilized are in Attachment C of
the 2007 Cleaning and Demolition Work Plan (URS, 2007) and are also in Appendix E of
this Work Plan.
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3.3.6.1 Interim Cap Techniques, Procedures and Materials

The interim caps will be constructed to cover newly exposed footprints in the demolition
areas. Depending on when the work is initiated, work sequencing and/or weather
conditions, the interim cap installation may be conducted before final removal of flue
dust and impacted subsurface soils in exposed areas (see 3.3.5.1 above). Scheduling is

discussed further in Section 4.0.

The interim cap details and specifications are shown on Figure 3-6. In general, from the

top down, the interim cap will consist of the following:

e Sand bags to hold down the interim cover during windy periods,

e A 24-mil reinforced polyethtylene (RPE) with the PRE seams.overlapped 3 inches
and sealed with a butyl rubber seaming tape,

¢ A minimum 10 ounce non-woven geotextile,

e A prepared sub-grade consisting of fumed slag fill for grading purposes, and

o Existing soils, concrete slabs and/or concrete foundations.

3.3.6.2 Maintenance of Interim Cap

Site Inspection

Periodic inspections of the interim cap will be conducted to ensure that the interim cap
systems are performing adequately and to identify problems and provide proper
maintenance of interim cap systems. The inspection program will involve three types of
inspections: (1) informal inspections, (2) periodic technical inspections, and (3) special

inspections after extreme events.

The informal inspection is actually a continuing effort by on-site personnel, performed in the
course of their normal duties. Periodic technical inspections and inspections after extreme
events will be performed by onsite Asarco staff (or other technical representatives) familiar
with the design and construction of the cover systems. The periodic technical inspection

will be performed monthly to document the condition of the cap components. Special
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inspections are very similar to periodic technical inspections but are performed only after an

extreme event such as a rare rainstorm, tornado, or earthquake.

The inspection of the cover systems will typically involve walking the entire site in a
systematic fashion that ensures a comprehensive review. If an):7 problem or deficiency is
found, the inspector should record the location on a field sketch. ‘A complete description of
the affected area, including all pertinent data (i.e., size of the érea and other descriptive
remarks such as exposed synthetic materials) should be recorded on the appropriate
reporting forms. An accurate and detailed description of observéd conditions will enable a

meaningful comparison of conditions observed at different times.

Photographs may be helpful in documenting problems. Provisions should be made to keep a
photographic log of problems, repairs, and general site conditions. This log will provide
valuable information when evaluating the performance of the. cover system and when
planning repair strategies. '

It is important to have a record of site conditions at various staiges after capping. Good
documentation will provide valuable information to help maintenance and repair planning.
Inspection checklists to assist in the inspection and documentation procedures should be
developed and modified as needed throughout the interim cappi'ng period. The checklist
will (at a minimum) contain items to evaluate such as membrane condition, sand bag
condition, liner seams, liner/concrete attachments and site drainage. A copy of an example

inspection form is attached in Appendix F.

Site Security

The interim cap will be contained within the fenced Asarco facility and will be kept
secured so that people or animals do not disturb the cap. Site ac:cess by ongoing plant or
demolition operations will be limited through the use of barricades, barrier tape, or
temporary fencing. Plant personnel will advise contractors conducting site activities of

access limits within or near capped areas.
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Site Maintenance

. As shown in Table 3-6, there are four different types of maintenance tasks listed by priority
rather than by frequency. Table 3-6 is provided as a guide to prioritize the different types of
maintenance activities in proper perspective. The different types of maintenance are also

discussed in the following subsections.

1. Emergency ‘maintenance - Emergencies are situations arising unexpectedly that

require urgent attention. Often, immediate response must be provided to avert
potential serious damage. Provisions for emergency repair/damage control activities
must therefore be in-place prior to the occurrence. Toward this end, an Emergency
Contacts list will be prepared and kept current, and include local emergency
response organizations, assigned maintenance personnel, and agency and owner

representatives. Table 3-7 provides a partial list of emergency contacts.

2. Preventative maintenance - Preventative maintenance will be performed to extend

the life of equipment and structures. With the exception of routine surveillance and
' inspections, preventative maintenance tasks should be scheduled in accordance with
the recommendations of the material and equipment manufacturers. Scheduled
inspection and maintenance of all site facilities will help ensure that potential
problems are discovered and corrected before they become serious, as well as
providing for the performance of periodically required upkeep. During routine
inspections, the Asarco personnel should be alert for any abnormal conditions,

which could indicate potential problems.

3. Corrective maintenance - Corrective maintenance consists of repair and other non-

routine maintenance. Asarco personnel must always be ready to handle these tasks
as the need arises. Corrective maintenance procedures should follow the equipment
or material manufacturer's recommendations. In planning for the corrective
maintenance, arrange for the assistance of an engineer or manufacturer's

representative, if necessary.
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4. Housekeeping - Maintaining well-kept facilities indicates pride on the part of the

Asarco personnel, and provides for good and efficient operations. Well-kept

property cultivates good neighbor relations with adjacent property owners.
Housekeeping tasks may include collecting/disposing of litter or debris and

maintaining access barriers.

3.3.7 Storm Water Pollution Prevention Plan
Storm water during demolition will be managed in accordance with the Storm Water
Pollution Prevention Plan (SWPPP) outlined in the 2007 Cleaning and Demolition Work
Plan (URS, 2007) and is described as follows:
URS understands and appreciates the importance of the SWPPP due to the present
concerns and conditions of the ASARCO facility. URS will utilize Best Management
Practices (BMPs) for various construction activities. From the existing SWPPP,
applicable information, such as management practices for the hazardous material
storage areas, will be incorporated into URS’ Best Management Practices. Other

material handling practices related specifically to the decontamination and demolition

activities will be addressed. Management practices for cross-contamination control
will be addressed, such as avoiding spills from construction vehicles during hauling,
loading, servicing, and fueling and controlling contaminated soil erosion. Changes to
the storm drainage system due to demolition will be addressed as the structures are

demolished and the side conditions change.

Standard erosion control measures will also be utilized, including controlling dust,
providing straw bales around storm drain inlets, placing sand-bags at critical
perimeter locations, and avoiding off-site tracking of debris from vehicles.
Provisions to avoid ponding and maintain excavations free of storm water runoff will
be addressed. Typicelly, this will involve filling these locations prior to storms.

Measures for erosion control will be added as the project progresses.

Inspection of the erosion control measures will be made prior to, during, and after

storms to evaluate the adequacy of these measures and to manage corrections as
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necessary. Documentation of the inspection and correction activities will be
maintained, as required. Generally, the inspection and documentation will be done by
the Project Manager / Engineer. Copies of the documentation will be forwarded to

ASARCO for review and records.

3.3.8 Dust Control Plan
Dust control will be performed in accordance with the dust control plan outlined in the

2007 Cleaning and Demolition Work Plan (URS, 2007) and is described as follows:

The general requirements of this plan are to provide adequate resources to control
dust and to detail the means and methods that will be utilized to implement dust
control measures during the cleaning and demolition in order to support scheduled
activities/operations within the ASARCO facility. URS/CWC’s dust control
measures are designed to control the emission of visible fugitive nuisance dust.
These controls will be accomplished through the use of administrative, engineering,

and physical controls that will include, but not be limited to the following:

*  Moistening surfaces with water

*  Application of dust suppressants or encapsulates, where applicable

= Minimizing soil, road, and surface disturbances

* Minimize dusting exposure periods and wind erosion before dust-al;atement
measures are applied

= Curtailing of work activities during high wind conditions (over 15 MPH average
hourly rate)

=  Controlling vehicle/equipment speeds (10 MPH maximum)

s Restricting traffic to designated roads/corridors

»  Equipment Selection

URS/CWC considers the mitigation of airborne dust generation to be a priority.
Throughout the project, URS/CWC will take all necessary steps to effectively control
dust in the working area during demolition operations. As previously mentioned,

URS/CWC will remove at ground level and at all accessible areas all gross debris
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accumulation that could be a source of airborne dust. Furthermore, URS/CWC will
institute a program of pre-wetting and moistening building interiors and horizontal
surfaces where dust has accumulated. This pre-wetting of the structure interiors will
limit the ability of remaining dust to become airborne during the demolition process.
As the structures are demolished, the dust will be allowed fo fall to the ground where

it can be gathered, containerized appropriately, and properly managed.

3.3.8.1 Application with Water During Demolition

The use of water will be the main source for dust control. URS/CWC will keep all work
areas (including roads, access points) within the facility, wet during work activities. This
will be accomplished by using existing 2,000-gallon water trucks. Each water truck will
be equipped with spray-bars for wetting haul and access roads; water cannons and
necessary hoses, valves, and fittings will be used to provide spray water for dust control

where needed in remote areas where a water truck can not be utilized.

Furthermore, during the life of the project water truck(s) will be available during the
actual demolition of the above grade steel and concrete structures. Localized fine water
spray pointed at the source of demolition (and therefore dl:lSt source) reduces dust
particles to become airborne. Additionally, URS will utilize a Dust Boss™ water misting
system. The Dust Boss™ is a fully automatic, oscillating ducted fan with a high pressure
misting system that creates a high performance dust barrier. Dust Boss™ uses a high
pressure misting system to create an ultrafine mist that attracts dust and drives it to the
ground. During structure demolition, this equipment will be pre-positioned in an area that
will ensure the generated dust barrier is effective. To minimize water run-off, both the

water truck and Dust Boss™ water supply will be used only if necessary.

3.3.8.2 Dust Control During Loading and Debris Transportzition

During loading, unloading, and material transfer operations, URS/CWC will minimize
material drop heights to reduce emission of fugitive dust. During loading of demolition

debris, additional spray water will be utilized to control fugitive dust emissions from this
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operation. After demolition debris is loaded into the truck beds, URS/CWC will then

moisten the debris payload down prior to the vehicle leaving the loading areas.

As described above, during debris transportation, URS/CWC will construct a truck
moistening station at the exit of the ASARCO site over to the CAMU site. This station
will consist of a scaffolding platform on which personnel will mist water on the loaded
debris as a final step before it travels outside the property fence line and across the
County road. The spray will add a final moisture barrier/binder to the debris for the short
distance to the CAMU. Transport vehicles will be limited to a maximum 10 miles per
hour while both on-site and during transport. Limiting speeds will prevent dust from
become airborne during transport and will prevent the kick-up of dust due to rolling tire

action.

At the CAMU dump area, a water truck will be placed to lightly mist debris and knock down any
dust during the dumping and spreading phase of the debris in the CAMU. Use of water will be

kept at a minimum at all times, however, the elimination of dust will be given top priority.

3.3.8.3 Dust Suppressant

The primary dust control measure to be used will be water. However, the application of
an accepted dust suppressant dispersed from the water truck or special equipment as a
dust suppressant may be required during periods of time that the application of water
alone is inadequate for dust control. Dust suppressant product information and MSDSs

will be submitted for approval prior to the usage and/or application.

3.3.8.4 Area Control

URS/CWC will use specific loading areas for each decontamination/demolition removal
location to minimize disturbances and control material transfer operations. During the
demolition of each structure, URS/CWC will designate a staging and loading area
directly adjacent to each structure. Often this area will be within the footprint of the

structure being demolished. This staging and loading area, specific to each structure, will
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be kept constant and will be maintained to control the migration of dust and debris from

moving material unnecessarily.

3.3.8.5_Water Source :
URC/CWC will utilize the existing ASARCO provided fill station, adjacent to Upper

Lake, as the source of non-potable water to be utilized for dust suppression operations.

3.3.8.6_Field Quality Control
URC/CWC Project Staff (i.e. Project Superintendent, Foreman, :H&SP) will inspect work

areas daily to assess the need for implementation (or additional implementation) of dust

control measures.

3.3.8.7 Overall Dust Control Application

URS/CWC will control fugitive dust emissions by using the following overall methods:

* Provide dust suppression (water) before, during, and after demolition of a
structure, provided it is safe to do so. '

* In cases where structures are to be dropped (staék demolition, elevated
structures), URS/CWC will moisten the targeted drop ar:ea prior to the demolition
of the structure. '

* Provide dust control during material sizing and loading o:perations.

» Control material drop heights during loading, unloading and material transfer
operations.

* Minimize and control material handling operations.

= On-site vehicular traffic control and haul road maintenan:ce

* If necessary, URS/CWC will apply other approved me:thods for control of dust

during specific procedures.
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. 4.0 SCHEDULE

A preliminary schedule for the blast furnace flue and Monier flue project is in Figure 4-1.
The schedule is preliminary and is dependent on the sequencing of several other cleaning
and demolition projects that are addressed in the Cleaning and Demolition Plan (URS
2007). Key events include: '

» Authorization to begin construction of the CAMU

* Construction of the CAMU

* Pre-demolition Cleaning

* Demolition of structures necessary for demolition

= Stack demolition.

* Flue demolition

*  Flue dust removal and associated impacted soils from exposed soil areas

= Interim Cap

Since the Monier flue would provide a barrier for dust and debris during stack
. demolition, this flue will likely be retained until after the stacks have been brought down
by demolition. It is possible portion of the blast furnace flues can be cleaned and

demolished independently of the stack-oriented activities.

Depending on when the work is initiated, work sequencing and/or weather conditions, the
interim cap installation may be conducted before final removal of flue dust and impacted
subsurface soils in exposed areas. In this case, the final cleanup of flue dust and

associated impacted soils within the foot print would be conducted in the 2008 season.
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TABLE 3-1. Summary of Soil Sample Data Adjacent to Blast Furnace Flue and Monier Flue

0"-4" Depth Interval Surface Soil Sample Site Number Monitoring Well Soil Sample Site Number
Parameter UPS-SS1 UPS-SS2 UOS-SS3 U0S-SS5 DH-30 DH-46 DH-45 DH-39
ARSENIC (AS) TOT 437 115 8091 39
COPPER (CU) TOT 690 87 © 23599 88
CADMIUM (CD) TOT 3069 433 ! 9319 40
‘ LEAD (PB) TOT 8813 573 i 71196 376
ZINC (ZN) TOT 4628 481 | 34579 137
4"-12" Depth Interval
ARSENIC (AS) TOT 1068 140 6958 2394 ' !
COPPER (CU) TOT 9395 39 11639 2075
CADMIUM (CD) TOT 901 79 4012 346
LEAD (PB) TOT 20116 193 66080 13621
ZINC (ZN) TOT 11777 164 16607 4298
1'.2' Depth Interval
ARSENIC (AS) TOT 3100 236 1908 i 1504 1288 611 2186 386
COPPER (CU) TOT 64908 82 2622 2059 4970 660 4139 3487
CADMIUM (CD) TOT 213 179 ! 1009 455 234 148 355 426
LEAD (PB) TOT 64307 619 ! 16145 12560 11574 2734 9224 1801
ZINC (ZN) TOT 13830 394 | 6833 3830 26012 952 5629 10803
2'-4' Depth Interval
ARSENIC (AS) TOT 130 101 1022 931 6523 595 1194 131
COPPER (CU) TOT 437 27 6447 736 110 643 1062 2007
CADMIUM (CD) TOT 107 <10 1847 497 2855 93 118 17
LEAD (PB) TOT 1483 26 11327 8720 19079 1794 3381 146
ZINC (ZN) TOT 912 41 12249 2944 1045 527 3674 16578
4'-6' Depth Interval
ARSENIC (AS) TOT 1608 6739 308 2517 13
COPPER (CU) TOT 1492 11 329 3005 32
CADMIUM (CD) TOT 1367 3011 37 243 <10
LEAD (PB) TOT 15928 19549 1235 7468 33
ZINC (ZN) TOT 7173 1082 270 5287 1134
| 6-8' Depth Interval
! ARSENIC (AS) TOT 475 250 | 561
' COPPER (CU) TOT 295 282 399
CADMIUM (CD) TOT 148 <10 138
LEAD (PB) TOT 1970 1658 1282
ZINC (ZN) TOT 1121 391 928
8-10" Depth Interval
ARSENIC (AS) TOT 754 218 793 14
COPPER (CU) TOT 190 270 281 33
CADMIUM (CD) TOT 1465 22 129 <10
LEAD (PB) TOT 127 1032 765 15
ZINC (ZN) TOT 1175 375 549 62
10-12' Depth Interval
ARSENIC (AS) TOT 731 470 18
COPPER (CU) TOT 89 315 29
CADMIUM (CD) TOT 1081 31 <10
LEAD (PB) TOT 127 914 <10
ZINC (ZN) TOT 1281 296 56
15-17' Depth Interval
ARSENIC (AS) TOT | 160 153 472 12
COPPER (CU) TOT ; 76 88 71 38
CADMIUM (CD) TOT 1686 <10 816 <10
LEAD (PB) TOT 93 a7 186 24
ZINC (ZN) TOT 774 123 2790 57
20-22' Depth Interval
ARSENIC (AS) TOT T 502 13
COPPER (CU) TOT 138 66
CADMIUM (CD) TOT 610 <10
LEAD (PB) TOT 3 25
ZINC (ZN) TOT 1675 53
T = Total Note: Depth intervals have been normalized for comparison purposes. For example, the 4-6 foot
All analytical values are in mg/Kg increment in some samples may actually be a 3-5 foot sample increment. The actual
Source: Appendices 2 and 7, Phase | RFI Report, ACI, 2003. sample increments are in the data reports included in Appendix 1

! Shading = No data available for these depth intervals
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TABLE 3-2. Summary Statistics for Surface Soils

0"-4" Depth Interval

Detection I Arithmetric ™ : Geo. Mean | Enrichment Geometric
Parameter Frequency Mean | Median Mini Maxi L ion of M, Standard Deviation  Background Factor Mean
___ARSENIC (AS) TOT 173183 _ . 2159 1.__ 1028 0ot . 35500 | §S-12 3753 . 185 _ .26 | 432
~_ COPPER (CU) TOT i 175183 ”~§5_22__4 3225 ! 001 35750 _ RC-SAQ2D-1, 412412001 ___esi7 183 _ 89 ' on2r
CADMIUM (CD) T TOT . _I 167/183 11225 354 0.05 -+ 23400 SS- 18 [_ ‘ 72_8@0 ..} _024 | A 196
LEAD (PB) TOT . 177183 16615 10876~ | "oor 17 73ses | _RC-Ss17,an807” |~ 17967 1» 1ie T T8 | 3439
ZNC@ZN)TOT 1" " 17983 13672 7816 | 005 | T 88519 _ 1 RC-$525, 4725/01 T 47388 469 63 1 2940
4"-12" Depih Interval
|~ Detection “Arithmetric ! | Geo. Mean ] Enrnichment Geometric
Parameter Frequency ! Mean Median Minimum Maximum Location of Maximum | Standard Deviation : Background: Factor Mean
ARSENIC (AS) TOT | 144155 . 1133 503 010 8753 RG-SS05C-2, 41672001 1518 | 165 | 7 276
TCOPPER(CU)TOT | 148155 2623 l “T31e | “et0 T 18054 | RC-§505C-2, - 41612001 A 163 _ [ 37_ | 604
T _CADMIUM{CO)TOT '~ 138155 |~ ‘62 238 71 77005 1 T des _RC-SS T 1a38 L 024 535 128
T LEAD(PBYTOT T s2iss| T Tqarer T[T mes_ | 005 1T 77220 Rq-_sg)zg_amg/o1 18583 T 118 210 __Team_ |
ZINC (ZN) TOT T 483155 1T 9791 ~ T 6263 005 | 57238—] RC-SA06, 4r24/01 |~ 11284 " a69 53 2492
1'-2' Depth Interval
1 Detection Arithmetric | I T Geo. Mean | &nr t] G ic
Parameter . Frequency Mean | Median Mi M L ton of Maxi lard Deviation | Bach ind Factor Mean
ARSENIC (AS) TOT 148/154 ] 825 _ 338 __1 _ 003 _ 9256 |UOS-SS11-3,10/32001] 1405 T 165 T 13_ | 209 |
COIER R (CU) TOT _ 148/1 54 J 1889 780 07)1__ __| . _64908__ | UPS-SS01-3, 3/20/2001 5521 163 ] 26 _416
T CAaDMIUM (CD)TOT | 121154 1 a1 T T TToo2 10110 _ | RC-SS06.4/06/01 | 980 0.24 303 73
LEAD (PB) TOT 152/154 _ 847 _~§2_1_9 _ 003 | 64307 | -L UPS ’S-S801, 3/20/01 | 11119 116 136 i 1574
ZINC (ZN) TOT 153/154 6552 4166 0.05 35772 RC-S$20_4/18/01 7035 46.9 38 | 1795
2'-3' Depth Interval
[3] tion Arith ic Geo. Mean | Ennchment Geometric
Parameter Frequency Mean Median Minimum Maximum Location of Maximum | Standard Deviation | Background Factor Mean
___ ARSENIC (AS) TOT _ 116128 518 130 _ | | 4455 | RC-SS06-4,4/6/2001 | 906 16.5
COPPER (CLQ_TQI_ _ [ _122n28” ! " 7130} 396 _ 6741 RC-5508-4, 4/9/2001 579 16.3
CADMIUM {CD) TOT 921128 397 44 J 13588 RC-SS08, 4/06/01 1316 0.24
LEAD(PB)YOT | 1231128 |  5183_ | 1193 | 37460 _ LOS-S808, 4/06/01 1888 | 116
ZINC (ZN) TOT 1271128 6070 1731 | 56395 " LOS-SS05, 4/05/01 9052 469
3'-5' Depth Interval
Detection Arthmetric Geo. Mean | Enr G fc
Parameter Frequency Mean Median Mini M L ion of Maximum | Standard Deviation | Background Factor Mean
ARSENIC (AS) TOT 36/39 300 165 10.00 1608 UOS-$505-5, 4/17/2001 407 16.5 7 115
COPPER {CU) TOT 39/39 671 286 21.00 5763 UOS-$S807-5, 4/17/2001 1051 16.3 15 239
CADMIUM (CD) TOT 28/39 202 51 5.00 1430 RC-SS07C, 4/9/01 349 0.24 203 49
LEAD (PB) TOT 39/39 3547 1885 27.00 15928 UOS-5S08, 4/17/01 4456 11.6 93 1078
ZINC {ZN) TOT 39/39 3159 1000 45.00 12826 LOS-§S10, 4/6/01 3904 46.9 21 980
5'-8' Depth Interval L.
[ ] Anrthmetric Geo. Mean | Ennichment Geometric
Parameter Frequency Mean Median Minimum Maximum Location of Maximum | Standard fati Background Factor Mean
-ARSENIC (AS) TOT 30/31 304 49 11.00 2553 RC-SAQBA-5, 4/25/2001 592 16.5 4 73
COPPER (CU) TOT 31/31 715 116 17.00 6181 RC-5527-6, 4/9/2001 1339 16.3 11 185
CADMIUM (CD) TOT 24131 131 32 5.00 41 RC-5827, 4/9/01 188 0.24 170 41
LEAD (PB) TOT 313 5463 1593 23.00 26889 RC-5827, 4/9/01 7733 11.6 109 1267
ZINC (ZN) TOT 31131 4987 1354 46.00 39575 RC-SA06, 4/24/01 8190 46.9 26 1219
8'-11' Depth interval
Detection Arthmetric Geo. Mean | Enrichment Geometric
Parameter Fraquency Mean Medlan Minimum Maximum Location of Maximum | Standard Deviation | Background Factor Mean
ARSENIC (AS) TOT 4/4 408 181 16.00 1255 RC-SA08B-8, 4/25/2001 570 16.5 10 160
COPPER (CU) TOT 4/4 779 669 44.00 1734 RC-SAO08B-8, 4/25/2001 704 16.3 26 429
CADMIUM (CD) TOT 2/4 68 8 5.00 251 RC-SA08B, 4/25/01 122 0.24 68 16
LEAD (PB) TOT 4/4 1126 182 176.00 3962 RC-5A08B, 4/25/01 1891 11.6 34 390
ZINC (ZN) TOT 4/4 2531 360 138.00 9265 RC-SAQ8B, 4/25/01 4492 46.9 13 618
TOT = Total

1/2 the detection limit used for non-detected values.
All analytical values are in mg/Kg

cij i Soi 107B.XLS.x18/SURSOILS

Source: Table 2-3-1, Phase | RFI Repori, ACI, 2003.
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TABLE 3-3. Summary Statistics for Surface Soils in the Upper Ore Storage Area

0"-4" Depth Interval

Detection Standard Geo. Mean Enrichment Geometric
Parameter Frequency {Arithmetric Mean Median Minimum Maximum L ocation of Maximum Deviation Background Factor Mean
ARSENIC (AS) TOT 28/28 2010 1269 0.01 8091 UO0S-8S3-1 2056 L 16.5 33 548
COPPER (CU) TOT 28/28 4161 3225 0.01 23599 U0OS-SS83-1 5309 16.3 54 886
CADMIUM (CD) TOT 28/28 1949 582 0.10 14725 SS-4 3730 0.24 1446 347
LEAD (PB) TOT 28/28 15084 15954 0.02 71196 UOS-SS3-1 14736 11.6 325 3765
ZINC (ZN) TOT 28/28 8885 6578 0.09 44050 SS5-4 10444 46.9 55 2600
4"-12" Depth Interval
Detection Standard Geo. Mean Enrichment Geometric
Parameter Frequency |Arithmetric Mean Median Minimum Maximum Location of Maximum Deviation Background Factor Mean
ARSENIC (AS) TOT 25125 1376 963 34 6958 UOS-SS3-2 1538 16.5 52 864
COPPER (CU) TOT 25/25 2386 1835 76 11639 U0S-883-2 2574 16.3 92 1503
CADMIUM (CD) TOT 25/25 590 356 11 4012 UOS-SS3, 4/27/01 917 0.24 12989 312
LEAD (PB) TOT 25/25 13675 11734 150 66080 UOS-SS3, 4/27/01 14344 11.6 683 7928
ZINC (ZN) TOT 25/25 6146 5283 119 16607 UOS-883, 4/27/01 4114 46.9 97 4550
1'-2' Depth Interval
} Detection Standard Geo. Mean Enrichment Geometric
Parameter Frequency |Arithmetric Mean Median Minimum Maximum Location of Maximum Deviation Background Factor Mean
ARSENIC (AS) TOT \ 25125 ; 1556 931 2.00 9256 U0S-5511-3 1977 16.5 42 700
COPPER (CU) TOT I 25/25 ! 2261 1993 0.02 7838 UOS-SS19-3 1879 16.3 60 | 981
CADMIUM (CD) TOT 24125 367 251 0.41 1319 UOS-SS8, 4/17/01 380 024 678 163
LEAD (PB) TOT ' 25/25 13265 12839 0.14 40640 UOS-SS8, 4/17/01 10613 | . 11.86 460 5331
ZINC (ZN) TOT | 25/25 | 6609 6439 1.90 22911 UOS-S854, 4/26/01 5345 46.9 71 3349
! |
2'-3' Depth Interval
Detection Standard Geo. Mean Enrichment Geometric
Parameter Frequency |Arithmetric Mean Median Minimum Maximum Location of Maximum Deviation Background Factor Mean
ARSENIC (AS) TOT 23131 1118 760 0.0 4337 UOS-SS13-4 1235 16.5 10 161
COPPER (CU) TOT 22/31 2131 1647 0.00 6729 U0S-S87-4 2134 16.3 17 280
CADMIUM (CD) TOT 22131 406 227 0.00 1847 UOS-SS3, 4/27/01 561 0.24 252 61
LEAD (PB) TOT 22131 10521 6353 0.00 33343 UOS-8S13, 10/3/01 10156 11.6 112 1296
ZINC (ZN) TOT 23/31 5777 3577 0.03 16547 UOS-554, 4/26/01 5406 46.9 22 1021
3'-5' Depth Interval
Detection Standard Geo. Mean Enrichment Geometric
Parameter Frequency |Arithmetric Mean Median Minimum Maximum Location of Maximum Deviation Background Factor Mean
ARSENIC (AS) TOT 8/8 1005 653 15 3315 U0S-SS6-5 1083 16.5 28 468
COPPER (CU) TOT 8/8 1659 762 22 5763 UOS-887-5 2062 16.3 40 656
CADMIUM (CD) TOT 7/8 294 124 5 1367 UOS-SS5, 4/17/01 463 0.24 343 82
LEAD (PB) TOT 8/8 6611 4053 60 15928 UOS-SS5, 4/17/01 6642 11.6 235 2723
ZINC (ZN) TOT 8/8 3227 1995 49 8542 U0S-SS12, 10/03/01 3073 46.9 35 1659
TOT = Total
1/2 the detection limit used for non-detected values. Source: Table 2-3-3, Phase | RFI Report, ACI, 2003.

All analytical values are in mg/Kg

crimdemolition\FtueScilSum0501078.XLS . xIs/UOS
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TABLE 3-4. Summary Statistics for Surface Soils in the Unpaved On-Plant Site Area

0"-4" Depth Interval

I Detection T Arithmetric ! Standard Geomean Enrichment | Geometric
Parameter | Frequency | Mean Median ! Minimum Maximum ' Location of Maximum| Deviation Background Factor Mean
ARSENIC (AS) TOT : 19/19 ! 2174 ) 460 : 0.10 17075 3970 15 | 19 315
COPPER (CU) TOT i 1919 ! 5119 1100 ! 0.10 35350 8806 183 | 44 709
CADMIUM (CD) TOT | 18/19 662 433 ; 0.05 3069 UPS-SS1, 3/20/01 954 024 | 1121 269
LEAD (PB) TOT 18/19 9024 i 8813 0.05 39046 UPS-SS4, 3/16/01 ! 10263 . 1e 1 281 3256
ZINC (ZN) TOT 18/19 ‘ 12039 | 6421 0.05 84650 S$8-31 1 21706 46.9 71 3318
4"-12" Depth Interval
Detection | Arithmetric Standard Geo. Mean } Enrichment Geometric
Parameter Frequency ' Mean Median Minimum Maximum | Location of Maximum| Deviation Background Factor Mean
ARSENIC (AS) TOT 16/18 678 349 0.10 2148 723 1.5 | 0 160
COPPER (CU) TOT 18/18 ! 1970 754 0.10 9395 2673 | 163 20 326
CADMIUM (CD) TOT 16/18 ! 224 88 0.05 901 UPS-SS1, 3/20/01 267 0.24 263 63
LEAD (PB) TOT 17/18 7345 4625 0.05 24682 UPS-SS6, 3/20/01 7703 116 114 1322
ZINC (ZN) TOT 17118 9619 7874 0.05 41322 UPS-5S14, 3/20/01 11105 46.9 33 1548
1'-2' Depth Interval
Detection Arithmetric Standard Geo. Mean Enrichment Geometric
Parameter Frequency Mean Median Minimum Maximum | Location of Maximum| Deviation Background Factor Mean
ARSENIC (AS) TOT 14/15 610 164 0.10 3100 941 16.5 7 118
COPPER (CU) TOT 15/15 5385 206 0.10 64908 16574 16.3 17 274
CADMIUM (CD) TOT 11/15 92 38 0.05 312 UPS-SS13, 3/20/01 102 0.24 117 28
LEAD (PB) TOT 14/15 8304 968 0.05 64307 UPS-SS1, 3/20/01 17002 11.6 73 846
ZINC (ZN) TOT 14/15 4921 1647 0.05 22123 UPS-§512, 3/16/01 6868 46.9 15 722
2'-4' Depth Interval
Detection Arithmetric Standard Geo. Mean Enrichment Geometric
Parameter Frequency Mean Median Minimum Maximum | Location of Maximum| Deviation Background Factor Mean
ARSENIC (AS) TOT 12113 165 130 10 465 162 16.5 5 84
COPPER (CU) TOT 13/13 778 147 14 3522 1095 16.3 13 218
CADMIUM (CD) TOT 8/13 35 17 5 107 UPS-SS1, 3/20/01 35 0.24 80 19
LEAD (PB) TOT 13/13 2080 932 23 9636 UPS-SS13, 3/20/01 2884 11.6 52 598
ZINC (ZN) TOT 13/13 7881 532 15 41455 UPS-SS13, 3/20/01 13187 46.9 18 852

TOT = Total
1/2 the detection limit used for non-detected values.
All analytical values are in mg/Kg

c.rimproject\FlueSoilSum050107B.XLS . xIs/UPS

Source: Table 2-3-3, Phase | RFi Report, ACI, 2003.
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TABLE 3-5"8LAST FURNACE FLUE AND MONIER FLUE UNPAVED EXPOSED AREA SOIL SAMPLE

LECTION AND ANALYSIS MATRIX

'

Sample Sampling Project Excavation Soil Excavation Removal and Sampling
Types and Number of Standard Detection Concentration Protocals in Unpaved Bare Soil Areas
Sample Depth Sampling Operating Analyticat Limit Removal Limits Within the Flue Demolition Foot Print
Location Purpose Intervals'” Events Procedures Parameters Methods Goal (mg/kg or ppm) Area
Blast Furnace Flue Remove flue dust and impacted soils Sample from Excavator 1 HF-SOP-2 As XRF 10 ppm 653 Obvious flue dust or flue dust soils is removed based on
Foot Print in exposed or unpaved areas within the Bucket. Sample intervals HF-S0P-4 Cd XRF 10 ppm 762 visulal observation (fine texture, dark gray color).
structure demolition foot print. HF-SOP-5 Cu XRF 10 ppm 124 Excavation continues until:
Determine depth of excavation. 04" HF-SOP-7 Pb XRF 10 ppm 4053 - The values for As, Cd, Cu, Pb, Zn are below removal [limits
412" HF-SOP-29 Zn XRF 10 ppm 1995 - The p I limit of ion equip is reached
12 HF-SOP-31 Souce: ( tyipcally 12 to 15 feet)
24 HF-SOP-58 Table 3-3, arithmetric mean | - The water table is encountered.
4.6 HS-SOP-6 for the 3 to 5 foot The final sample increment is retained and analyzed for
6'-8- HS-SOP-13 increment. SPLP.
8-10" HS-SOP-57
101
13-15
Document metal concentrations Final increment sampled 1 As SPLP (EPA 1312) 0.1 mg/l
in test leachate from the from excavator bucket and Cd SPLP (EPA 1312) 01 mgft
SPLP testing procedure sampled for metals Cu SPLP (EPA 1312) 0.1 mg/l
and analyzed by XRF Pb SPLP (EPA 1312) 0.1 mg/
Zn SPLP (EPA 1312) 0.1 mg/l
Monier Flue Remove ftue dust and impacted soils Sample from Excavator 1 HF-SOP-2 As XRF 10 ppm 165 Obvious fue dust or flue dust soils is removed based on
Foot Print in exposed or unpaved areas within the Bucket. Sample intervals: HF-SOP-4 Cd XRF 10 ppm 778 visulal observation (fine textre, dark gray color)
structure demolition foot print. HF-SOP-5 Cu XRF 10 ppm 35 Excavaation continues until:
04* HF-SOP-7 Pb XRF 10 ppm 2080 - The values for As, Cd, Cu, Pb, Zn are below removal llimits
4"-12° HF-SOP-29 Zn XRF 10 ppm 7881 - The g { timit of i quip is reached
-2 HF-SOP-31 Souce: ( tyipcally 12 10 15 feet)
p HF-SOP-58 Table 34, arithmetric mean | - The water table is encountered.
4.6 HS-SOP-6 for the 2 to 4 foot The final sample i is retained and analyzed for
6'-8- HS-SOP-13 increment. SPLP.
810" HS-SOP-57
o
13-15
Document metal concentrations Final increment sampled 1 As SPLP (EPA 1312) 0.t mgA
in test leachate from the from excavator bucket and Cd SPLP (EPA 1312) 01 mgl
SPLP testing procedure sampled for metals Cu SPLP (EPA 1312) 0.1 mg/l
. and analyzed by XRF Pb SPLP (EPA 1312) 0.1 mg/l
Zn SPLP (EPA 1312) 0.1 mg/

(1) Sample depths are approximate; actual depths will based on field conditions.

(2) Duplicates will be collected at a minimum frequency of | per 20 field samples. Duplicates for SPLP analysis will be submitted at a frequency of | per 20 samples selected for SPLP.

(3) Detection lisits for SPLP analysis have been set at 100x below regulatory limits.
(4) Sample site locations will be surveyed by GPS during or after samples are collected.

107B XLS.xls\Soil
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TABLE 3-6 PRIORITY OF MAINTENANCE TASKS

Priority Type of Maintenance Description and Example

1 Emergency A situation requiring immediate attention (for
example, fire or flood).

2 Preventative Scheduled inspection and minor repairs
carried out during inspection (for example,
cleaning of membrane liner).

3 Corrective Corrective maintenance required as a direct
result of scheduled inspection (for example,
repair of torn membrane liner).

4 Housekeeping Routine housekeeping of buildings and

grounds (for example, disposal of debris and
general housekeeping).

C:\RJIMAEH\Demolition\FlueDemWP051707.doc
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TABLE 3-7 EMERGENCY NOTIFICATION
CONTACTS AND PHONE NUMBERS

General Emergency Numbers:

Fire Department
Ambulance

Police

Corporate Resources

ASARCOLLC

Blaine Cox

Jon Nickel

OTHER RESOURCES:
U.S. EPA (24-hour emergency)
Superfund/RCRA Hotline

Hydrometrics, Inc

C:\RJIMMAEH\Demolition\FlueDemWP051707.doc

(East Helena Smelter) (406) 227-4098

(406) 459-8542

(East Helena Smelter) (406) 227-4529

(206) 553-1263
(800) 424-9346

(406) 443-4150
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K 3

May June July August Sep O N December . January
1D Task Name Start Finish May Jun Jul Aug Sep Oct Nov Dec Jan
1 |Submittal of Blast Furnace Flue and Monitoring Well Flue Cleaning and 0 days Mon 5/21/07 Mon 5/21/07 5/21 ; - - ; .

Demolition Work Plan to EPA 4 . . : : ?
2 Submittal of 2007 Cleaning and Demolition Work Plan to MDHES 0 days Fri 5/18/07 Fri 5/18/07 18 ) : h i '
3 |Review and Approval of Blast Furnace Flue and Monitoring Well Flue 22days  Mon 5/21/07 Tue 6/19/07
Cleaning and Demolition Work Plan to EPA ' : :
4 Review and Approval of Blast Furnace Flue and Monitoring Well Flue 11 days Fri 5/18/07 Fri 6/1/07 . A :
Cleaning and Demolition Work Plan to EPA . : b ;
5 | Approval of CAMU by EPA 0 days Wed 56/30/07 Wed 5/30/07 : : : !
6 Mobilization by URS 5 days Wed 5/30/07 Tue 6/5/07 . : i v
7 | Construction of CAMU 38 days Wed 6/6/07 Fri 7/27/07 HY | aanaaansnnanans { 5 :
8 |Initiate Pre-Cleaning Activities 40 days Wed 6/6/07 Tue 7/31/07 : ; : ':
9 |Cleaning and Demolition of Acid Plant Heat Exchanger/Converter 22 days Mon 6/4/07 Tue 7/3/07 : ‘ :
10 |Demolition of Number 1, 2 and 3 Baghouse 10 days Mon 7/30/07 Fri 8/10/07 E
11 | Demolition of Stacks 10 days Mon 8/13/07 Fri 8/24/07 E
12 |Pre-demolition Cleaning of Blast Furnace Flue and Monier Flues 10 days? Mon 8/27/07 Fri 9/7/07
13 | Demolition of Blast Furnace and Monier Flues 22 days? Mon 9/10/07 Tue 10/9/07 .
14 | Transport of Waste to CAMU 10days Wed 10/10/07 Tue 10/23/07
16 | Survey Flues to Determine Paved Areas and Map out Exposed Soil 1day Wed10/24/07 Wed 10/24/07
Areas and Sampline Units :
18 | Sample Surface Soil Samples (0-4 inch) 2 days Thu 10/25/07 Fri 10/26/07 :
17 | Excavate Remaining Flue Dust with Sampling to Confirm Depth, or 10days  Mon 10/29/07 Fri 11/9/07 :
Alternatively Install Interim Cap for Season :
18 |Install Interim Cap Following Excavation and Removal of Flue Dust 10days  Mon 11/12/07 Fri 11/23/07
Soils .
18 | Close of CAMU for 2007 Sdays Wed 10/24/07 Tue 10/30/07 ¢
20 |(Prepare Blast Furnace and Monier Flue Summary Report 30 days Mon 11/26/07 Fri 1/4/08
S Action Conducted By EPA
Action Conducted By MDEQ
IS Interim Cap May Be Installed Prior To Final Removal of Flue Dust Impacted Soils
Task Summary _ Rolled Up Progress IESMSENSNNNNNNN  Project Summary  WPRNNENGY  Deadline
mfgfgg‘m Progress Essssm—  Rolled Up Task : Split s B External Milestone 4
Milestone & Rolled Up Milestone > External Tasks | ExtemalMiestone @

c\rjim\aeh\demolition[File]. mmp

Fri §/18/078:15 AM

FIGURE 4-1 FLUE CLEANING AND DEMOLITION WORK PLAN SCHEDULE
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APPENDIX A

SURFACE AND SUBSURFACE SOIL SAMPLE DATA FOR LOCATIONS NEAR
OR ADJACENT TO THE BLAST FURNACE FLUE AND MONIER FLUE

CARIMMAEH\Demolition\FlueDemWP051707.doc 5/17/2007\1.28 PM



ASARCO EAST HELENA RFI SOIL SAMPLING

SITE: UPS-SS01

Depth Concentrations
Date Time Sample Code  Interval Description As Cd Cu Pb Zn
Light brown to green brown clayey silty sand; sand fine to .
03/20/01 1430 UPS-SS01-1 0-4"  coarse; 20% gravels; moist; intermittent areas with high clay 437 3069 690 8813 4628
content.
Light brown to green brown clayey silty sand; sand fine to
1435  UPS-SS01-1D 0-4"  coarse; 20% gravels; moist; intermittent areas with high clay 394 2690 851 8455 4425
content.
Intermittent areas of 1) dark brown angular sands and gravels;
1440 UPS-SSO1-2 4.1+ ‘moist 10% fines; 2) sandy silt with clay stringers; and 3) 1068 901 9395 20116 11777
discolored zones ranging from bright green to yellow to .
orange (withiun the silty sand).
1445 UPS-SS01-3 12-24" Bright green clayey silt; v./cl; not present everywhere; where 3100 213 64908 64307 13830
not present - native material below appears.
1450 UPS-SS01-4 24.36" Clayey sandy silt; light brown; 10% gravels; moist; 130 107 437 1483 912

intermittent clay stringers.

k:\project\1 257\ fi2002\RFISOIL2A xIs\UPS-SS01102/03/2003

02/03/2003 10:45 AM



SITE: UPS-5S02

ASARCO EAST HELENA RFI SOIL SAMPLING

Depth Concentrations
Date Time  Sample Code  Interval Description As Cd Cu Pb Zn
Dark brown sandy silt; sand is fine grained; moist; frozen, -
03/16/01 1000 UPS-SS02-1 0-4"  compacted <10% gravel. Intermittent clay tenses 1S 433 87 573 48]
approximately 1-2" thick.
Dark brown sandy sill; sand is fine grained; moist; frozen,
1005 UPS-8502-2 4-12"  compacted <10% gravel. Intermittent clay fenses 140 79 39 193 164
approximately 1-2" thick.
Dark brown sandy silt; sand is fine grained; moist; frozen,
1010 UPS-SS02-3 12-24"  compacted <10% gravel. Intermittent clay lenses 236 179 82 619 394
approximately 1-2" thick.
Dark brown sandy silt; sand is fine grained; moist; frozen,
1015 UPS-§502-4 24-36" compacted <10% gravel. Intermittent clay lenses 101 <10 27 26 4]

approximately 1-2" thick.

k:\proje‘ £fi2002\RFISOIL2A x1s\UPS-8502\02/03/2003

02/03/20.

3AM




SITE: UOS-SS03

ASARCO EAST HE&I\A RFI SOIL SAMPLING

Depth Concentrations
Date Time Sample Code Interval Description As Cd Cu Pb Zn
04/27/01 0930 UOS-SS03-1 0.4" Sand and grével debris; yellow to dark gray; some asphalt; ash, 8091 9319 23599 71196 34579
very contaminated.
0935 UOS-SS03-1D 0-4" Sand and gr;?vel debris; yellow to dark gray; some asphalt; ash, 8005 71205 26721 70553 30190
very contaminated.,
4-6" - Sand gravel debris; yellow to dark gray; some
asphalt; ash.
0940  UOS-5503-2  4.qpr o107 - Whitelyellow gravelly clay; gravel is weathered 6958 4012 11639 66080 16607
and angular, fragmented; brick and slag debris;
firm,
10-12" - Slag - gravel and cobble size.
0945 UQOS-8S03-3 12-24"  Slag - gravel and cobble size. 1908 1009 2622 16145 6833
24-28" Slag; gravel and cobble size/fill. ND ND ND ND ND
28-31" Fine slag (ﬁ'ne sand lq coars.c sand size) with a sand size ND ND ND ND ND
orange debris (looks like brick).
24-28" - Slag; gravel and cobble size.
28-32" - Fine slag with sand size orange debris/brick.
0950 UOS-SS03-4 24-36" 32-36" - Brown gravelly sandy clay; firm; gravels coarse, 1022 1847 11327 12249

10%:; sand fine to coarse, 15%, brick and slag

debris,

6447

k:\project\1257\rfi2002\RFISOIL2A .xIs\UOS-§503\02/03/2003

02/03/2003 12:29 PM



ASARCO EAST HELENA RFI SOIL SAMPLING

SITE: UOS-SS05

Depth Concentrations
Date Time  Sample Code  Interval Description As Cd Cu Pb Zn
04/17/01 1500 UOS-SS05. | 04" Brown sz?nd and gravel; sand |?oorly sqrted, fine to coarse; 39 40 28 376 137
gravels fine o coarse; <10% fines; moist to wet.
4-6" - Brown sand and gravel; pourly sorted fine to
coarse sand; fine to coarse gravels; <10% fines.
1505  UOS-SS05.2  4.jpr  O712" - Dark brown/black/gray; slag picces; fine to 2394 346 2075 13621 4298
coarse; brick debris; intermittent brown and gray
clays; more clay with depth approximately up to
30% at depth.
Dark brown/black/gray; slag pieces; fine to coarse; brick
1510 UOS-S505-3 12-24"  debris; intermittent brown and gray clays; more clay with 1504 455 2059 12560 3830
depth approximately up to 30% at depth.
Dark brown/black/gray; slag pieces; fine to coarse; brick
1515 UOS-S§S05-4 24-36"  debris; intermittent brown and gray clays; more clay with 931 497 736 . 8720 .2944
depth approximately up to 30% at depth.
Dark brown/black/gray; slag pieces; fine to coarse; brick
1520 UOS-SS05-5 36-60"  debris; intermittent brown and gray clays; more clay with 1608 1367 1492 15928 7173
depth approximately up to 30% at depth.
1525 UO0S-SS05-6 60-72"  Coarse sand, poorly sorled, wet. 475 295 1970 1121

1148

k:\projectt .12002\RFISOIL2A xls\UQS-SS05\02/03/2003

02/03/2002 5 AM




EHSOIL - ASARCO, E.H.

SITE CODE
SAMPLE DATB
SAMPLE TIME

LAB

LAB NUMBER
REMARKS
TYPE
DEPTH
SAMPLE NUMBER

-- PHYSICAL PARAMETERS --

-- MAJOR CONSTITUENTS --

MAGNESIUM
SODIUM

(MG)
(NR)

POTASSIUM (K}

‘PH

DIS
DIS
DIS

-- METALS & MINOR CONSTITUENTS --

ARSENIC
CADMIUM
COPPER
IRON

IRON (FE)

LEAD
MANGANESE
MERCURY
NICKEL
ZINC

(AS)
(CD)
{CU)
(FE)

(x)
(PB)
(MN}
(HG)
(NT)
(ZN}

-- OTHER PARAMETERS --
COARSE FRAGMENTS

TOT

4444944

TOT
TOT

DH-29S
12/11/1987

TSC-SLC

TOTAL

8-10
HYD-8107.A14

335.0
40.0
578.0
18610.0

5070.0

625.0

3250.0

27.13

DRAFT

ANALYSES SUMMARY REPORT

-- SAMPLE TYPE: SOIL --

DH-29S
12/11/1987

TSC-SLC

TOTAL
10-12
HYD-8108.A14

342.
27.
1058
45325,

o 0o Qo o

9523.0
2748.

(=]

9350.0

78.47

DH-29§
12/11/1987

VERSR

SPLIT
TOTAL
10-12
HYD-8109.A14

3410.0
658.0
1990.0

699.
37000.0

L=

6330.
2190.

o o 0o o

12.

DH-30
11/20/1999
14:00
BHLAB
99K-05094

XRP
1-3
IMMS-9910-270

DataMan Program

DH-30
11/20/1999
14:35
EHLAB
99X-05095

XRP
3.5-5.5"
IMMS-9910-271

0-a  4-6

1288.0
234.0
4%70.0

10.0

11574.0
3985.0

26012.0

6739.0
3011.0
111.0

o

19549.
458.

o

1082.0

NOTES: All results in mg/L (Water) or mg/kg (Soil) unless noted and are laboratory (LAB) unless field (FLD) or calculated {(CALC)
TOT:Total; DIS:Dissolved; TRC:Total Recoverable; E:Estimated; <:Less Than Detect. Blank: parameter not tested
validation Flags: A:Anomalous; UJ1:Blank; J2,UJ2: Standard; J3:Hold Time; J4,UJ4:Duplicate, Spike, or Split Exceedance;

R:Rejected.

wganrpt3 v1.0 06/95 using s:\statout\\EHSOILG1.DBF

Page 262

Hydrometrics,

Inc. 02/25/2003



EHSOIL - ASARCO, B.H.

SITE CODB
SAMPLE DATE
SAMPLE TIME

LAB

LAB NUMBER
REMARKS

TYPB

DEPTH

SAMPLE NUMBER

-- METALS & MINOR CONSTITUENTS --
ARSENIC (AS)
CADMIUM (CD)
COPPER (CU) TO
IRON (FEB} (%)
LEAD (PB)
MANGANESE (MN)
2INC (2N)

44

]

4444

DH-30
11/20/1999
14:40
EHLAB
99X-C5096
DUPLICATE

B _1E§
L —
3.5-5.5,
L i
IMMS-3910- 271D
4
e

6523.0
2855.0
110.0

o
19079.0

426.0
1045.0

DRAFT

ANALYSBS SUMMARY REPORT

-- SAMPLB TYPRE: SOIL --

DH-10
11/20/1999
16:00
EKLAB
99X-05097

XRF
8-10*
IMMS-9910-272

754.0
1465.0
190.0
3.0
127.0
318.0
1175.0

DH-30
11/20/1999
16:45
EHLAB
99X-05098

XRF
10-12°
IMMS-9910-273

731.0
1081.0
89.0
3.0
127.0
€94.0
1281.0

DH-30
11/21/1999
10:30

. EHLAB

99X-05099

. XRF
. 15-17°
IMMS-9910-274

160.
IQBS.
'76.

93.
2093.
774,

w
o 0 Q0 0 O 0 O

DH-30
11/21/1999
11:00
EHLAB
99X-05100

XRP
20-22"
IMMS-5910-275

502.0
610.0
138.0
4.0
31.0
579.0
1675.0

DataMan Program

NOTBS: All results in mg/L (Water) or mg/kg (Soil) unless noted and are laboratory (LAB) unless field (FLD} or calculated (CALC)
TOT:Total; DIS:Dissolved; TRC:Total Recoverable; B:Bstimated; <:Less Than Detect. Blank: parameter not tested
Validation Flags: A:Anomalous; UJ1:Blank; J2,UJ2: Standard; J3:Hold Time; J4,UJ4:Duplicate, Spike, or Split Exceedance;

R:Rejected.

wganrpt3 vi.0 06/95 using s:\statout\\BHSOILOl.DBF

Page 263

Hydrometrics,
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DRAFT
EHSOIL - ASARCO, B.H. ANALYSES SUMMARY REPORT DataMan Program

-- SAMPLE TYPB: SOIL --

SITE CODE DH-46 DH-46 DH-46 DH-486 DH-46 DH-46
SAMPLE DATR 11/23/1999 31/23/1999 11/23/1999 11/23/1999 11/23/1999 11/23/1999
SAMPLB TIME 10:45 10:50 10:55 11:15 11:45 14:00

LAB EHLAB EHLAB EHLAB EHLAB EHLAB EHLAB

LAB NUMBER 99X-05163 99X-05164 99X-05165 99X-05166 99X-05167 99X-05168
REMARKS DUPLICATR

TYPE XRF XRP XRF XRF XRFP XRF

DEPTH 0.5-2.5"' 0.5-2.5" 2.5-4.5°' 4.5-6.5"' 6.5-8.5"' 8.5-10.5’

SAMPLE NUMBER IMMS-9910-282 IMMS-9910-282D IMMS-9910-283 IMMS-9910-284 IMMS-9910-285 IMMS-9910-286

A 2 a4 LGl -2 &£-/0

-- METALS & MINOR CONSTITUENTS --

ARSENIC (AS) TOT 611.0 526.0 595.0 308.0 250.0 218.0
CADMIUM (CD) TOT 148.0 138.0 93.0 . 37.0 < 10.0. 22.0
COPPER (CU) TOT 660.0 543.0 643.0 329.0 282.0 270.0
IRON (FE)} (%) TOT 2.0 2.0 3.0 3.0 3.0 3.0
LEAD (PB) TOT 2734.0 2439.0 1794.0 1235.0 1658.0 1032.0
MANGANESE (MN) TOT 518.0 §15.0 533.0 473.0 467.0 492.0
ZINC (2ZN) TOT 952.0 856.0 527.0 270.0 391.0 375.0

NOTES: All results in mg/L {(Water) or mg/kg {(Soil) unless noted and are laboratory (LAB) unless field (FLD) or calculated (CALC)
TOT:Total; DIS:Dissolved; TRC:Total Recoverable; E:Estimated; <:Less Than Detect. Blank: parameter not tested

Validation Flags: A:Anomalous; UJ1:Blank; J2,UJ2: Standard; J3:Hold Time; J4,UJ4:Duplicate, Spike, or Split Exceedance;
R:Rejected.

wganrpt3 v1.0 06/95 using s:\statout\\BHSOILO1.DBF Page 299 Hydrometrics, Inc. 02/25/2003



BHSOIL - ASARCO, E.H.

SITR CODE
SAMPLE DATE
SAMPLE TIME

LAB

LAB NUMBER
TYPE

DEPTH

SAMPLE NUMBER

-- MBTALS & MINOR CONSTITUBNTS --
ARSENIC (AS)

CADMIUM (CD)

COPPER (CU)

IRON (PE) (%)

LEAD (PB)

MANGANESE (MN) TO

ZINC (ZN)

343434

g4

DH-46
11/23/1999
14:30

EHLAB
99X-05169
XRP
10.5-12.5°'
IMMS-9910-287
(0 -IEk

470.
1.
315.
3.
914.
441.
296.

o 0o 0o oo o

DRAPT

ANALYSES SUMMARY REPORT

-~ SAMPLE TYPE:

DH-46
11/23/1999
15:00

EHLAB
99X-05170
XRP

15-17'
IMMS-9910-288

/ 517

153.
< 10
8s8.
3.
47.
448.
123.

o 0O 00 Qoo

SOIL -~

DH-47
11/15/1999
10:30
EHLAB
99X-04985
XRP

0.5-2.5"
IMMS-9910-246

1294.

1]
o O 0 0 0 o

DH-47
11/15/1999
10:45

BHLAB
99X-04986

XRF

2,5-4.5'
IMMS-9910-247

4456.
222.
1951.

10372,
3577.
15060.

~
O 0 0 0 0O 00

DataMan Program

DH-47
11/15/1999
10:50

EHLAB
99X-04987
XRP

4.5-6.5"
IMMS-9910-248

110,
58.
201,

595
292.

w
ocoooooo

NOTBS: All results in mg/L (Water) or mg/kg (So0il) unless noted and are laboratory (LAB) unless field (FLD) or calculated (CALC)
TOT:Total: DIS:Dissolved; TRC:Total Recoverable; E:Estimated; <:Less Than Detect. Blank: parameter not tested
Validation Flags: A:Anomalous; UJ1:Blank; J2,UJ2: Standard; J):Hold Time; J4,0J4:Duplicate, Spike, or Split Exceedance;

R:Rejected.

wganrpt3 v1.0 06/95 using s:\statout\\EHSOILO1l.DBF
qanrp

Page 300

Hydrometrics,

Inc. 02/25/2003




DRAFT
EHSOIL - ASARCO, E.H. ANALYSES SUMMARY RBPORT DataMan Program

-- SAMPLE TYPB: SOIL --

SITE CODR DH-45 DH-45 DH-45 DH-45 DH-45 DH-45
SAMPLE DATB 11/10/1999 11/10/1999 11/10/1999 11/12/1999 11/12/1999 11/12/1999
SAMPLR TIME 10:15 11:40 11:45 9:30 10:00 11:40

LAB EHLAB EHLAB EHLAB BHLAB EHLAB EHLAB

LAB NUMBER 99X-04979 99X-04980 99X-04981 99X-04982 99X-04983 99X-04984
TYPE XRF XRF XRP XRP XRP XRP
DEPTH 0.5-2.0' 3-5' 5-7' 8-10° 10-12"* 15-17"

SAMPLE NUMBER IMMS-9910-240 IMMS-9910-241 IMMS-9910-242 IMMS-9910-243 IMMS-9910-244 IMMS-9910-245

O~ 2 4 =tz St (01D G477

-~ METALS & MINOR CONSTITUENTS --

ARSENIC (AS) TOT 2186.0 1194.0 2517.0 561.0 793.0 472.0
CADMIUM (CD)- ‘TOT 355.0 118.0 243.0 138.0 129.0 816.0
COPPER (CU} TOT 4139.0 1062.0 3005.0 399.0 281.0 71.0
IRON (PE} (%) TOT 6.0 4.0 6.0 3.0 3.0 3.0
LEAD (PB) TOT 9224.0 3381.0 7468.0 1282.0 765.0 186.0
MANGANESE (MN) TOT 629.0 504.0 798.0 839.0 457.0 444.0
ZINC (ZN) TOT 5629.0 3674.0 5287.0 928.0 549.0 2790.0

NOTES: All results in mg/L (Water) or mg/kg (Soil) unless noted and are laboratory (LAB) unless field (FLD) or calculated (CALC)
TOT:Total; DIS:Dissolved; TRC:Total Recoverable; B:Estimated; <:Less Than Detect. Blank: parameter not tested

validation Flags: A:Anomalous; UJ1:Blank; J2,UJ2: Standard; J3:Hold Time; J4,UJ4:Duplicate, Spike, or Split Exceedance;
R:Rejected.

wganrpt3 v1.0 06/95 using s:\statout\\EHSOILD1.DBF Page 298 Hydrometrics, Inc. 02/25/2003



DRAFT

BHSOIL - ASRRCO, E.H. ANALYSES SUMMARY REPORT DataMan Program

-- SAMPLE TYPEB: SOIL --

SITR CODR DH-39 DH-39 DH-39 DH-39 DH-39 DH-39
SAMPLR DATE 11/16/1999 11/16/1999 11/16/1999 11/16/1999 11/16/1999 11/16/1999
SAMPLE TIME 15:15 15:30 15:40 16:05 16:15 16:45
LAB EHLAB EHLAB BHLAB BHLAB BHLAB BHLAB

LAB NUMBER 99X-05000 99X-05001 99X-05002 99X-05003 99X-05004 99X-05005
TYPR XRP XRF XRF XRP XRF XRF

DBPTH 1-3¢ 3-s¢ 5-7° 9-11° 11-13' 15-16.5'

SAMPLE NUMEBER IMMS-9910-310 IMMS-9910-311 IMMS-9910-312 IMMS-9910-313 IMMS-9910-314 IMMS-9910-315

- T O vF e e A JO~A 5 77
-« MBTALS & MINOR CONSTITUENTS -- N - o

ARSENIC (AS) TOT 186.0 131.0 13.0 .'14.0 18.0 12.0

CADMIUM (CD).TOT 426.0 17.0 < 10.0 < 10.0 < 10.0 < 10.0

COPPER (CU) TOT 3487.0 2007.0 32.0 33.0 29.0 38.0

IRON (PB) (%) TOT 11.0 14.0 3.0 2.0 3.0 3.0

LEAD (PB) TOT 1801.0 146.0 33.0 15.0 < 10.0 24.0

MANGANESE (MN} TOT 2940.0 5190.0 1438.0 335.0 611.0 473.0

ZINC (ZN) TOT 10803.0 16578.0 1134.0 62.0 56.0 57.0

NOTES: All results in mg/L (Water) or mg/kg (Soil) unless noted and are laboratory (LAB) unless field (FLD) or calculated {(CALC)
TOT:Total; DIS:Dissolved; TRC:Total Recoverable; B:Estimated; <:Less Than Detect. Blank: parameter not tested
validation Flags: A:Anomalous; UJ1:Blank; J2,UJ2: Standard; J3:Hold Time; J4,UJ4:Duplicate, Spike, or Split Exceedance;

R:Rejected. ‘

wganrpt3 v1.0 06/95 using §:\statout\\EHSO1L01.DBP Page 284 Hydrometrics, Inc. 02/25/2003



DRAFT
BHSOIL - ASARCO, B.H. ANALYSBS SUMMARY REPORT DataMan Program

-- SAMPLE TYPE: SOIL --

SITB CODE DH-39 DH-39 DH-39 DH-39 DR-39
SAMPLE DATE 11/16/1999 11/17/1999 11/17/1999 11/17/1999 11/17/1999
SAMPLB TIMBE 17:20 9:00 9:30 9:45 10:00

LAB BHLAB BHLAB BHLAB EHLAB EHLAB

LAB NUMBER 99X-05006 99X-05107 99X-05108 99X-05109 99X-05110
REMARKS DUPLICATE

TYPR XRP XRP XRF XRP KRF

DBPTH 20-21.5' 25-26.5" 30-31.5° 30-31.5" 35-36.5"

SAMPLE NUMBER IMMS-9910-316 IMMS-9910-317 IMMS-9910-318 IMMS-9910-318D IMMS-9910-319

-~ METALS & MINOR CONSTITUENTS --

ARSENIC (AS) .TOT 13.0 14.0 < 10.0 10.0 < 10.0
CADMIUM (CD) TOT < 10.0 < 10.0 < 10.0 < 10.0 < 10.0
COPPER (CU) TOT 66.0 55.0 35.0 34.0 44.0
IRON (FE) (%) TOT 2.0 3.0 2.0 2.0 2.0
LEAD (PB) TOT 25.0 €5.0 78.0 72.0 €5.0
MANGANESE (MN) TOT 579.0 656.0 953.0 1014.0 263.0
ZINC (ZN) TOT 53.0 86.0 109.0 110.0 91.0

NOTES: All results in mg/L (Water) or mg/kg (Scil) unless noted and are laboratory (LAB) unless field (FLD) or calculated {CALC)
TOT:Total; DIS:Disscolved; TRC:Total Recoverable; B:Bstimated; <:Less Than Detect. Blank: parameter not tested

validation Plags: A:Anomalous; UJ1:Blank; J2,UJ2: Standard; J3:Hold Time; J4,UJ4:Duplicate, Spike, or Split Exceedance;
R:Rejected.

wganrpt3 v1.0 06/95 using s:\statout\\EHSOILO1.DBP Page 285 Hydrometrics, Inc. 02/25/2003
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1.0 Introduction

1)

2)

3)

IRS Environmental of WA (IRSE) has been contracted by Cleveland Wrecking Company,
to abate hazards associated with- the asbestos-containing materials (ACMs) that were
identified in the structures and lead dust cleaning before selective demolition of the

~ Asarco Lead Smelter Plant; located in East Helena, Mentana.

This work plan describes the methods and procedures IRSE shall utilize to remove the
subject ACM and lead dust. Sections 2.0 through 7.0 describe the applicable standards
and regulations, site supervision, removal procedures and waste handling, WISHA air
monitoring and the laboratory analytical procedures for each building scheduled for ACM
abatement and/or lead dust cleaning. Appendix.A of this work plan identifies the
specific scope of work for each bmldlng scheduled for asbestos abatement and/or lead
dust cleaning.

This plan is intended to address removal of ACM and lead dust deanlng fram the subject
structures.
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2.0 Asbestos Abatement and Lead Dust Cleaning-

Applicable Standards and Guidelines

1

3)

”

Asbestos abatement wark under this contract will be performed In accordance with all
federal, state, and local laws, regulations, standards, and codes governing asbestos
abatement. Before starting work, IRSE will provide proper notification Montana
Department of Environmental Quality (DEQ).

IRSE will camply with all provisions of the Mentana Asbestes Work Practices and
Procedures Manual adopted and incorporated by the reference in the administrative
Rules of Montana, Title 17, Chapter 74 Subchapter 3 as it pertains to safety in
employment and the applicable provisions of DEQ General Safety and Health Standards

- as it pertains to occupational safety and health in the workplace. In addition, IRSE will

comply with Title 29 CFR 1910 and 1926. = The most recent edition of any regulation,
standards, document, or code will be In effect. When conflict among the requirements
or with this work plan exists, the more stringent requirement(s) will be applied.

In addition, IRSE will comply with all provisions of the Federal OSHA standards
applicable to construction work where employees may be exposed to lead (Title 29 CFR
1910 and 1926.62). The most recent edition of any regulation, standards, document,
or code will be in effect. When confiict among these requirements or with this work
plan exists, the more stringent requirement(s) will be applied.

Initial exposure assessments will also be conducted at the beginning of all abatement
activities in accordance with Title 29 CFR 1926.1101.



3.0 Site Supervision and Certification

1)

3)

4)

IRSE is a licensed asbestos abatement contractor in the State of Montana. All work will
be supervised by Mark Kazemba, a state-certified Asbestos Supervisor and has
completed the 40 hour hazwoper training. All supervisors are AHERA trained competent
persons. :

Supervisory duties will include, but will not be limited to, controlling site access and
Implementing proper air sampling protocols, as well as appropriate controls to prevent
expasure to ACMs and lead, 1t is also the competent person’s responsibliity to ensure
adequacy of engineering controls and to exerdse the authority to select appropriate
control strategies up to and including shutdown of the work if conditions are warranted.

All workers conducting ACM removal activities will be medically qualified and trained for
asbestos work involving respirator usage.

Al workers conducting lead dust cleaning will be medically qualified and trained for lead
removal work involving respirator usage.



4.0 Site Safety and Health Plan

4.1 General

1)

2)

IRSE will be responsible for safety and health at the Asarco Phase 4 Building Cleaning
and Demolition Project during anticipated asbestos abatement and lead cleaning
activities. This Includes, but is not limited to, electrical safety, equipment operation
safety, mechanical (tool) safety, fire safety, and personnel protective equipment safety.

The IRSE Site Specific Hazard Analysis plan for the Asarco Phase 4 Building Cleaning
and Demolition Project (see Appendix D) was developed to be used in conjunction with
this Asbestos and Lead Dust Abatement Work Plan. Information found in this Work
Plan, including air sampling, decontamination procedures, and work activities should be
used to supplement the information contained in the IRSE Site Specific Hazard Analysis
Plan for the Asarco Phase 4 Bullding Cleaning and Demolition Project. (see Appendix D).

4.2 Work Site Safety

2)

Before initiating asbestos or lead cleaning abatement work, IRSE will set and post
emergency procedures in a conspicuous place at each active abatement site. The
emergency procedures will Include provisions for the following:

"« Evacuation of injured workers

+ Emergency and fire egress routes from all work areas, including local telephone
numbers for fire and medical emergency personnel, site of hospital routing maps

» Coples of applicable insurance certificates

» Entry logs.

At a minimum, two IRSE personnel with the proper training and certified in basic first
aid and cardiopulmonary resuscitation (FA/CPR) will be at each active work site. A
general first aid kit will be maintained in the support area for treating minor medical
problems. -

4.2.1 Work Area Access

Removal work areas will be clearly marked with barrier tape or other means to wam
personnel of the hazards. Immediately adjacent to the removal work area (regulated
work areas) a decontamination area for equipment and personnel will be established.
The remainder of the IRSE project area will be designated as the support zone. No
spedal markings or waming labels are required for this area.

4.2.2 Hazard Briefing/Site Safety Operation

1) No person will be allowed on the site during active abatement activities without first

being given a site hazard briefing. In general, the briefing will consist of a review of the
Work Plan and the tailgate safety meeting. All persons on the site, including visitors,
must sign the site-specific tailgate safety meeting form. Tailgate safety meetings shall
be held prior to the start of any work activities involving all personnel on site.
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4.2.3 Entry Log

1) The IRSE Competent Person shall record the names and times of entry and exit of all
personnel who enter the asbestos removal and lead dust cleaning work areas
(regulated work area).

4.2.4 Entry Requirements

1) Entry into regulated work areas shall be only by personnel authorized by the State

' Certified Supervisor, Competent Persons, and Personnel authorized to enter regulated
work areas shall be trained and medically evaluated and shall wear the PPE required.

2) IRSE will be responsible for the security of the work areas of the bullding(s) Involved in
the abatement project and secure all assignedentrances and exits at the end of the
‘work day so as to prevent unauthorized entry. :

3) The tailgate safety meeting log will be maintained and reflect the name of any and

personnel attending.

4.3 Worker Protection Requirements '

4.3.1 General

D

2)

3)

Danger signs and tape will be posted and meet the specifications of DEQ and OSHA
Construction Standards wherever regulated work areas are created.  Signs will be
posted at a distance sufficiently far enough away from the work area to permit an
employee to read the sign and take the necessary protective measures to avoid
exposure. .

Electrical power systems located in active abatement areas are de-energized, shut down
and locked out and temporary power and lighting sources (if applies) will be provided to
the area. The temporary power will be installed in a manner that is consistent with all
applicable electrical code, WISHA, OSHA, and IT requirements for temporary electrical
systems (if applies).

A sufficient quantity of negative pressure ventilation units equipped with HEPA filtration
and operated in accordance with ANSI 29.2 through 79 (local exhaust ventilation
requirements) shall be utilized when needed to provide adequate ventilation, or to
provide four air changes per hour inside negative pressure enclosures.

4.3.2 Asbestos Abatement Training

1)

Training shall be provided to all employees or agents who may be required to disturb -
asbestos for abatement and auxiliary purposes and to supervisory personnel who may
be involved in planning, execution, design, or inspection of abatement projects.
Asbestos abatement workers and supervisors must have successfully completed
Washington State approved training courses and have state certification cards on site at
all times when working.
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2)

Inspection undertaken to determine the presence of additional asbestos will be
conducted by MCS Environmental, who are currently EPA Certified Building Inspectors.
Project design personnel will also be EPA certified. Worker and supervisory certificates

and training documentation are located in Appendix B. '

Worker training shall provide, at a minimum, Information on the following topics:

The Health hazards of asbestos, including the nature of various asbestos-related
diseases, routes of exposure, known dose-response relationships, the synergistic
relationship between asbestos exposure and cngarette smoking, latency periods for
disease and health basis for standards.

The physical characteristics of asbestos, including fiber size, aerodynamic properties,
physical appearance, and uses.

Employee PPE, induding the types -and characteristics of respirator classes,
limitations of respirators, proper selection, inspection, donning, use, maintenance
and storage of respirators, field testing the face-piece-to-face seal (positive and
negative pressure fitting tests), qualitative and quantitative fit testing procedures,
variations between faboratory and fieid fit factors, factors that affect respirator fit
(e.g., fadal hair), selection and use of disposable clothing, use and handiing of
launderable clothing, nonskid shoes, gloves, eye protection, and hard hats.

Medical monitoring requirements for workers include required and recommended
tests, reasons for medical monitoring, and employee access to records.

Alr monitoring procedures and requirements for workers, induding description of
equipment and procedures, reasons for monitoring, types of samples, and current
standards with recommended changes.

Work practices for asbestos abatement include proper construction and maintenance
of alr-tight plastic barriers, job set-up of airlocks, worker decontamination systems
‘and waste transfer airfocks, posting of warning signs, engineering controls, electrical
and ventilation system lockout, proper working techniques, waste deanup and
disposal procedures.

Personal hygiene, including entry and exit procedures for the work area, use of
showers and protiibition of eating, drinking, smoking, and chewing in the work area.

Special safety hazards that may be encountered, including electrical hazards, air

~ contaminants (CO2 wetting agents, encapsulant, and materials from Owner’s

operation), fire and explosion hazards, scaffold and ladder hazards, slippery

~ surfaces, confined spaces, heat stress, and noise.

Workshops affording both supervisory personnel and abatement workers the

- opportunity to see (and experience) the construction of containment barriers and

decontamination facilities.
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3)

o Supervisory personnel shall, in addition, receive training or contract specifications,
liabllity insurance and bonding, legal considerations related to abatement

establishing respiratory protection medical survelllance programs, EPA, OSHA, and State
record-keeping requirements.

Training must be provided by Washington State approved training providers and must
be current, each employee having tralning certrﬁcauon renewed every 12 months as
required by regulation.

4.3.3 Lead Dust Removal' Training

1

2) .

Training shall be provided to ali employees or agents who may be required to disturb
Lead Dust, and to supervisory personnel who may be involved in planning, execution,
design, or inspection of Lead Dust removal projects.

Lead Dust removal supervisors will have successfully completed the Lead in Construction
Tralning Course and will hold current certification. Lead removal workers will have
completéd Four Hour Lead Awareness Training for Lead in Construction as requnred by

- WISHA and OSHA.

Worker training shall provide, at a minimum, information on the following topics:
* The Content Lead and Title 29 CFR 1910 and 1926.62

« The specific nature of operations which could result in exposures to lead above the
action level

* Training requirements for respirators as required by 296-62 WAC, Part E and 29 CFR
1926.103

+ The purpose and a description of the medical surveillance program, and the medical
removal protection program including information concerning the adverse health
effects associated with excessive exposure to lead (with particular attention to the
adverse reproductive effects on both males and females and hazards to the fetus
and additional precautions for employees who are pregnant).

o The engineering controls and work practices associated with the employees job
assighment including training of employees to follow relevant good work practices
described in Appendix B, WAC 296-155-17652 and 29 CFR 1926

» Instructions that chelating agents should not routinely be used to remove lead from
the body and should not be used at all except under the direction of a licensed
physician

o The employees right of access to records under Part B, chapter 289-62 WAC and
296-800 WAC
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4.3.4 Respiratory Protection

2)

3)

4)

5)

Each worker involved in abatement shall be instructed in the proper use of respirators.

A sufficient quantity of respirator filters approved for asbestos and lead work will be
available. Respirators and unused filters, if applicable, will be stored at the job site in
the changing room to protect them completely. The filters used will be high efficiency
particulate air (HEPA).

Workers must perform a field fit test/inspection of their respirator as specified by the
manufacturer.

No one wearing a beard shall be permitted to don a respirator and enter the work area.

Additional respirators and training on their donning and use must be available at the
work site for authorized visitors who may request to enter the work area.

4.3.4 Other Personal Protective Equipment

1)

2)

Personal protective equipment that includes Tyvek or polypropylene coveralls with
hoods, hard hats, respirators, and nitrile gloves will be provided in sufficient quantities
and adequate sizes for all workers and authorized visitors.

Protective eyewear and hard hats shall be provided as required for workers and
authorized visitors for use outside of }he containment area.

4.3.5 Medical Monitoring —Asbestos Abatement

1)

Medical monitoring must be provided to any employee that may be exposed to asbestos
in excess of background levels during any phase of these abatement projects. The
purposes of a medical monitoring program are to determine work relatedness of
disease, as well as to ensure fitness for duty, particularly the ability to wear a respirator.
The medical monitoring program provides the appropriate setting to share this
information. Medical monitoring shall include, at a minimum, the requirements of 29
CFR 1926 and IRSE Medical Compliance Plan.

¢ A work/medical history to elicit symptomatology of respiratory disease.

e A chest x-ray (posterior-anterior, 14 x 13 in.) taken by a certified radiologist
technician and evaluated by a certified B-reader.

e A pulmonary function test, including forced vital capacity (FVC) and forced
expiratory volume at one second (FEV1), and FEV1/FVC ration (administered by a
NIOSH or American Thoracic Society (ATS) Certified Puimonary Technician) and
interpreted and compared to standardized normalcy by a Board Certified Pulmonary
Specialist.



Employees shall be given the opportunity to be evaluated by a physician to
determine their capability to work safely while breathing through the added
resistance of a resplrator., Examining physicians shall be aware of the nature of
respiratory protective devices and thelir contributions to breathing resistance. They
shall also be informed of the specific types of respirators the employees shall be
required to wear and the work they will be required to perform, as well as speclal
workplace conditions, such as high temperatures, high humidity, and chemical
contaminants to which employees may be exposed.

Evaluation of groups of workers should take into consideration epidemiologic
principles as suggested by the ATS in its statement on the work relatedness of .
disease adopted in 1982.

4.3.6 Medical Monitoring — Lead Abatement

1)

Medical monitoring will be provided to any employee that may be exposed to airbome
lead in excess of the action level of 30 ug® during any phase of the Lead dust cleaning

process. The purposes of a medical monitoring program Is to provide baseline blood

lead levels and to provide ongoing biological monitaring to insure engineering controls

are effective, as well as to ensure fitness for duty, particularly the ability to wear a
respirator. The medical monitoring program provldes the appropnate setting to share
this mfonnatlon

Medical monitoring shall indude, at a minimum, the requirements of 29 CFR 1926.62
and WAC 296-155-17629:

An accurate .record for each employee including Name, Social Security Number, and
a description of the duties of each employee. :

A copy of the 'physici'an’s written opinions, including those related to fitness for
respirator use

Results of any airborne exposure monitoring done on or for that employee and
provided to the Physician :

Each employee shall be given the opportunity to be evaluated by a physician to
determine their capabifity to work safely while breathing through the added
resistance of a respirator. Examining physicians shall be aware of the nature of
respiratory protective devices and their contributions to breathing resistance. They
shall also be informed of the specific types of respirators the employees shall be
required to wear and the work they will be required to perform

Any employee medical complaints related to exposure to lead

A copy medical examination results and description of the laboratory procedures and
a copy of any standards or guidelines used to interpret the test results or references
to that information {to be retained by doctor).

A copy of the results of biological monitoring.
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4.4 Emergency Contingency Plan

1)

Site personnel must be prepared to respond and att quickly in the svent of an -

emergency. The following emergency preparedness and response procedures will aid in

protecting site workers and the sutrounding environment.

4.4.1 General

1)

2).

3)

4)

The Site Safety Officer-will establish evacuation routes and assembly areas for the -
abatement site. All personnel entering the work area will be informed of these routes
and assembly areas. Evacuation routes, rally points, and the locations of emergency
equipment will be included on the site map contained within the work plan prior to the
initiation of on-site activities.

In the case of site evacuation, the following procedures shall be observed:

« Stop working, secure equipment, and return to the decontamination area for
decontamination

» Exit building
» Walk to the designated rally point using the evacuation route

+ Notify the on-site IRSE Competent Person, Projett Manager and the Environmental
Health and Safety representative

» Remain at the rally point until further information Is received

Personnel should not stand in roads, dnveways, or in front of gates, as these locations
may be used by emergency and support vehicles entering the site.

Each site activity will be evaluated for the potential for ﬁre, explosion, chemical release,
or other catastrophic events. Unusual events, activities, chemicals, and conditions will
be immediately reported to the Competent Person, .

4.4.2 Emergency Procedures

1)

If an incident (personal or vehicle accident, property damage, or near miss) occurs, the
following procedures will be used:

» The Competent Person will evaluate the incident, assess the need for assistance,
and notify the Project Manager.

o The Competent Person will call for outside assistance as needed.
o The Competent Person will act as lialson between outside agencies and on-site

personnel.
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’ _‘ » The Competent Person will take appropriate measures to stabllize the Incident
scene.

» The IRSE Project Manager will provide technical guidance to the Competent Person
as needed and notify the MCS's representative.

» The Competent Person will ensure that any injured employee’s supervisor completes
an injury report form and forwards the form to the Project Manager or Site Safety

Officer.
4.4.3 Safety Signals
1)  While workmg on site, the following hand signals will be used for communication when
necessary.
Hand Signal Meaning
Arms crossed over head Shut off equipment
Hand gripping throat Qut of air, can’t breathe
Both hands around waist Leave area immediately
Wave hands over head Need assistance
Thumbs up Okay, Iam all right, I understand
 Thumbs down No, negative
.- 2) Vehide or portable air hons will be used for alarm signals as follows:

» One long blast: Emergency evacuation of the site
o Two short blasts: Clear working area around powered or moving equipment

4.4.4 Medical Emergency

4.4.4.1 General

1) Prior to field work, Site Health and Safety Officer will contact and coordinate with all
potential emergency response organizations so that they will be aware of any potential
site hazards and can meet training and medical requirements. All employee injuries
must be promptly reported to the Competent Person. The Competent Person will:
+ Ensure that the injured employee receives prompt first aid and medical attention.
+ Contact Emergency Services at 911 and state clearly "This is a emergency at the

East Helena Asarco Plant” ever medical attention is required to ensure that
appropriate services are provided.

» Complete the appropriate form or forms and submit them to the Project Manager or
Site Safety Officer within one business day of an-incident. Forms include:
- Supervisor's Emplayee Injury Report (to be completed by the employee’s

. supervisor)
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- Vehicle Accident Report
- General Liability, Property Damage and Loss Report

e Ensure that the Project Manager and Site Safety Officer are |mmedlately notified of

the Incident.

« Initiate an investigation of the mcndent with the assistance of a representative pnor

to restarting work activities.

4.4.4.2 Chemical Inhalation

1)

Any employee complaining of symptoms of chemical overexposure will be removed from

the work area and transported to the designated medical facility for examination. The
Competent Person must contact the Project Manager and Site Safety and Health Officer
immediately.

4.4.4.3 Eye Contact

1)

Project personnel who have had contaminants splashed in their eyes or who have
experienced eye irritation while on the site shall Inmediately proceed to the eyewash
station. Do not decontaminate before using the eyewash. Remove whatever protective
clothing is necessary to use the eyewash. Thoroughly fiush the eye with clean water.
Arrange prompt transport to the designated medical facllity,

4.4.4.4 Skin Contact

1)

Project personnel who have had skin contact with contaminants will, unless the contact
is severe, precede through the decontamination facilities to the wash-up area.
Personnel will remove any contaminated clothing, and then wash the affected area with
water. The worker should be transported to the medical facility listed below if they
show any sign of skin reddening or iritation or if they request a medical examination,
MSDS should be made available to medical staff for evaluation, if available,

4.4.4.5 Personal Injury Accident

1)

In the event of a personal injury accident, the Competent Person will assess the nature
and seriousness of the injury. In the case of serious or life-threatening injuries, normal
decontamination procedures may be abbreviated or bypassed. Less serious injuries,
such as strains, sprains, minor cuts, and contusions, may only be treated after the
employee has been decontaminated.

Following decontamination, an IRSE project team member qualified in FA/CPR will
administer sultable first aid. The Competent Person will then, if necessary, arrange
transport to the appropriate medical facility. The Project Manager must be notified of al}
recordable injuries, illnesses, and vehicle accidents. Washington State Department of
Labor and Industries must be verbally notified within eight hours of any accident
resulting in a fatality, within 24 hours of in-patient hospitalization.
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2)

Because the bites of snakes, spiders, scorpions are rare, the recommended treatment is
outlined here as a reminder in case of a bite. DO NOT cut the site of the bite and suck
out the venom, but rather lie the victim down and keep the person calm. Try to keep
the affected area lower than the heart. Ice may be applied to the area of the bite but
make sure that there is no direct skin contact with the ice. Use a towel for insulation to
prevent freezing the skin. DO NOT use a tourniquet or constricting band on the
affected limb. Get the victim to medical attention.

4.4.4.6 Fire

1)

In the case of a fire on the site, the Competent Person will assess the situation and
determine the proper response. All personnel NOT trained in the use of fire
extinguishers shall evacuate the area involved. Only IRSE personnel trained in the use
of extinguishers may attempt to extinguish the fire with available extinguishers if it is
safe to do so. If these trained employees do not wish to make the attempt, they are to
evacuate also. In the event of ANY fire, IRSE will call the East Helena Fire Department
at the number listed in the Site Specific Safety Plan and notify the Site Safety and
Health Officer immediately. Fire fighting is a job for the fire department. No property
or equipment is so important as to risk an employee’s life.

4.5 Failure of Work Area Containment System (where applicable)

1)

2)

The work enclosure and negative air system will be closely monitored for failure or a
breach. If such an event occurs, the work inside would immediately stop and the
problem resolved. A breach in containment could be quickly repaired with duct tape; if
the negative air system is the source of problems, the cause of the malfunction will be
determined, and the necessary repairs or replacements made so that work can resume.

Asbestos waste that can be vacuumed will be contained in a HEPA vacuum. The
bagged waste from the operation would not create a spill hazard. The asbestos waste
inside the HEPA vacuum will be removed inside a containment area built specifically for
this purpose.

4.6 Emergency Information

1)

2)

Before the start of the project, contact will be made with local authorities and
emergency services to establish a communication channel during an event of emergency
and to familiarize the project personnel with the communication procedures and
services. Pertinent emergency information will be included on the daily tailgate safety
meeting forms.

The Site Specific Safety Plan at Appendix E contains directions to St Peter’s Hospital (see
also Emergency Phone List attached).
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4.6.1 Key Project Personnel

IRSE Project Manager Carl Burnham 509-927-7867 office
509-998-8257 mobile
IRSE Competent Person Mark Kazemba 509-884-4267 mobile
IRSE Health and Safety Officer Robert Reed 509-927-7867
CWC Project Manager office
mobile
CWC Safety and Health Officer office
mobile
Asarco Plant Manager Blaine Cox 406-227-4098 office
406-459-8542 cell
Asarco Environmental Manager Jon Nickel 406-227-4529 office
Department of Environmental Quality 406-444-5300 office
OSHA Regional Office 406-247-7494 office (Billings)
Montana DEQ (NEHEPS) John Podolinski ~ 406-444-2690 office

406-444-1499 fax

Occupational Medicine Associates  Dr. Royce Van Gerpin ~ 509-455-5555  office

4.6.2 Medical Care Facilities

Saint Peter’s Hospital
2475 Broadway
Helena, MT 59601
(406) 442-2480

4.6.3 Emergency Telephone Numbers

Emergency 911 Notify Emergency Crews:
Say "7This is an emergency at the £ Helena
Asarco /ead smelter”

National Response Center (spills) 800 - 424-8802

Regional Poison Control Center 800 - 525-5042

Fire Department 406-227-5377 (Dispatch) or 911

Police Department 406-227-5377 (Dispatch) or 911
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5.
1)

1)

2)

0 _Asbestos and Lead Removal Techniques and Procedures

Asbestos-containing materials that will be removed from the site buildings and are
judged by a competent person to be friable (i.e., those ACMs that, when dry, can be
crushed, crumbled, pulverized, or otherwise rendered to a dust by hand pressure) will
be packaged and stored in a manner prescribed herein for disposal as hazardous waste.

Lead Dust is present within the interiors of structures schedule to be demolished. These
structure will be cleaned of the dust before demolition of the structure.

Lead Dust waste that is collected during cleaning of the structures will be packaged and
stored in a manner prescribed herein for disposal as hazardous waste.

5.1 Notificatio.ns

1)

IRSE will make required notifications to the Department of Environmental Quality and
submit these notifications to CWC before beginning work.

5.2 Work Area Preparation

5.2.1 Warning Signs — Asbestos Abatement

2)

2) Danger signs meeting the specifications of OSHA Construction Safety Order, Section

1529, and WAC 296-62-077 will be posted at any location and approach where regulated
areas are present. Signs will be posted at a distance sufficiently far enough away from
the work areas to permit any employee or visitor to read the sign and take the
necessary protective measures to avoid exposure. Warning signs shall include the
following wording:

DANGER
ASBESTOS
CANCER AND LUNG DISEASE HAZARD
AUTHORIZED PERSONNEL ONLY
RESPIRATORS AND PROTECTIVE CLOTHING
ARE REQUIRED IN THIS AREA

These warning signs shall be printed in letters of sufficient size to be clearly legible.

5.2.2 Warning Signs- Lead Dust Abatement

2)

3) Entrance by non- trained personnel into the lead paint removal area will be restricted

using 3" barrier tape posted at the work area perimeter. Warning tape shall include the
following wording:

Danger Lead Removal
Authorized Personnel Only

The warning tape shall be printed with letters of sufficient size to be clearly legible.



5.2.3 Electrical Power

1)

The contractor will provide adequate power at each of the buildings. IRSE will provide
temporary lighting sources and ensure safe installations (including ground faulting) of
temporary power sources and equipment by complying with all applicable electrical code
requirements and OSHA requirements for temporary electrical systems, within each
building, as applies.

5.2.4 Establishing Asbestos Removal Work Areas

1)

2)

3)

1)

5)

6)

7

8)

Dunng indoor Class I removal of thermal system Insulation, the wrap and cut methed
will be utilized. (HEPA) vacuums and wet methods will be utilized.

As applicable, IRSE will seal the exterior of the regulated areas. All windows, doors, and
any other openings to the outside of the building from the regulated areas, will be
sealed with @ minimum of one layer of 6-mil poly sheetmg with duct tape, until a
negahve exposure assessment is conducted.

“Dunng Class I removal of TSI using glovebag and wrap and cut methods with HEPA

vacuum method procedures, the work area will be restricted using signs as described In
5.2.1. 6-mil poly will be installed on floors/ground in work area. Negative air machines
may be installed in order to provide clean air from outside the work area at sufficient
quantities and at strategic locations, so as to provide clean air In the workers’ breathing
zone, as described in Appendix D IRSE Hazardous Material Contractor Quality Control
Plan.

During outdoor Class II remdval of transite shingles and skirting, a single layer of 6-mil
poly will be placed on the ground directly. under the material to be removed, extending
10-20" out from the base of the building.

During outdoor Class II removal of metal siding,'é single layer of 6-mil- poly will be
placed on the ground directly under the material to be removed, extending 10-20’ out
from the base of the building.

During Class II removal of floor covering, the work area will be restricted using signs as
described In 5.2.1. 6-mil poly. will be Installed critical in the work area. Negative air
machines will be installed in order to provide clean air from outside the work area at
sufficient quantities and at strategic locations, so as to provide clean air in the workers’
breathing zone, as described in Appendix D IRSE Hazardous Material Contractor Quality
Control Plan.

During Class IT removal of asbestos-containing roofing materials a single layer of 6-mil
poly will be placed on the ground directly under the material to be removed, extending
10-20" out from the base of the building.

During Class II removal of window caulking, a single layer of 6-mijl poly will be placed on
the ground directly under the material to be removed, extending 5-10" out from the
base of the building.
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8)

6)

‘During removal of all Class II work, the area will be' restricted using signs described in

5.2.1. Specific means and methods will be found in Appendix D.

2" red "DANGER ASBESTOS - DO NOT ENTER” tape will be used to restrict access by
untrained personnel

5.2.5 Establishing Lead Dust Removal Work Areas

1)

2)

As applicable, IRSE will seal the exterior of the regulated areas. All windows, doors, and
any other openings to the outside of the building from the regulated areas, will be
sealed with. a minimum of one layer of 6-mil poly sheetmg w1th duct tape, until a
negative exposure assessment is conducted.

2" red “DANGER LEAD - DO NOT ENTER” tape will be used to restrict access by
untrained personnel _

5.3 WOrkplace Entry and Exit Procedures — Asbestos and LEAD

1)

2)

3)

4)

5)

IRSE will be using mobile trailer designed as a 3-stage worker decontamination unit,
and a fixed worker decontamination unit (2- or 3-stage, depending on the scope of
work at each individual work site) and locate it next to the entrance of the work area,

- If the quantity of thermal system Insulation exceeds 10 linear feet or 25 square feet,

IRSE will construct a three-stage decontamination unit, including clean room, shower
and dirty room, contiguous to the “regulated work area”. If the quantity of ACM to be
abated Is less than 10 linear feet or 25 square feet, IRSE will construct a two-stage-
decontamination unit, including clean room and dirty room, contiguous to the “regulated
work area”. The procedures that will be used to enter decontamination units are
described below.

Workers will enter the regulated work areas through the worker decontamination unit.
The decontamination unit is a fully enclosed system.

These decontamination units will include an equipment or “dirty” room, a functional
shower equipped with hot and cold running water (if necessary), and a changing or
“clean” room in series. The decontamination units will also be constructed In such a
manner as to provide a systematic reduction of contamination for the workers and
equipment exiting the regulated work area. Personnef entry into and egress from.the
regulated work areas will be through the decontamination units. Equipment and
material replenishment may also be conducted through the decontamination unit.

-Wastewater resulting from the operation ofthe shower units shall be filtered with a 5-

micron pore-size filtration system before reuse or dischatge. To the extent feasible,
filtered wastewater will be reclaimed and used on site for application in wet method
work practices. Wastewater to be discharged shall be sufficiently filtered to meet state
and local water quality objectives before discharge. Filters shall be changed as
necessary to achieve this objective.
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6)

6)

7

8)

9

10)

11)

Before exiting the work area, personnel shall remove outer protective clothing and use a
HEPA vacuum to remove ACM debris from protective clothing. Workers shall then
proceed to move disposable clothing and dispose of it as. hazardous waste.” Non-
disposable dothing (such as work boots) shall be decontaminated before being removed
from the work area.

**Removing asbestos dust from protective clothing or equipment by blowing, shaking,
or any other means that disperses asbestos fibers into the air shall likewise be
prohibited.

If applicable, workers exiting the regulated work areas will wash (shower) all areas of
the body that were potentially exposed to asbestos contamination.

Respirators shall continue to be wom by workers until the worker has entered the
shower and begun to wash. Once the head has been deluged with water, the respirator
may be removed. IRSE will supply workers with soap and shampoo to use in the
showers. : '

A secure change room shall be provided outside the decontamination units and shall be
equipped with storage for workers’ street clothes and personal belongings. Workers are
to change from street clothes each day before entering the regulated work area.
Workers are to change back into street clothes each day before leaving the work site.
Personnel are prohibited from wearing potentially contaminated clothing off the site.
Housekeeping within the change room will be-maintained by IRSE. Periodic area air
monitoring will be conducted to evaluate housekeeping efforts.

Waste containers shall also be decontaminated using HEPA vacuums and by wet wiping
before being removed from the work areas.

In the event an emergency egress from within the regulated work is required, the
above-described personnel decontamination procedures will not be required. IRSE will
exercise judgment to ensure that worker health and safety is placed above
environmental contamination concerns.

. In those instances when it is not feasible to-provide shower facilities contiguous with the

work area or where the work is performed outdoors, the Contractor shall ensure that
employees remove (1) asbestos contamination from their worksuits in the equipment
room utilizing a HEPA vacuum before proceeding to a shower that Is not adjacent to the
work area, or (2) their contaminated worksuits in the equipment room, don a clean
worksuit, and proceed to a shower that is not adjacent to the work area. A second
inner disposable/breathable Tyvek whole-body coverall may be utilized by workers for
modesty’s sake under the primary outer worksuit. The outer suit will be cleaned using a
HEPA vacuum and removed within the isolated work area. '

The containment design and decontamination unit that will be utilized for each work
area will be dependent on the DEQ asbestos work classification.
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5.4 Personal Protective 'Equipment

1)

' Except when more stringent requirements are set forth, the personal protective

equipment (PPE) utilized during the conduct of this work must meet or exceed the
requirements contalned In Title 29 CFR 1926.1101,

5.4.1 Respiratory Protection

1)

2)

3)

3)
4)

5)

6)

Half-face negative pressure respirators (equipped with HEPA filters) will be utilized for
Class I and II materials being removed on this project. Protective glasses or goggles
wom by workers will conform to the specifications of the ANSI Z87.1 standard of Title
29-CFR §1910.133.

Half-face negative pressure respirators (equipped with HEPA filters) will be womn by all
personnel working within Lead Dust Removal Work Areas.

‘Once a negative pressure enclosure (if applies) has been visually inspected and placed
-under a negative air pressure differential, full-faced supplied air respiratots operated in

constant flow or pressure demand mode and equipped with HEPA escape filters, will be
worn by workers, supervisors, work monitors, industrial hyglenfsts and other entering
the regulated work area.

During outdoor Class II removal of materials, half-face negative pressure respirators
equipped with HEPA filters will be used.

Dun'hg indoor Class I removal of all materials identified, half-face negative pressure
respirators equipped with HEPA filters will be used.

All respirators shall be used in a manner consistent with state-of-the-industry practices.
The respirators shall be worn with head straps in direct contact with the head and shall
not be worn on the outside of the hoods of disposable whole-body . coveralls. An
exception to this is allowable in those instances when a remote decontamination unit is
being utilized and the worker is double suited. Respirators shall be worn until proper
personal decontamination methods, as described herein, are completed.

The Contractor will- provide respirators in accordance OSHA 1019.133 Respirator
Protection

5.4.2 Whole Body Protection

1)

2)

Work boots with nonskid soles or impermeable work-boot covers shall be worn by
workers. Protective footwear worn by workers shall conform to the specifications of the
ASNI Z41.1 standard. Work boots that have come into contact with contaminated
material shall be cleaned, decontaminated, and bagged before removal from the work
area.

Protective head gear (hard hats) shall be womn at all times that work is in progress.
Protective head gear worn by workers shall conform to the specifications of the ANSI
789.1 (Class A) standard. Hard hats shall be thoroughly decontaminated before
removing from the work area.
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3)

In work areas where excessive noise Is prevalent, worker shall wear hearing protection

sufficient to ensure that the worker's 8-hour time-weighted average (TWA) expasure does not
exceed 85 Dba.

4)

IRSE will make available extra sets of PPE to be used by the owners authorized
representative for use to enter the regulated work areas. :

5.5 Asbestos Removal Techniques and Procedures

1)

2)

3)

For the purposes of this work plan, the removal of ACM thermal system insulation (TSI)
or ACM surfacing materials will be considered “Class I Asbestos Work,” as defined by
OSHA 1915.1001 and Title 29 CFR 1926.1101 and shall be conducted in accordance
with work practices and requirements set forth for Class I work.

IRSE will conduct the construction activities described herein in accordance with all
currently applicable federal, state, and local laws and regulations Including, ‘but not
limited to, Title 29 CFR 1926.1101.

All asbestos-containing material thermal system insulation will be removed via the
glovebag method or glovebag and wrap and cut method, with negative alr ventilation
procedures.

5.5.1 Removal of ACM Thermal System Insulation from Bulldings

3)

6)

7)

8)

9

10)

IRSE will then pre-clean the work area. This will entzil cleaning of any visible asbestos
debris and dirt which may affect area and clearance air monitoring. Following pre-
deaning, IRSE will begin instaliing glovebags on the pipes which have been determined
to contain asbestos-containing thermal system insulation.

The IRSE Competent Person will then conduct visual inspections and smoke tesnng on
the glovebags and ensure that ali necessary tools are present, induding Hudson
sprayers, waste bags, and a HEPA vacuum.

Only after satisfactory visual inspections from the IRSE Competent Person will the go
ahead to begin asbestos removal be given.

All glovebagging will be conducted in two-man crews. One worker will remove the
asbestos-containing pipe insulation inside the glovebag while the other worker
constantly mists the insulation with amended water. )

Once the ACM insulation has been removed from the pipe and is on the bottom of the
glovebag, the pipe and top inside portion of the glovebag will be wet wiped clean. IRSE
will twist the bag several times and tape it to keep the ACM In the bottom during
removal of the glovebag from the pipe. A HEPA vacuum should be used to evacuate air
out of the glovebag.

A 6-mil disposal bag will be slipped over the glovebag (while still attached to the pipe).
The tape holding glovebag to pipe will then be removed and the top of glovebag opened
then folded down into waste bag.
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11)  Following an acceptable visual inspection from the CWC Site Safety Officer, IRSE will

apply an encapsulant to all surfaces in the work area and clearance sampling can be
collected for analysis.

5.5.2 Outdoor Removal of Transite Shingles and Metal Siding

1)

2)

3)

4)

. 5)

The workers will don appropriate PPE as described in Section 5.4.

IRSE will perform setup of the work area as described in Section 5.2.3(3). -

IRSE will notify the on-site Safety Officer prior to beginning removal so that visual
Inspections can be conducted to insure that all necessary tools are available, including
water, HEPA vacuum, lined dumpster.

After satisfactory visual inspection by the Safety Officer, IRSE will begin transite
removal, -

Transite removal will be conducted using methods described in the IRSE  Hazardous
Material Contractor Quality Control Plan.

5.5.3 Removal of all other Class II Materials

1)

2)

3)

%)

5)

The workers will don appropriate PPE as described in Section 5.4.

IRSE will perform setup of the work area as described in Section 5.2.3(7).

IRSE will notify the on-site Safefy Officer prior to beginning removal so that visual
inspections can be conducted to insure that all necessary tools are available, including
water, HEPA vacuum, lined dumpster.

After .satisfactory visual inspection by the Safety Officer, IRSE will begin removal of
specific materials, as identified in Appendix D.

Class II removal will be conducted using methods described in the IRSE Hazardous
Material Contractor Quality Control Plan.

5.5.4 Final Visual Inspection of Work Area

1)

2)

Following an acceptable visual inspection by the CWC Site Safety Officer after asbestos
removal from each asbestos removal work area, IRSE will apply an encapsulant to all
surfaces in the work area and clearance sampling can be collected for analysis.

All abated areas will be inspected by the Contractor, CWC Onsite Supervisor and IRSE

supervisor. Upon successful inspection, each will sign the completed form  “Fnal
Inspection Report”Form. The Form can be found at the end of Attachment C: Forms.
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5.6
1)

Removal of Lead Dust from Buildings

IRSE will conduct the construction activities described herein in accordance with all
currently applicable federal, state, and local laws and regulations including, but not
limited to, Tide 29 CFR 1019.10025.

5.6.1 Vacuuming Lead dust in Building

1

2)

3)

4)

4

The workers will don appropriate PPE a stated in Section 5.4 and IRSE Hazardous
Material Quality Control Plan.

IRSE will then perfonn setup of the “Lead Removal Work Area” as ‘stated in Section
5.2.4. (1), including installing critical barriers.

IRSE will also install a two stage decontamination unit as stated in Section 5.3. The
decontamination unit will be placed at the doorway leading into the building or at a
central area on site.

Once the decontamination unit and all critical seals have -been Installed, the IRSé
Competent Person will perform a visual inspection of the work area to ensure that all
critical seals are in place and that adequate negative pressure-has been estabhshed if
applies.

All abated areas will be inspected by the Contractar, CWC Onsite Supervisor and IRSE
supervisor. Upon successful inspection, each will sign the completed form “Ana/
Inspection Report”Form. The Form can be found at the end of Attachment C: Forms.




6.

0 Waste Handling and Disposal

6.1 Packaging and Storage of Waste and Removal from the Work Area

1)

2)

3)

4)

5)

The friable ACMs that will be removed from the project site and are judged by a
competent person to be friable (l.e., those ACMs that, when dry, can be crushed,
crumbled, pulverized, or otherwise rendered to a dust by hand pressure) will be

. packaged and stored in a manner prescribed herein for disposal as hazardous waste.

 Friable asbestos waéte shall be placed in two layers of 6-mil polyethylene disposal bags.

All friable asbestos waste (bagged) will exit the work area through the equipment room
of the decontamination unit or from a separate waste load out decontamination unit.
These waste loads out units will be contiguous to the work area containment.

The personnel loading the asbestos-containing waste will be protected by disposable
clothing and, at a minimum, half-facepiece air-purifying dual-cartridge respirators
equipped with high efficiency filters. '

The bagged or wrapped asbestos waste shall be propeﬁy labeled and placed in locked
storage containers. At a minimum, the outside of each waste bag or package containing -
asbestos hazardous-waste will be labeled as described in 6.2(5).

6.2 Packaging -and Storage of Nonfriable Waste and Removal from the Work Area

1)

2)

3)

2)

The nonfriable ACMs that will be removed from the project site and are judged by a
competent person to be nonfriable (i.e., those ACMs that, when dry, cannot be crushed,
crumbled, pulverized, or otherwise rendered to a dust by hand pressure) will be
packaged and stored in a manner prescribed herein for disposal as hazardous waste.

Nonfriable asbestos waste will be loaded directly into a mega boxes, (Gaylord boxes)
place in disposal bags and doubled bagged or double wrapped with 6 mil poly.

The personnel loading the asbestos-containing waste will be protected by disposable
clothing and, at a minimum, half-faceplece air-purifying dual-cartridge respirators
equipped with high efficiency filters.

The wrapped asbestos waste shall be properly labeled and placed in locked storage
containers. At a minimum, the outside of each package containing asbestos hazardous

- waste will be labeled as follows:



DANGER
CONTAINS ASBESTOS FIBERS
AVOID CREATING DUST
CANCER AND LUNG DISEASE HAZARD
HAZARDOUS WASTE
STATE AND FEDERAL LAW
PROHIBITS IMPROPER DISPOSAL
IF FOUND, CONTACT THE NEAREST POLICE OR PUBLIC SAFETY
AUTHORITY OF THE WASHINGTON DEPARTMENT OF -
TOXIC SUBSTANCES CONTROL
Generator's Name
Address
Manifest

. RQ, Asbestos, 9, NA2212, III

6) The asbestos disposal containers (e.g., bags, wraps and boxes) and storage areas shall
be secured andl placarded with appropriate waming signage

6.3 Transporbation and Disposal

1) The disposal of waste that contalns asbestos waste and lead waste will stay on5|te and
be placed in a storage area designated by the General Contractor.
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Z.0 Air Monitoring Sampling

-7.1 Personal Air Monitoring — Asbhestos -

1)

2)

3)

4

7.2

1)

2)

3)

IRSE’s Competent Person will be conducting personal air monitoring on workers Involved
in the project. Personal air monitoring for asbestos will be conducted in accordance
with Title 29 CFR 1926.1101. The IRSE Competent Person shall use the personal air
monitoring results to evaluate -the effectiveness of engineering controls and the
adequacy of PPE and to determine whether the appropriate work practices are being
utilized.

Personal exposure monitoring for™ asbestos shall be conducted utilizing single-use
standard 25-mm-~diameter, 0.8 -micron pore size, MCE membrane filters and cassettes
with nonconductive cowlings (“barrels”) and shrink bands.. Air samples for asbestos
concentrations will be analyzed by PCM Method 7400/7402.

The Contractor's workers shall not be exposed to an airbome fiber concentration in

‘excess of 1.0 fiber per cubic centimeter (f/cc) as averaged over a sampling period of 30

minutes nor in excess of 0.1f/cc as expressed as an 8-hour TWA,
The Contractor will post the results of daily personal air monitoring at the job site.

Pre-abatement, Area and Perimeter Sampling — Asbestos

Except as otherwise noted, environmental sampling for airborne asbestos shall be
conducted utilizing single-use, standard 25-millimeter-diameter, 0.8-micron pore size,
mixed MCE membrane filters and cassettes with nonconductive cowlings (“barrels”) and
shrink bands. Air samples for asbestos concentrations will be analyzed by PM Method
7400. :

IRSE Competent Person shall conduct daily environmental air sampling for airborne fiber
concentrations outside the regulated asbestos work areas. A minimum of two samples
will be collected outside each Class I negative pressure enclosure abatement activities.

. Pre-abatement (baseline or background) air sampling will also be conducted by IRSE’s

supervisor. These samples will be collected in general accordance with 29 CFR
1926.1101, although the number of samples collected per location will vary. Air
samples for baseline asbestos fiber concentrations will be analyzed by PCM Method
7400. Pre-abatement air samples will be collected by “nonaggressive” methods.

7.3 Final Cleaning, Clearance Sampling Methodology and Analysis — Ashestos

1)

Visual inspections and air clearance sampling of each work area shall be conducted by
an independent contractor hired by the owner/general contractor. Following the
completion of asbestos abatement and final detail cleaning in each work area. The
cleaning phase will include misting the air with amended water to reduce airborne fiber
concentrations. The cleaning process shall also include vacuuming with HEPA-equipped
vacuums and wet wiping. Horizontal surfaces within the area.shall be cleaned of all

visible asbestos debris using a HEPA vacuum and wet wiped.
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2)

3)

4)

5)

If a visual Inspection reveals residual three-dimensional debris, IRSE will abate the
debris, detail clean the area of the debris, and repeat the HEPA vacuunt and wet wiping
process.

Once the recleaning process Is complete, the work area shall be subject to another
visual inspection for the presence of residual three-dimensional debris.

Satisfactory completion of this visual inspection will be followed by the encapsulation of
the substrates and/or systems from which the ACM was removed. Following a suitable
period of time to allow the encapsulant to dry, final air clearance samples will be
collected, Clearance air samples will be collected using the methods desaribed herein.
Negative pressure equipment (NPE), If applicable, will continue in operation until
satisfactory clearance air sample results are achieved.” Failurée to achieve satisfactory air
clearance results will result in IRSE repeating the final cleaning process and the
subsequent collection of additional clearance air samples.

Collection and analysis of clearance air sample monitoring for asbestos hazard
abatement will be an independent industrial hygiene provider under contract with the
owner/general contractor. Collection and analysis of clearance wotk areas after the ACM
hazard has been abated and the work area has passed a visual clearance

Five or more samples will be collected within each containment. Clearance air samples
Indicating airborne fiber concentrations within the requirements of AHERA Guidelines for
asbestos response action activities in schools will received, and written permission from
Northemn Industrial Hygiene will be obtained before releasing IRSE -to demobilize the
work area.

Once a work area has been abated of ACM hazards, satisfactory final air clearance
testing has been concluded and written permission from Northern Industrial Hygiene
has been obtained, any remaining layers of polyethylene sheeting shall be removed and
disposed of as asbestos waste

7.4 Personnel Air Monitoring - Lead

1)

3)

IRSE's Competent Person Supervisor will be conducting personal air monitoring on
workers involved in the project. Personal air monitoring for lead will be conducted in
accordance with Title 29 CFR 1926.62. The IRSE Supervisor shall use the personal air
monitoring results to evaluate the effectiveness of engineering controls and the
adequacy of PPE and to .determine whether the appropriate work practices are being
utilized.2) Personal exposure monitoring for lead shall be conducted utilizing single-
use standard 37-mm-diameter, 0.8 -micron pore size, MCEF membrane filters and
cassettes with nonconductive cowlings (“barrels”).

The Contractor’s workers shall not be exposed to airborne lead in concentrations over
15ug/m3 (half of the action level) as expressed as an 8-hour TWA. If airborne
concentrations of lead in the breathing zone of any individual employee reaches
10ug/m3, work will stop and the Northern Management Services Project Manager will be
notified. Engineering controls will be re-evaluated and additional engineering controls
will be implemented before work resumes. '
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4) The Contractor will post the résults of daily personal air monitoring at the job site within
72 hours of alt sample collection.

. 7.5 Area and Perimeter Sampling ~ Lead

1) The IRSE Supervisor shall use the personal air monitoring results to evaluate the
effectiveness of engineering controls and the adequacy of PPE and to determine
whether the appropriate work practices are being utilized.

2) ‘Monitoring for lead shall be conducted utiiizing single-use standard 37-mm-diameter, 0.8
-micron’ pore size, MCEF membrane filters and cassettes with nonconductive cowlings
("barrels”). '

4) - IRSE's Supervisor will collect .alr samples prior (basellne or background) to LBP removal.
These samples will be collected for information and documentation only, and are not
required by contract documents or regulation.
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8.0 Laboratory Analysis of Personal Air Samples

1) All personal and OWA air samples will be analyzed at Mountain Labs, Inc.. This lab is an
American Industrial Hygiene Association (AIHA) and an EPA National Voluntary
Laboratory Accreditation Program (NVLAP) accredited laboratory.

2) All air samples for asbestos concentration will be analyzed by PCM Method ;1400/7402.
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Appendix A

Supervisor Qualifications



" MARK KAZEMBA

Supervisor

Firm AFFILIATION— Mark is a full time employee at IRS Environmental

YEARS OF RELEVANT EXPERIENCE— 20 years in asbestos abatement field.

ACTIVE REGISTRATIONS ACTIVE REGISTRATIONS (CONTINUED)
AHERA-Certified Asbestos Supervisor Professional
EPA-Certified Asbestos Supervisor HAZMAT Certified - 40 hour
Crane and Rigging CPR / First Aid
Cutting and Welding safety certified.
SPECIFIC QUALIFICATIONS,

Mr. Kazemba has been employed by IRS Environmental since 2005. His relevant project experience
since 1987 includes hazardous materials abatement projects supervised at University of Washington,
University of Idaho, and University of Montana. These hazard control activities include asbestos and lead
painted building component removal, handling of PCB containing lighting ballasts, mercury lamps, and
universal hazardous wastes. Mark Also has five years of home building experience prior to his asbestos
abatement career,

RELEVANT PROJECT EXPERIENCE

Mr. Kazemba experiences in specific evaluation criteria are shown in the table below. The project
descriptions that follow are descriptions of projects requiring skills that are relevant to this project.

¥ | Asbestos abatement v | Demolition v

v | Asbestos abatement in occupled | v

Residential abatement
Dismantling of Lighting Fixtures

Management and or Supervision | v

Debris removal

Public relations

commercial or public industry of three asbestos abatement Including Handling, Storage and
buildings, including college projects over $ 300,000.00 Disposal of Universal and
campus. Work experlance Hazardous Wastes.
includes University of
Washington. University of Idaho,
and university of Montana.
v | Commerclalindustrial abatement Cost tracking Test pit/trench excavation
¥ | Equipment decontamination ¥ | Field documentation WASTE MANAGEMENT
v | Excavation Instrument instaliation (CONCOVER. COMPACTION, ’
¥ | Decontamination or waste mgmt v } Lead-based paint abatement Waste treatment, transport, and/or
of contaminated tangible property Monitoring well instaliation management
v v

UST removal, closure, replacement

University of Idaho—On site supervisor for project involving abatement of thermal system insulation,
vinyl asbestos floor tile, spray applied fireproofing, lead related demolition work, PCB Light Ballast
Handling, and Lab Sinks.




Fairchild A1r Force Base —On site supervisor during selective demolition activities and asbestos
removal activities.

The Postal Annex- On site supexﬁsor during removal of PCB Ballasts, 190,000 SF viny! asbestos floor
tile and asbestos mastic, 120,000 SF of asbestos containing brownscoat ceiling texture and 1,000 LF of
asbestos thermal system insulation.

Libby Soil Remediation - On site supervisor during clean up of vermiculite contaminated soil project.
Removed and replaced 6-10 Inches of soil on multiple residential sites.

Kaiser Aluminum — On site supervisor during removal of thermal system insulation and fire proofing
insulation in the soaking pits and batch oyens. Selective demolition of refractory walls and floors to
access asbestos materials. Cleaned and abated batch ovens and removed thermal insulation from piping
using glove bag procedures. '

Asarco Plant, Helena, MT - On Site Supervisor during heavy metal dust contamination clean up and
removal of 170,000 SF of Galbestos siding, 80,000 SF of Transite siding and roofing panels and 2,000
SFE of vinyl asbestos tile and associated mastic. .
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Appendix B

Site Specific Hazard Analysis



WASHINGTON-OREGON-IDAHO-MONTANA

ENVIRONMENTAL
SERVICES

CONT, REC. NO. IRSENWIDI3PN

ACTIVITY HAZARD ANALYSIS

12415 E. TRENT AVE. * SPOKANE VALLEY, WA 99216
(509) 927-7867 FAX (509) 928-3933

Activity: Remove Asbestos CAB Siding, Floor Coverings,
Gasket Materials, Pipe Covering, Mastics, Adhesives,
| roofing and Window Removal.

Date: April 17, 2007

Project: ASARCO Phase 4 Building Cleaning and
Demolition

Description of the work:

fnstall negative pressure enclosure. Remove Asbestos
flooring with substrate, CAB Siding and roofing, pipe
covering, gaskets, adhesives from floor, roofing
materials, metal sidings and roofing and window
caulking. Final clean for clearance sampling, visual
and air samples and ready building

Site Supervisor:
MARK KAZEMBA

Site Safety Officer:

Review for latest use: Before the job is performed.

| Work Activity Sequence Potentia) Health and Safety Hazards | Hazard Controls
(identify the principal steps involved (Analyze each principal step for (Develop specific controls for each potential hazard)
and the sequence of work activities) potential hazards)

General Conditions Noise

Wear hearing protection during the operation of Industrial Hurricane

HEPA VAC., Compressor and HEPA Vacuums. Also when working

in close proximity of motorized equipment used by all frades in

general work area.

¢ Hearing protection will be worn while using power tools (ex.
Skill saw, sawzall)

General Conditions

General Conditions, Continued

Hand Tools

Hand Tools Continued

s Tools shall be inspected prior to use and damaged tools will
be tagged and removed from service.

¢ Hand tools will be used for their intended use and operated in
accordance with industry standards;

* Al power tools equipped with a safety guard of any type shall
be used only with the guard in place and functioning properly.

» Portable power tools will be plugged into GFCI protected
outlets; and

» Portable power tools will be Underwriters Laboratories (UL)
listed and have a three-wire grounded plug or be double
insulated.

¢ Tools shall be used only for their intended purpose.

e All power tools shall be unplugged {electric), de-energized
(battery), unhooked from air supply (pneumatic) or pressure




g

Work Activity Sequence
“tify the principal sfeps involved
the sequence of work activities)

Potential Health and Safety Hazards
(Analyze each principal step for
potential hazards)

Hazard Controls
(Develop specific controls for each potential hazard)

Preparation of plastic enclosure, working
in plastic enclosure

Fire hazard

insure ABC fire extinguishers are in pface in every work area.
One fire extinguisher for every 2,000 SF of work area per floor.

insure all workers are properly trained in use of fire
extinguishers.

NO SMOKING IS ALLOWED ON SITE IN ANY AREA!

Mastic removal in enclosed work area

Fire and explosion

Discuss MSDS for mastic removal solvents with each worker

Work area will be fresh-air ventilated with a minimum of 12 air
changes per hour.

PPE will be provided by IRS and worn, to include: Safety
Glasses, % face respirators with appropriate cartridges,
disposable polypropylens coveralls, nitrile rubber gloves and
boot coverings.

All heat and ignition sources will be eliminated. NO SMOKING
IS ALLOWED ON SITE IN ANY AREA!

by

Preparation for Asbestos Removal

VAT Removal

Slips, trips and falls dus to cords,
hosses, wet working conditions.

Maintain housekeeping at all imes to prevent tripping hazards

Work areas will be visually inspected and slip and trip hazards
will be marked, barricaded or eliminated.

Proper illumination will be maintained in all work areas.

Waming! ~ Wet plastic floors are slippery. Maintain guardrails
on all rolling scaffold, wear non-slip bgots)

Waming! Piles of VAT are exiremely slippery, like shale rock.
Clean up VAT immediately and place in disposa) container. Do
not allow large accumulations of VAT on floor. DO NOT stand
on VAT piles!

Asbestos VAT removal, placing VAT
waste in containers and disposal
process.

Strains/Lifting hazards — Heavy
dispasal bags, vacuum hoses, tools.

1. Get as close to the load as possible.
2. Avoid picking up heavy objects placed below your knees.
3. Keep your back straight when reaching to lift an object.
Tighten your stomach muscles to keep your spine from
twisting while lifting a load.
4. Bend with your kness not your back.

Stretch and loosen up before work.

Change direction by moving your feet not your hips. Look
ahead to make sure the path is clear.

Remember steps 1-4 above when putting load down or
stacking.

Cemant asbestos Board (CAB), metal
siding and roofing removal

Strains/Lifting hazards — Heavy
disposal bags, vacuum hoses, tools

1. Get as close to the load as possible.
2. Avoid picking up heavy objects placed below your knees.
3. Keep your back straight when reaching to lift an object.

Tighten your stomach muscles to keep your spine from
twisting while lifting a load.




Work Activity Sequence
L ntify the principal steps Involved
. the sequence of work activitles)

Potential Health and Safety Hazards
(Analyze each princlpal step for
potential hazards)

Hazard Controls
{Develop specific controis for each potential hazard)

Cement Asbestos Board (CAB), metal
siding and roofing removal - Continued

4. Bend with your knees not your back.
Stretch and loosen up before work.

Change direction by moving your feet not your hips. Look
ahead to make sure the path is clear.

Remember steps 14 above when putting load down or
stacking

100% Fall protection will be required for work on the roof
covered under this AHA, whether it be full guardrail systems or
personal fall arrest systems. Refer to the fall protection plans
for details.

In general, on roof bays, personal fall arrest systems with
adequate anchorage is mquired if guardrail system is in place.

Ensure that areas of suspect integrity are adequately marked
and barricaded to ensure no possibility that personnel or
equipment cannot fall through the roof

Rolled Roofing Removal

100% Fall protection will be required for work on the roof
covered under this AHA, whether it be full guardrail systems or
personal fall armest systems. Refer to the fali protection plans
for details.

In general, on roof bays, personal fall arrest systems with
adequate anchorage is required if guardrail system is in place.

Ensure that areas of suspect integrity are adequately marked
and b?m'mded to ensure no possibility that parsonnel or
equipment cannot fall through the roof

Man Lift Operation

Operation Hazards

Operators must *“NOT"

Manlif(s) shall not be used above personnel on the ground or
working on the roof.

Read and understand the operating instructions and safety
rules for the equipment being used.

Understand all decals, warnings and instructions displayed on
the work platform

Inspect for defects that would affect a lift's safe operation. Be:
alert for cracked welds or other structural defects, leaks in
hydraulics, damaged control cables, loose wires, or bad tires.

Test the controls to make sure they work.
Check the operating condition of the brakes, lights and other
automotive-operating accessories, such as homns and warning

devices.

Use ladders or makeshift devices on the platform so workers
can reach higher.

Climb up or down extendable arms.
Sit on or climb on the edge of the baskst.

Delay reporting any defects or malfunctions to the supervisor.




. Work Activity Sequence Potential Health and Safety Hazards Hazard Controls
ity the principal steps invoived (Analyze each principal step for {Develop specific controls for each potential hazard)
¥ .he sequence of work activities) potential hazards)

Engage in stunt driving or horseplay.

Overhead demolition Manlifi{s) shall not be used above personnel on the ground or
working on the roof.
Hard hats will be required for all overhead demolition work.
Barricade overhead demolition zones as needed.
Fuel equipment prior to use each day, while equipment is cool.

Generators. Fire hazards

Only refuel equipment after the engine has been allowed to
cool.

Clean up spilled gas immétﬁately.

Ensure that gas caps are tight after refusling and periodically
during operation.

ABC Fire extinguishers will be staged in close proximity to all
tools and equipment that are being used and in refueling
-areas.

Sources of ignition are prohibited in areas where equipment is
being refusled.

‘qnemmrs

Electrical hazards

Ensure that generators are adequately grounded to the frame
of the device.

Ensure that generators are equipped with Ground Fault Circuit
Interrupters (GFCI) and that they are tested prior to use.

Inspect electrical cords prior to use and remove damaged
cords from service.

Inspect grounded tools to ensure that the ground prong is in
place and that three wire grounded temporary cords are used
for these devices.

Double insulated tools do not require a third wire grounding
conductor.

Regulated asbestos work area —
containment.

Asbestos hazard

Install signs and bairtier tape to create regulated work area
prior to-any-Asbestos removal-activities. See asbestos.removal
work plan.

Install multiple tayers of 6mi floor below asbestos fireproofing
removal area prior to beginning removal.

Install multiple layers of 6ml wall covering in area where
asbestos fireproofing removal is to occur prior to beginning
removal.

Install and test negative pressure enclosure and
decontamination facilities prior to beginning activities which will
disturb asbestos fire proofing or VAT and mastic removal.

Only trained and certified workers will be allowed in asbestos
regutated work areas.

All workers will enter and leave regulated wark area through
designated decontamination area.

Housekeeping shall be a priority. Use installed drop sheets to




- Work Activity Sequence
‘ntify the principal steps involved
. the sequence of work acfivities)

Potential Health and Safety Hazards
(Analyze each principal step for
potential hazards)

Hazard Controls
(Develop specific controls for each potentlal hazard)

Regulated asbestos work area -
containment (continued)

aid prompt clean up.

Absolutely no debris will be allowed to accumulate in work
areas.

Workers will decontaminate using shower prior to exiting the
work area.

All waste will be wrapped or packaged in 8ml plastic
immediately.

All packaged waste will be stored in designatsd covered and
locked storage container by end of each work shift.

All workers will wear proper PPE to include % face air
purifiying respirators (VAT and mastic) , or full faced Type C
Respirators (Asbestos fireproafing) full disposable coveralls in
addition to on site standard PPE.

Detail Cleanup

HEPA VAC

Wear hearing protection during use




Equipment to be used
(List equipment to be used in the
work activity)

Inspection Requirements
(List inspection requirements for
the work activity)

Training Requirements
(List training requirements including hazard
communication)

Detail Clean up (cont)

Check bags and filters daily of as needed.

Check filters daily and remove debris

Use by trained personnel only.

Hearing Protection Program.
ear plugs required.

Hand tools (pry bars, hammers, manual
scrapers

Check handles and tool condition daily

Training on proper use.

Eye Protection.

Sawzall, Circular Skilsaw.

Daily inspection

Training on proper use.

Eye Protection

Main lift

Daily inspection

Inspect for defects that would affect a lift's safe
operation. Be alert for cracksd welds or other
structural defects, leaks in hydraulics, damaged
control cables, loose wires, or bad tires.

Test the controls to make sure they work.
Check the operating condition of the brakes, lights

and other automotive-operating accessories, such as
homns and warning devices.

Supervisor Name:

=
3

ACTIVITY HAZARD ANALYSIS

SIGNATURE

DatefTime:

Safety Officer Name:

Date/Time:

Employee Name(s):

Date/Time:

Employee Name(s):

Date/Time:

Employee Name(s):

Date/Time:




Employee Name(s):

Date/Time:

Employee Name(s):

Date/Time:

Employee Name(s):

ACTIVITY HAZARD ANALYSIS (Continued)

Date/Time:

Employee Name(s):

Date/Time:

Employee Name(s):

Date/Time:

Employee Name(s):

Date/Time:

Employee Name(s):

DatefTime:

Employee Name(s):

Date/Time:

Employee Name(s):

Date/Time:

Employee Name(s):

Date/Time:

Employee Name(s):

Date/Time:

Employee Name(s):

DatefTime:




Appendix C

ACM Removal Procedures



NOTE:

IRS ENVIRONMENTAL, INC.
ASARCO Phase 4 Building Cleaning and Demolition
East Helena MT.

Decontamination procedures for a full negative pressure enclosure

OSHA 1926.65 requires all employees, visitors, and emergency response

personnel to receive instructions from a designated company representative before
entering areas where hazardous waste operations are being conducted.

ENTER:

1.
2.

SNk

EXIT:

NOTE:

Enter the decontamination area through the clean room.

Remove street clothing and jewelry and place into assigned lockers.

Check Respirator for defects and replace as needed.

DO NOT apply cosmetics, eat, drink, smoke, chew gum or tobacco once inside
the decontamination area or work area.

Put on PPE (i.e., coveralls, respirator, boot covers, gloves)

Check respirator using positive/negative pressure test.

Pass through airlock doorways to shower area, equipment area and into the work
area.

Remove PPE (EXCEPT RESPIRATOR) in the equipment room. The
equipment room is designated for this purpose, with containers for used PPE. This
area should be kept organized and free of asbestos and asbestos contaminated
materials at all times.

Re- usable PPE such as boots, hard hats, safety glasses, can be cleaned and left
inside the equipment room to be used upon re-entry to the work area. These items
must be completely cleaned in the equipment room and in the shower if they are
to be removed from the work area.

Proceed to the shower still wearing respirator. Wash body and respirator
completely. Discard used water soaked respirator cartridges by reaching through
the airlock, back into the equipment room and dropping them into the waste
container provided.

Pass through the last air-lock and into the clean room. Dry off, and re-dress.
Disinfect/clean your respirator using procedures covered in IRSE respirator
protection program.

IRSE requires strict adherence to the guidelines established by OSHA,
and the EPA. Eating, drinking, smoking, chewing gum or tobacco

or removing respirators inside a known regulated area is grounds for
immediate dismissal.

Employee or visitors signature Date

Designated IRSE decontamination representative




IRS ENVIRONMENTAL, INC.
ASARCO Phase 4 Building Cleaning and Demolition
East Helena MT,

Min enclosure Decontamination Procedures for use during Glove Bag Removal

A clean room will be established at the entrance to each mini enclosure constructed for
glove bag removal work. The clean room will be constructed of 2 layers of 6 ml poly
over wood frame. A HEPA vacuum will be used to remove asbestos contamination from
the workers work suits before they leave the work area.

ENTRY

Workers will don two pairs of disposable coveralls over their street clothes and the
appropriate respirator. Respirator fit will be checked using positive/negative pressure test.
Next, workers will pass through the clean room into the mini enclosure to begin the
glove bag and cut and wrap work.

EXIT

Worker will remove outer layer of coverall and place in an asbestos disposal bag, then
immediately enter the clean room and remove the asbestos contamination from the inner
tyvek coverall using 2 HEPA vacuum. After a thorough HEPA cleaning, the worker may
remove the inner tyvek coverall, and proceed to the three stage decontamination center
with shower for secondary decontamination.

NOTE: OSHA 1926.65 requires all employees, visitors, and emergency response
personnel to receive instructions from a designated company representative before
entering areas where hazardous waste operations are being conducted.

Employee or visitors signature , Date

Designated IRSE decontamination representative




. IRS ENVIRONMENTAL, INC.

ASARCO Phase 4 Building Cleaning and Demolition
East Helena MT.

Preparation of work area for Class One Asbestos Removal

PRE-WORK SAFETY REQUIREMENTS:

1.

2.

Review at initial safety meefing: IRSE MSDS for spray adhesives.

Review at initial safety meeting: Emphasize the imiportance of ventilating the work area
to reduce exposure to vapors while using spray ghie.

Lock out/ Tag out all HVAC and un used circuits within work area before
beginning work.

PERSONAL PROTECTIVE EQUIPMENT:

1. *1/2 face air purifying respirator with HEPA (purple) filters if friable damaged
asbestos is encountered during work area preparation.

2. Disposable coveralls if friable damaged asbestos is encountered during work area
preparation.

3. Safety glasses.

PROPER PREPARATION STEPS:

1. Seal all critical barriers at work area perimeter with double layer of 6ml poly,

2. Lock out / tag out HVAC system and un-used circuits in work area.

3. Seal all critical HVAC openings with double layer of 6ml poly.

4. Install 6mli poly floors and walls. All horizontal and vertical surfaces will be covered
within the work area.

5. Cover all objects within the work area with 6ml poly secured with duct tape.

6. Install second layer of 6ml poly drop sheets over all surfaces.

7. Install adequate Air Filtration Devices to insure 6 air changes per hour or more. Install
the Air Filtration Devices in a manner which directs the airflow away from the
breathing zone of the workers.

8. Alow Air Filtration Devices to run continuously for one to two hours before
removal begins to insure integrity of circuits.

9. Install a Two Stage decontaminating decon, the crew will remote to a Three Stage Decon

Employees signature Date

Supervisors signature Date




IRS ENVIRONMENTAL, INC.

ASARCO Phase 4 Building Cleaning and Demolition
East Helena MT.

Preparation of work area for class one thermal system insulation materials removal using cut and

wrap / glove bag removal methods

- PRE-WORK SAFETY REQUIREMENTS:

1. Review at initial safety meeting: IRSE MSDS for spray adhesives.
2. Review at initial safety meeting: Emphasize the importance of ventilating the
work area to reduce exposure to vapors while using spray glue.

PERSONAL PROTECTIVE EQUIPMENT:

1. 1/2 face air purifying respirator purple and black filter cartridges. While using

spray glue.
2. Safety glasses.

PROPER PREPARATION STEPS:

1. Post 3" DANGER ASBESTOS barrier tape at work area perimeter to restrict
access of untrained personnel

2. Seal all critical barriers at work area perimeter with double layer of 6ml poly.

3. Install 6ml poly floors under thermal system insulation to be removed.

4. Install adequate Air Filtration Devices to insure 6 air changes per hour or more.
Install the Air Filtration Devices in a manner which directs the airflow away from
the breathing zone of the workers.

5. Allow Air Filtration Devices to run continuously for one to two hours before
removal begins to insure integrity of circuits.

6. Install “Danger Asbestos™ Signs at work area entrance.

7. Install Three Stage decontamination center and two stage waste load out before
removal begins.

Employees signature Date

Supervisors signature Date




IRS ENVIRONMENTAL, INC.
ASARCO Phase 4 Building Cleaning and Demolition
East Helena MT.

VCI Removal

This activity involves removal of a Class I building material. All other methods of compliance
such. as HEPA vacuums, wet methods, prompt clean up apply. Use of compressed air to remove
ACM Materials is not allowed.

WORK AREA PREPARATION:
1. Review at initial safety meeting: each worker at initial safety meeting must

complete IRSE Solvent Safety Checklist.
2. Review at initial safety meeting: Emphasize the importance of ventilating the
work area to reduce fire hazard and exposure to vapors.

PERSONAL PROTECTIVE EQUIPMENT:

1. Disposable polypropylene or Tyvek coveralls.
2. Full Face Air Purifying Pressure Respirator.

3. Latex gloves.
4,

Ear Plugs
REMOVAL PROCEDURES:
1. Prepare negative pressure enclosure/work area as per written procedures.

2. Pre wet the material before removal. Spray the material with a fine spray of
amended water. Wet the material and allow the water to soak into the material
until it is wet enough to remove without causing visible emissions, but not so wet
as to damage ceiling substrate below.

3. Vacuum the material while damp and continue to spray with water as necessary to
prevent visible emissions.

4, Remove gross contamination from tools and protective clothing before
proceeding to the de-con chamber. Proceed to the equipment room and wash your
tools and equipment. The tools and equipment must be cleaned or placed in clean
bag prior to removal from work area.

5. Take containerized waste to the waste load-out. Wet wash /wipe the bag in the
equipment room before passing it into a clean asbestos disposal bag held by a
worker in the second clean room.

6. The second bag will be sealed immediately and placed in a locked covered secure
storage dumpster or truck for transport and disposal.



IRS ENVIRONMENTAL, INC.
ASARCO Phase 4 Building Cleaning and Demolition
East Helena MT.

VCI Removal

Employees signature _ Date

Supervisor signature Date



IRS ENVIRONMENTAL, INC.
ASARCO Phase 4 Building Cleaning and Demolition
East Helena, Montana

Trailer Mounted Vacuum Operation

PRE-WORK SAFETY REQUIREMENTS:

1) Review at initial safety meeting: IRS Environmental MSDS for material(s) being
vacuumed.

2) Review at initial safety meeting: Emphasize the importance of working in pairs,
proper use of pop-off valves, air homs, radio communication, ear protection,
safety glass, confined space and fall protection plan.

3) Review at initial safety meeting: When performing the daily safety meeting,
document where the mechanical relief valve is located at on the vacuum line and
also who will be the monitor of the relief valve.

PERSONAL PROTECTION EQUIPMENT:
1) Half face air purifying respirator for interior cleaning and soil removal.
2) Full face powered air purifying respirator for attic space removal.
3) Hearing protection
' a. Ear muffs and/or disposalable ear plugs.
4) Hard hats
5) Safety glasses
6) Disposable polypropylene coveralls
7) Gloves
a. Leatherstyle
b. Rubber

PROPER OPERATION STEPS:
1) Perform all maintenance checks
2) Ensure truck is on level and secure ground
3) Ensure that all body doors are closed
4) Properly connect vacuum hoses as required
5) Safe guards against dust explosions

VACUUM SAFETY:

1) When vacuuming around anything energized, examples (electrical, hydraulic,
lock-out/tag out procedures will need to be performed.

2) Use gaskets at all times to ensure that there will be no water leaks or vacuum
leaks.

3) Keep hands, clothing and feet away from the ends of the hose and pipes. Should
you looses any items into the house; DO NOT TRY TO RETRIEVE IT.
Allowing any body part to be pulled into the vacuum hose could be deadly.

4) Always follow confined space procedures when entering a confined area.

5) When working above the ground, you must follow the fall protection plan.

6) Do not operate vacuum truck RPM higher than what is needed to perform the job
at hand; this could lead to damage of the vacuum hose and filters in the bag
house.



7) Install in the vacuum line, a mechanical relief valve (pop-off valve). The
mechanical relief valve will reduce and/or eliminate the possibility of an operator
being injured by the vacuum hose, which could pull the operator or their loose
clothing into the hose. The relief valve can be used in a 4 inch, 6 inch and 8 inch
lines and will provide vacuum relief up to 27" of mercury.

8) When equipment is under vacuum pressure, the operator shall never leave
person(s) handling the vacuum hose unattended.

9) Visual contact must always be present when possible between the operator and
the person(s) handling the vacuum hose. When performing the daily safety
meeting document what procedures will be used to maintain this contact.

10) If visual contact is not feasible, other methods will be used, an air horn system,
two-way radio communications, a safety monitor and/or a hand held remote
control system held by the person vacuuming. A person can press a switch and
shut down the vacuum truck if there are any problems.

11) Any system used to notify the operator of the vacuum truck will be tested before

work begins.
Supervisor’s Signature Date
. Employee’s Signature __Date




IRS ENVIRONMENTAL, INC.

ASARCO Phase 4 Building Cleaning and Demolition
East Helena MT.

Boiler Flange Gasket Removal Method

This activity involves removal of a Class Il building material. All methods of compliance
such as HEPA vacuums, wet methods, prompt clean up apply. Use of compressed air to
remove ACM Materials is not allowed.

PRE-WORK SAFETY REQUIREMENTS:

1. Review at initial safety meeting: IRSE power tool safety checklist. Review
reciprocating saw safety features and requirements prior to operation.

2. Review at initial safety meeting: Operation of reciprocal saws requires safety
glassed at all times during operation!!

PERSONAL PROTECTIVE EQUIPMENT:
The following personal protective equipment will be worn until a site-specific negative
exposure assessment is obtained.

Disposable polypropylene coveralls.

1/2 face air purifying respirator with HEPA cartridges.
Safety glasses.

Disposable clothe gloves

do U N e

PROPER REMOVAL STEPS:

I This work is to be completed inside an existing negative pressure mini enclosure
installed for Class I removal of TSI.

2. Thoroughly pre-wet the gasket with amended water, and then scrape the gasket
clean with a sharp putty knife.

3. Immediately place all waste in two layer 6ml disposal bags and place in a disposal

dumpster, holding area or enclosed transportation van no later than the end of the
work shift.

Employees signature Date

Supervisors signature Date




IRS ENVIRONMENTAL, INC.

ASARCO Phase 4 Building Cleaning and Demolition
East Helena MT.

Class I Removal of Asphalt Asbestos Roofing, Mastic on rolled or Tab Roofing from Roof

PRE-WORK SAFETY REQUIREMENTS:

L.

2.

This work activity requires a site specific fall protection plan! Make sure one is on site
before beginning roofing removal.

Review site specific fall protection plan before any removal begins at initial safety
meeting. All workers new to the job site are required to review the fall protection plan
and these work procedures before starting work.

Fall protection must be inplace and inspected by IRSE Project Manger prior to working
on roof,

PERSONAL PROTECTIVE EQUIPMENT:

Rl ol ol e

Disposable polypropylene coveralls or

Cloth coveralls

1/2 face air purifying respirator purple (HEPA) filter cartridges.
Safety glasses.

Disposable cloth gloves.

PROPER REMOVAL STEPS:

1.
2.

3.
4.

Lay 10 - 20 ft. drop sheet extending from base of structure to work area perimeter.
Install 27 “DANGER ASBESTOS” tape at work area perimeter to restrict access of non-
certified trades.

Remove the material as intact as possible.

Roofing must be removed as wet as is feasible.

- Use water carefully.

- Using water on pitched roofs creates a slip and fall hazard, use only light wetting and

follow all fall protection guidelines.

Control dust by using effective methods of lowering roofing debris to the disposal

container.

A Lower unbagged /unwrapped ACM immediately to the ground via dust tight
chute never allow unbagged roofing to accumulate on the roof, or:

B. Bag or wrap ACM roofing in poly sheeting while it is on the roof. All bagged or
wrapped waste must be in the waste disposal transportation container or cube van
no later than the end of the workshift.

Unwrapped roofing must be placed in a lined, closed, covered dumpster or truck.

Employees signature Date

Supervisors signature Date




IRS ENVIRONMENTAL, INC.
ASARCO Phase 4 Building Cleaning and Demolition
East Helena MT.

Class II Roof putty Sealant Removal

PRE-WORK SAFETY REQUIREMENTS:

1. This work activity requires a site-specific fall protection plan! Make sure one is
on site before beginning roofing removal.
2. Review site-specific fall protection plan before any removal begins at initial safety

meeting. All workers new to the job site are required to review the fall protection
plan and these work procedures before starting work.

PERSONAL PROTECTIVE EQUIPMENT:

The following personal protective equipment will be wom until a negative exposure
assessment can be made.

1/2 face air purifying respirator.
Safety glasses.

Disposable cloth gloves.
Disposable cloth coveralls.

bl ol Ml

PROPER REMOVAL STEPS:

Keep putty moist during removal and demolition activities.

Keep putty intact during removal and demolition activities.

Wet and separate putty using manual methods after it is exposed.

Remove putty intact with the metal roofing, and wrap immediately or place in

lined dumpster for storage and transportation.

5. If putty needs to be separated from metal roofing, use a flat sharp hand tool and
place putty immediately into asbestos disposal bags.

5. All Bagged or wrapped waste must placed in locked disposal

dumpster or enclosed transportation van no later than the end of the

work shift.

PO~

Employees signature Date

Supervisors signature Date




IRS ENVIRONMENTAL, INC.
ASARCO Phase 4 Building Cleaning and Demolition
East Helena, Montana

Metalbestos Siding and Roofing Removal Methods

PRE-WORK SAFETY REQUIREMENTS:

1.

Review at initial safety meeting: Cutting, abrading or sanding metalbestos
panels is prohibited.

Review at initial safety meeting: Intentionally breaking metalbestos panels is
prohibited.

PERSONAL PROTECTIVE EQUIPMENT:

bl ol M

Disposable polypropylene coveralls.
1/2 face air purifying respirator.
Safety glasses.

Disposable cloth gloves.

PROPER REMOVAL STEPS:

1.

N

Nanbsw

Lay 10 - 20 ft. drop sheet extending from base of panel surface to work area
perimeter.

Install 2” “DANGER ASBESTOS” tape at work area perimeter to restrict access
of non-certified trades.

Wet each panel or shingle before removal.

Cut nails with flat sharp hand tool.

Carefully remove wet shingle or panel to minimize breakage

Immediately lower panels or shingles to the ground.

Immediately bag or wrap CAB in labeled 6ml poly sheeting. All bagged or
wrapped waste must placed in locked disposal dumpster or enclosed
transportation van no later than the end of the work shift.

Employees signature Date

Supervisors signature Date




IRS ENVIRONMENTAL, INC.
ASARCO Phase 4 Building Cleaning and Demolition
East Helena, Montana

Vacuum Lead Dust Cleaning from inside of the Blast Fumace Flue

PRE-WORK SAFETY REQUIREMENTS:

1.

Review at safety meeting: Workers will not eat, drink, smoke, or apply
cosmetics inside the lead control work area. These activities are prohibited until
the employee has |eft the lead control work area, passed through the hygiene
facility and washed thoroughly.

Review at_safety meeting: No employee will be allowed to enter the demarcated
area without attending a Lead in Construction class that meets the requirements
of 29 CFR 1926.62 and WAC 296-62-054 through 05427.

WORK AREA PREPARATION:

1.

2.
area.
3.

4.

All work under these procedures will take place within a demarcated lead control
area. The boundaries of the work area will be clearly visible. 3 Barrier tape and

caution signs will meet specifications called for in 29 CFR 1926.62.
Prepare work area by installing 6 mi drop sheets at the entrance to the work

Seal doors, install barriers to create negative pressure enclosure and prohibit
migration of lead dust beyond lead control area.

Install Hygiene station for hand washing prior to meals, breaks, and leaving the
work area. '

PERSONAL PROTECTIVE EQUIPMENT:

1.

Until exposure assessment determines worker exposure levels to be below the
action level of 30ug/m3 (averaged over an eight hour period) all personnel
performing scraping or brushing operations will wear the following personal
protective equipment:

- 1/2 face air purifying respirator

- Tyvek coveralis

- Safety goggles or glasses

- Disposable cloth work gloves

- Ear protection

When results of exposure assessment are below 15 ug/m3, workers will wear the
following personal protective equipment:

- Re-usable cloth coveralls.

- Re-usable cloth gloves.

- 1/2 face air purifying respirator.

- Safety glasses or goggles




REMOVAL PROCEDURES:

1.

Personal protective equipment, work boots, and disposable cloth coveralls will

be vacuumed and left within the work area before proceeding to the hygiene
facilities (hand and face wash station). Until exposure assessment indicates
airbome lead concentrations below 30ug/m3, a thorough hand and face wash will
be performed immediately following removal of protective clothing and upon
leaving the lead control area.

A remote three stage decon will be provided for change area, is use is required.
Storage areas for your street clothes will be provided.

The industrial vacuum will be used fo clean up the lead dust through out the flue,
IRSE employees will also use small brushes to remove the material from the
interior top portion of the flue that is not reachable with the vacuum attachments.

In the unlikely event that airbome lead levels reach 1/2 of the action
level(15ug/m3), all work will stop until work practices can be modified, and or
engineering controls can be installed to reduce airborne lead levsls.

In the unlikely event that airbome levels of lead exceed 30ug/m3 all effected
employees will be required to participate in blood sampling and analysis for lead
and zinc protoporphirin levels. Each employee receiving blood monitoring shall
be notified of the results within five working days after IRS receives the results.
(See IRS Medical surveillance program for lead removal, employee orientation)

Eight hour representative personnel sampling will be conducted for the task or
tasks within the work area that generate the most airbome lead concentrations.
All monitoring and analysis will be performed according to NIOSH Method 7082
or equivalent. All employees will be notified of the resuits of this analysis within
five days of the exposure assessment. Exposure assessments will continue as
conditions change throughout cleaning project.

CLEAN UP AND DISPOSAL PROCEDURES:

1.

Clean up all lead dust debri by the end of each workshift. At no time will visible
dust debris be tracked or allowed to migrate from the lead control work area.

2. Place all lead dust waste in Jabeled and designated disposal drum prior to the
end of each workshift.

3. All drums must be dated, sealed, labeled and stored in the designated
hazardous waste storage area.

Supervisor/Trainer Date

Employee




- IRS ENVIRONMENTAL, INC.

ASARCO Phase 4 Building Cleaning and Demolition
East Helena MT.

Flange gasket and packing rope removal — fumace seals and joints and expansion joints,

This activity involves removal 6f a Class IT building material. All methods of compliance
such as HEPA vacuums, wet methods, prompt clean up apply. Use of compressed air to
remove ACM Materials is not allowed.

PRE-WORK SAFETY REQUIREMENTS:

1. Review at initial safety meeting: IRSE power tool safety checklist. Review
reciprocating saw safety features and requirements prior to operation.

2. Review at initial safety meeting: Operation of reciprocal saws requires safety
glassed at all times during operation!!

PERSONAL PROTECTIVE EQUIPMENT:
The following personal protective equipment will be wom until a site specific negative
exposure assessment is obtatned.

Disposable polypropylene coveralls.

1.

2. 1/2 face air purifying respirator with HEPA cartridges.
3. Safety glasses.

4. Disposable cloth gloves

PROPER REMOVAL STEPS:

1. Post 3" DANGER ASBESTOS barrier tape at work and DANGER ASBESTOS
signs at all approaches and access points to the regulated work area o restrict
access of untrained personnel

2. Set up a mini enclosure around the abatement area.

3. Wet any exposed lining or gasket material. Wrap tightly and securely with 6 ml
poly and duct tape. Cut entire fitting or duct out by cutting pipe or on each side of
fitting with reciprocating saw or band saw, leaving gasket in place and intact.

4. Immediately place all waste in two layer 6ml disposal bags and place in locked
disposal dumpster, holding area or enclosed transportation van no later than the
end of the work shift.

Employees signature Date

Supervisors signature Date




IRS ENVIRONMENTAL, INC.

ASARCO Phase 4 Building Cleaning and Demolition
East Helena MT.

Cutting through VAT and asbestos cutback mastic on wood sub-flooring

This activity involves making a Class II building material friable requires specific engineering
controls, respirator protection and a regulated work area. Personnel air monitoring and daily
-exposure assessment is required. Methods of compliance such as HEPA vacuums, wet methods
and prompt clean up apply. Use of compressed air to remove ACM Materials is not allowed.

PRE-WORK SAFETY REQUIREMENTS:

1 Review at inifial safety meeting: power tool cutting, abrading or sanding sheet flooring
prohibited by Class II workers.

2. VAT and mastic contain asbestos and should be kept wet during cutting activities.

3. High speed cutting or abrasive disc saws must be equipped with point of cut vacuum hose
attached to HEPA vacuum. '

4. Dry sweeping, shoveling of other dry clean up of dust and debris is not allowed.

PERSONAL PROTECTIVE EQUIPMENT:

1. Full bodied polypropylene coveralls.

2. Full face piece supplied air respirator operated in pressure demand mode, equipped with
HEPA filter egress cartridges will be used until exposure assessment provides for
downgrading to lesser protection.

3. Powered air-purifying respirators can be worn if exposure assessment indicates airborne
asbestos breathing zone sample results less than 10 f/cc (TWA).

4, Full face piece air purifying respirators can be womn if exposure assessment indicates
airborne asbestos breathing zone sample results less than 5 ficc (TWA).

5. 1/2 face air purifying respirators can be wom if exposure assessment indicates airborne

asbestos breathing zone samplé¢ results less than 1 ficc (TWA). 3. Safety glasses.
6. Disposable cloth gloves.

PROPER REMOVAL STEPS:

1. Seal all critical barriers at work area perimeter.

2. Post fuil size DANGER ASBESTOS sign at work area entrance to restrict access of
untrained personnel.

3. Lay drop sheet at entrance to work area for clean area.

4. Score, wet and remove single strip of vinyl floor tile (VAT) at cutting point.

5. Wet wood / asbestos mastic surface with amended water.

6. Cut through wood substrate with high speed cutting or abrasive disc saw equipped with

point of cut vacuum hose attached to HEPA vacuum.

7. Immediately clean up all wood, mastic and tile dust with HEPA Vacuum.
Area must be cleaned of all debris prior to flooring removal by Class I workers.

8. All bagged, wrapped waste must placed in locked disposal dumpster, holding area or
enclosed transportation van no later than the end of the work shift.

Employees signature Date

Supervisor's signature Date




IRS ENVIRONMENTAL, INC.
ASARCO Phase 4 Building Cleaning and Demolition
East Helena, Montana -

Metalbestos Siding and Roofing Removal Methods

PRE-WORK SAFETY REQUIREMENTS:

L

Review at initial safety meeting: Cutting, abrading or sanding metalbestos
panels is prohibited.

Review at initial safety meeting: Intentionally breaking metalbestos panels is
prohibited.

PERSONAL PROTECTIVE EQUIPMENT:

bl o o

Disposable polypropylene coveralls.
1/2 face air purifying respirator.
Safety glasses.

Disposable cloth gloves.

PROPER REMOVAL STEPS:

NaounkeWw

Lay 10 - 20 ft. drop sheet extending from base of panel surface to work area
perimeter.

Install 2” “DANGER ASBESTOS” tape at work area perimeter to restrict access
of non-certified trades.

Wet each panel or shingle before removal.

Cut nails with flat sharp hand tool.

Carefully remove wet shingle or panel to minimize breakage

Immediately lower panels or shingles to the ground.

Immediately bag or wrap CAB in labeled 6ml poly sheeting. All bagged or
wrapped waste must placed in locked disposal dumpster or enclosed
transportation van no later than the end of the work shift.

Employees signature Date

Supervisors signature Date




IRS ENVIRONMENTAL, INC.
ASARCO Phase 4 Building Cleaning and Demolition
East Helena, Montana

Vacuum Lead Dust Cleaning from inside of the Blast Furnace Flue

PRE-WORK SAFETY REQUIREMENTS:

1.

Review at safety meeting: Workers will not eat, drink, smoke, or apply
cosmetics inside the lead controf work area. These activities are prohibited until
the employee has left the lead control work area, passed through the hygiene
facility and washed thoroughly.

Review at safety meefting: No employee will be allowed to enter the demarcated
area without attending a Lead in Construction class that meets the requirements
of 29 CFR 1926.62 and WAC 296-62-054 through 05427.

WORK AREA PREPARATION:

All work under these procedures will take place within a demarcafed Jead control
area. The boundaries of the work area will be clearly visible. 3" Barrier tape and
caution signs will meet specifications called for in 29 CFR 1926.62.

Prepare worlk area by installing 6 ml drop sheets at the entrance to the work

Seal doors, install barriers to create negative pressure enclosure and prohibit
migration of lead dust beyond lead control area.

Install Hygiene station for hand washing prior to meals, breaks, and leaving the

work-area.

PERSONAL PROTECTIVE EQUIPMENT:

1.

Until exposure assessment determines worker exposure levels to be below the
action level of 30ug/m3 (averaged over an eight hour period) al] personnel
performing scraping or brushing operations will wear the following personal
protective equipment:

- 1/2 face air purifying respirator

- Tyvek coveralls

- Safety goggles or glasses

- Disposable cloth work gloves

- Ear protection

When results of exposure assessment are below 15 ug/m3, workers will wear the
following personal protective equipment:

- Re-usable cloth coveralls.

- Re-usabie cloth gloves.

- 1/2 face air purifying respirator.

- Safety glasses or goggles



REMOVAL PROCEDURES:

1.

Personal protective equipment, work boots, and dispasable cloth coveralls will

be vacuumed and left within the work area before proceeding to the hygiene
facilities (hand and face wash station). Until exposure assessment indicates
airborne lead concentrations below 30ug/m3, a thorough hand and face wash will
be performed immediately following removal of protective clothing and upon
leaving the lead control area.

A remote three stage decon will be provided for change area, its use is required.
Storage areas for your street clothes will be provided.

The industrial vacuum will be used to clean up the lead dust through out the flue,
IRSE employees will also use small brushes to remove the material from the
interior top portion of the flue that is not reachable with the vacuum attachments.

in the unlikely event that airborne lead levels reach 1/2 of the action
{evel(15ug/m3), all work will stop until work practices can be modified, and or
engineering controls can be installed to reduce airborne lead ievels.

In the unlikely event that airborne levels of lead exceed 30ug/m3 all effected
employees will be required to participate in biood sampling and analysis for lead
and zinc protoporphirin levels. Each employee receiving blood monitoring shall
be notified of the results within five working days after IRS receives the restits.
(See IRS Medical surveillance program for lead removal, employee orientation)

Eight hour representative personnel sampling will be conducted for the task or
tasks within the work area that generate the most airbome lead concentrations.
All monitoring and analysis will be performed according to NIOSH Method 7082
or equivalent. All employees will be notified of the results of this analysis within
five days of the exposure assessment. Exposure assessments will contipue as
conditions change throughout cleaning project.

CLEAN UP AND DISPOSAL PROCEDURES:

1.

Clean up all lead dust debri by the end of each workshift. At no time will visible
dust debris be tracked or allowed to migrate from the lead control work area.

2, Place all lead dust waste in labeled and designated disposal drum prior to the
end of each workshift.

3. All drums must be dated, sealed, labeled and stored in the designated
hazardous waste storage area.

Supervisor/Trainer, Date

Employee




IRS ENVIRONMENTAL, INC.
ASARCO Phase 4 Building Cleaning and Demolition

East Helena MT.
Flange gaskef and packing rope removal — furnace seals and joints and expansion joints,
This activity involves removal of a Class II building material. All methods of compliance

such as HEPA vacuums, wet methods, prompt clean up apply. Use of compressed air to
remove ACM Materials is not allowed.

PRE-WORK SAFETY REQUIREMENTS:

1. Review at initial safety meeting: IRSE power tool safety checklist. Review
reciprocating saw safety features and requirements prior to operation.
2. Review at initial safety meeting: Operation of reciprocal saws requires safety

glassed at all times during operation!!

PERSONAL PROTECTIVE EQUIPMENT:
The following personal protective equipment will be wom until a site specific negative
exposure assessment is obtained.

1. Disposable polypropylene coveralls.

2. 1/2 face air purifying respirator with HEPA cartridges.
3. Safety glasses.

4. Disposable cloth gloves

PROPER REMOVAL STEPS:

1. Post 3" DANGER ASBESTOS barrier tape at work and DANGER ASBESTOS
signs at all approaches and access points to the regulated work area to restrict
access of untrained personnel

2. Set up a mini enclosure around the abatement area.

3. Wet any exposed lining or gasket material. Wrap tightly and securely with 6 m}
poly and duct tape. Cut entire fitting or duct out by cutting pipe or on each side of
fitting with reciprocating saw or band saw, leaving gasket in place and intact.

4. Immediately place all waste in two layer 6ml disposal bags and place in locked
disposal dumpster, holding area or enclosed transportation van no later than the
end of the work shift.

Employees signature Date

Supervisors signature Date




IRS ENVIRONMENTAL, INC.

ASARCO Phase 4 Building Cleaning and Demolition
East Helena MT.

Cutting through VAT and asbestos cutback mastic on wood sub-flooring

This activity involves making a Class II building material friable requires specific engineering
controls, respirator protection and a regulated work area. Personnel air monitoring and daily
exposure assessment is required. Methods of compliance such as HEPA vacuums, wet methods
and prompt clean up apply. Use of compressed air to remove ACM Materials is not allowed.

PRE-WORK SAFETY REQUIREMENTS:

1. Review at initial safety meeting: power tool cutting, abrading or sanding sheet flooring
prohibited by Class II workers.

2. VAT and mastic contain asbestos and should be kept wet during cutting activities.

3 High speed cutting or abrasive disc saws must be equipped with point of cut vacuum hose
attached to HEPA vacuum, '

4, Dry sweeping, shoveling of other dry clean up of dust and debris is not allowed.

PERSONAL PROTECTIVE EQUIPMENT:

1. Full bodied polypropylene coveralls.

2. Full face piece supplied air respirator operated in pressure demand mode, equipped with
HEPA filter egress cartridges will be used until exposure assessment provides for
downgrading to lesser protection.

3, Powered air-purifying respirators can be wom if exposure assessment indicates airborne
asbestos breathing zone sample resulfs Iess than 10 ficc (TWA).

4. Full face piece air purifying respirators can be worn if exposure assessment indicates
airborne asbestos breathing zone sample results less than 5 ficc (TWA).

5. 1/2 face air purifying respirators can be wormn if exposure assessment indicates airborne

asbestos breathing zone sample results less than 1 ficc (TWA). 3. Safety glasses.
6. Disposable cloth gloves.

PROPER REMOVAL STEPS:

1. Seal all critical barriers at work area perimeter.

2. Post full size DANGER ASBESTOS sign at work area entrance to restrict access of
untrained personnel.

3 Lay drop sheet at entrance to work area for clean area.

4. Score, wet and remove single strip of vinyl floor tile (VAT) at cutting point.

5. Wet wood / asbestos mastic surface with amended water.

6 Cut through wood substrate with high speed cutting or abrasive disc saw equipped with
point of cut vacuum hose attached to HEPA vacuum.

7. Immediately clean up all wood, mastic and tile dust with HEPA Vacuum.
Area must be cleaned of all debris prior to flooring removal by Class II workers.

8. All bagged, wrapped waste must placed in locked disposal dumpster, holding area or
enclosed transportation van no later than the end of the work shift.

Employees signature Date

Supervisor's signature Date




IRS ENVIRONMENTAL, INC.
ASARCO Phase 4 Building Cleaning and Demolition
East Helena MT

Window putty removal, intact removal methods

PRE-WORK SAFETY REQUIREMENTS:

1.

2.

This work activity may require a site specific fall protection plan! Make sure one
is on site before beginning removal.

Review site specific fall protection plan before any removal begins at initial safety
meeting. All workers new to the job site are required to review the fall protection
plan and these work procedures before starting work.

Review at initial safety meeting: Cutting, abrading or sanding window putty

is prohibited.

Review at initial safety meeting: Inténtionally breaking Windows and Putty is
prohibited.

This activity has a high possibility for cuts and lacerations. If necessary, tape
windows to minimize shatter. Always wear safety glasses during window removal
activities.

This activity requires a barnicade to control access below window removal.
Eliminate risk of people walking below window removal operations!!

PERSONAL PROTECTIVE EQUIPMENT:

1.

1/2 face air purifying respirator.

2. Safety glasses.

3. Disposable cloth gloves.

PROPER REMOVAL STEPS:

1. Lay 10 - 20 ft. drop sheet extending from base of building to work area perimeter.

2. Tape glass to minimize shatter. i

3. Wet each widow before removal.

4, Remove and set aside trim board and shims.

5. Carefully remove wet window to minimize breakage

6. Immediately lower windows to the ground, scaffold or manlift surface, either
manually or via dust tight chute.

1. Placed whole intact windows in a lined box, locked enclosed transportation
container no later than the end of the work shift.

Employees signature Date

Supervisors signature Dare




Appendix D

Fall-Protection-Plan



FALL PROTECTION WORK PLAN

A written fall protectlon work plan must be implemented by each employer on a job site where a fall hazard of 10
feet or greater exists, in accordance with Department of Labor and Industnes, WISHA Regulations. The plan must
be specific for each work site.

THIS WORK PLAN WILL BE AVATLABLE ON THE JOB SITE FOR INSPECTION.

Attached is a sample of a model fall protection work plan that may be filled out by each employer who has
employees exposed above 10 feet. The following steps will help you fill out your plan,

1. FiLL OUT THE SPECIFIC JOB INFORMATION.

-Company Name:

IRS ENVIRONMENTAL OF WA

Job Name: Date: .
ASARCO Phase 4 Building Cleaning and Demolition April 17, 2007
Job Address: City:

100 Smelter Road East Helena

Job Foreman: Jobsite Phone:

Mark Kazemba : - 509-844-4267

2. FATL HAZARDS IN THE WORK AREA

INCLUDE LOCATIONS AND DIMENSIONS FOR HAZARDS

Elevator shaft: N/A Stairwell: Stairs along the outside of the
building coming from the floors above.
Leading edge: N/A Window opening: When wmdows have
: been removed from the jam
‘Qutside static line: N/A Roof eave height: Various sizes

Perimeter edge: working from roof Roof perimeter dimensions: N/A

Other fall hazards in the work area: Working from the man-basket of a all terrain
articulating man lift and scissors lifts




. 3. METHOD OF FALL ARREST OR FALL RESTRAINT

‘ (For fall protection equipment include details,- such as manufacturer etc.)

Full body harness: " Body belt (Restraint only):

Used while working in the manlift N/A :

Lanyard: _ Dropline:

Will be attached to anchor point within =~ N/A

the man lift basket

Lifeline: Restraint line: Working on flat roofs

Working from the roof '

Horizontal lifeline: : Rope grab:

N/A Working from roof — safety lines

Deceleration device: Shock absorbing lanyard:

Used with conjunction with lanyard - Will be attached to anchor point with in
the man lift basket

Locking snap hooks: Safety nets:

: Used on the ends of the lanyards . N/A -
Guard rails: Anchorage points:
‘ NA The approved by the manufacture of the
: manlift spot to attach a lanyard wit ha

locking snap hook

Catch platform: ‘ Scaffolding platform:;

N/A _ N/A

Safety monitor: Name of monitor, if used:

To be used on the roofs

Other:




4. ASSEMBLY, MAINTENANCE, INSPECTION,

DISASSEMBLY PROCEDURE
Assembly and disassembly of all equipment will be. done. according to manufacturers’ recommended procedures.

(Inclnde copies of mamufacturer’s data for each specific type of equipment used.)

‘Specific types of equipment on the job are:

Full body harnesses, lanyards and manlift

A visual inspection of all safety equipment will be done daily or before each use,
as stated in the Employee Training Packet. Any defective equipment will be
tagged and removed from use immediately. The manufacturer’s recommendations
for maintenance and inspection will be followed. '

5. HANDLING, STORAGE & SECURING OF TOOLS AND MATERIAL

Toe boards will be-installed on all scaffolding to-prevent tools and equipment from
falling from scaffolding.

Other specific handling, storage and securing is as follows:

Scaffolding will not be used as of this time on site, if scaffolding is used the fall
protection work plan will be amended to reflect the use of scaffolding.




6. OVERHEAD PROTECTION

Hard hats are required on all job sites with the exception of those that have no
exposure to overhead hazards. Warning signs will be posted to cantion of existing
hazards whenever they are present. In some cases, debris nets may be used if a
condition warrants additional protection.

Additional overhead protection will include:

No additional protection will be required at this time,

7. INJURED. WORKER REMOVAL

Normal first aid procedures should be performed as the situation anses. If the area
is safe for entry, the first aid should be done by a foreman or other certified

~ individual.

Initiate Emergency Services — Dial 911 (where available) -

Phone location: Job office and cell phone on Supervision’s

First aid location; Company truck, decon trailer and company trailer, job box
Elevator location: N/A

Crane location: N/A

Other: _ Location:

Rescue considerations. When personal fall arrest systems are used, the
employer must assure that employees can be promptly rescued or can rescue
themselves should a fall occur. The availability of rescue personnel, ladders,
or other rescue equipment should be evaluated. In some situations, equipment
that allows employees to rescue themselves after the fall has been arrested
may be desirable, such as devices that have descent capability.

Describe methods to be used for the removal of the injured worker(s):

Injured worker will not be moved if the injured worker is safe from harms way. 1f the worker needs to be moved all
precautions will be taken to not injury the worker anymore than what they are already.




8. TRAINING AND INSTRUCTION PROGRAM.

All new employees will be.given instructions on the proper use of fall protection
devices before they begin work. They will sign a form stating they have been
given this information. This form becomes part of the employee’s personnel file.

The written fall protection work plan will be reviewed before work begins on the
job site. Those employees attending will sign below. The fall protection
equipment use will be reviewed regularly at the weekly safety meetings.

Date:

Fofeman or Job Superintendent:

Prior to permitting employees into areas where fall hazards exist, all employees must be trained regarding fall
protection work plan requirements. Inspection of fall protection devices/systems must be made to ensure compliance -
with WAC 296-155-24
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APPLICATION FOR A MONTANA ASBESTOS PROJECT PERMIT AND NESHAP
DEMOLITION/RENOVATION NOTIFICATION

SR T . TYPE OF APPLICATION/PERMIT (Sée Jnstnictions), - ACCOUNTING CODE: 6748332/ 802102102202 _

|| Project Permit [ ] Project Permit Revision [] Courtesy Notification (NESHAP) [[] Annual Permit

[] NESHAP Notification [ ] NESHAP Notification Revision [ ] Annual Permit Amendment ] Annual Permit w/Contractor
R - TYPEOFNOTIFICATION. .=~ - - LTz

] Renovation (R) [C] NESHAP Demo/Reno [T] Ordered Demolition (0) [ Transport(T)

] Demolition (M) [ courtesy(c) [C] Emergency Renovation (E) O Dpisposal (D)

] Annual {For Annual Permit Holders) Annual Permit MTF

" Asbestos Project Cor - Ind] or Company Name
Malling Address ” : : . Chy ’ C;mnty ] State ap
Telephone Number Fax Number . Contractor Contect Person (Flrat and Last Name)
On-Sife Project Conractor/Supervisor ) Contractor/Suj r Accreditation Number ratlon Date

~'DEMOLITION/RENOVATION . CONTRAC TOR(OP&Taton):

| Demoiiti € f, ndIvidusi or Company Name

Maliing Address ity State Zip County
T einphone Number Fax Number

| Buliding Name /8ite

Location Address i City State 2p County |
""""Stis Telephone Number """ Location Gontact Persan (First and Last Name)
Bullding Size Number of . T
Age of Sita In Years Latitude Longltude Township ~__ Rang ) Seation

(sq 1) Roors

Owner Name
' “Mailing Address T Chy State Zip " County
- Telephone N T Contractor Contact Person MW‘ and Last Nama)
) ' LOCATION PRESENT USE* j i

* Commerclal ~ Hospital ~ Industrlal ~ Miscellaneous ~ Office ~ Public Bullding
Residence ~ School ~ Ship/Boat ~ University/College ~ Vacant

Oc Jown [obr [Om (0o [Op [0OrR _[0s [0  [Ou_ 0OV
i LOCATION PRIOR USE®* ) )

Oc JOH 01 oM _ J[Oo JOp  JOrR _[0O0s [Oe__JOu 0V
R ) PRE-RENOVATION/DEMOLITION ASBESTOS INSPECTION INFORMATION:. -~~~ - R

Is Asbestos Present? [d Yes [ No | Date of Inspection:

| Printed Name of Inspector Who Performed inspection Accreditation Number ExpirationDate |
R I __TYPE OF AND APPROXIMATE AMOUNT OF ASBESTOS MATERIAL . .
RACM to ba Abated (See instructions) Non-Friable ACM to be removed | Non-Friable ACM not to be abated Amount and unit of measurement
RACM CATI CAT Il CAT1 CATHI Amount Measurement
Material No. 1 O sk OLW O cF
Material No. 2 [0 SF O W [J CF
Material No. 3 0O sF Ow 0OcF
Material No. 4 [0 SF O LF [J CF
Material No, 5 D sF O L [ cF
Materiat No. 6 0O sfF O LF O cF
SCHEDULED DATES FOR ASBESTOS ABATEMENT SCHEDULED DATES FOR DEMOLITION/RENOVATION

Start Date (mm/ddlyy) Complete Date (mm/dd/yy) Start Date (mnvddlyy) Complete Date {mm/dd/yy)




({Accreditation Number/Exp. Date)

r..n SRACPSIR

- nfraéto 5

Lsame\as’Abaté

State ap County
Te! o Number Fax Number Contractor Contact Person (First and Last Name)
e T RACM WASTE DISPOSAL SITE e I

O Alled Waste Systems of Montana Missoula Landfill [0 Libby Class Il Landfill
O Butte Silver Bow Government Landfill [ Miles Gity Area Solid Waste Dist Landfill
[ city of Billings Solid Waste Division Landfill [] Northern MT Joint Refuse Disposal Dist Conrad Landfill
O city of Hardin Class Il Landfill [0 Park County Refuse DisposafRijst Livingston Landfill
[J city of Maita Landfill [J Richland County Solid Wa$te Dist Sidney Landfitl
[0 city of Shelby Landfill [J Sheridan County Soligi¥aste Dlstentywood Landfill
[ coral Creek Landfill O W
O Daniels County Commissions Scobey Landfill O
0 Flathead County Solid Waste District Kalispell Landfill 0
]

ngh Plains Sanltary Landfill Site 1 - Great Falls/Floweree

n ,._.rv_ T

) cert)fy that tho abova Infonﬁatlon ls correct and that a State-accredited asbest?
demolition/renovation. This Notice must be submitted to the Department at least

tement Pro]ect Permit will be parfonnad in accordance wlth 29
183. 124, 40 CFR part 81 subpart M, §§ 75-2-501 through -519,

CFR 1926.1101, 40 CFR 783 subpart E, 40 CFR 763.120, 40 CFR
MCA, and ARM 17.74.301 through 408. In addition, | hereby cert "
transported properly and disposed of in a State-approved Class I oFr Sil groved asbestos disposal facility.

O A. Project design.

[0 B. Listof accredited asbestos pgi®dhn

[0 c. Copy ofthe contract showing

[0 D. Appropriate fee (zee Fee Schedy
CONTRACT VOLUME E FEE E CONTRACT VOLUME EEE
$0-$500 --- $7,601-$10,000 $417 $75,001-$100,000 $3,627
$501$3,000 f soa \s1q.oo1-szo,ooo $686 $100,001-$250,000 $6,552
$3,001-$5,000 $201 $20,001-$50,000 $1,531 $260,001-$375,000 $13,416
$5,001-$7,600 - #%50,001-$76,000 $2,652 * Greater than $376,000 $20,000

Actual Contract Volume ee Amount Enclosed Check No. DEPOSIT LOG NO.

Mail completed form and fee to: MT DEQ Asbestos Control Program, 1520 East 6th Avenue, PO Box 200801, Helena, MT 5§9620-0901

Mont Code Ann. § 75-2-503(2) requires the department to issue a permit decision within seven calendar days following recelpt of a complete application for
asbestos abatement projects which cost $3000 or less. For projects exceeding 83000, the estimated time to process and Issue a decislon Is ten working days.

FOR EMERGENCY RENOVATIONS - APPLICATION MUST BE SUBMITTED WITHIN FIVE DAYS OF NOTIFICATION

Date of Emergency

{Start Date) {Complete Date)

Description of the
sudden, unexpected
event.

IF DEMOLITION IS ORDERED BY A GOVERNMENT AGENCY, SUBMIT COPY OF GOVERNMENT ORDER

REVISED: 02/28/2007 GWUTWSBESTOS\Web_SupporfACP_NESHAP_Permit_App.doc
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Material and Equipment Data
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CONSENT(Rr iCa] ROWH Q7

" FRATURES Y BPECIFICATIONS : ..
HEPA Fafl Sate-Switch "Two Sposds : 2100crd 1411 cru
*Four. Eagy Lt Mandies “*Dimansions : 38 Lx 375 Hx29'W
Cumutative Hour Meter *Waigiht : 180 bs_with fittars - Aksinum
*Static Premsize Gauge 228 Ibs. with fters - Steintens
“Speed Selactgr Switoh "Mator : 1 3/4Hp - Thoanaky Protecied.
*12* Dia, Dichargs *Pavsgr 1 1907115 Velts /80 H2
*4* Hwavy Duty Bwivdl Calters 'Fuﬂwaﬁmm'l.’aja&.mpg
*18 Cauge Sainfesy Stesl 6r *Clreuit Protection: 20 Ampa
* 090 inch Alumirunt Constnction “Fltbere-; 24" ©:24" X1 Prinrary.
*Iritalio Adapior Avaitable 24t = 2472 | Becondary

] . 24°x 24" % 11 1722 HEPA
TPTIONAL ALARM SYSTEM .
*Normal (Run) < Light
'}-ﬂmpmm(ﬁpeu.mdinm-hudmb&.
Visual Warning
*L.ow Pressure (Blooked Dischavge: Finrer

" ‘Rupwre.& Shutdown) - Audibie & Vieual

‘Waming




."“ In a sticky situation? Then turn to...

o AB ATIX ® ° We've got what
) | 14 - you need for -

| adhesives
3M

3M2090 Biue
Painters Tape
' _ &

| 3M2020 Masking

- 415" 2 B
$88.00/case Call for Pricing

TYCB827 — White

ABATIX® Brand Poly Tape $110.50

-Duct Tape — Case

Quantities Only 2" 24/case

o

. 2" 24/case or
I 3" 16/case

Nashua 398 2" 24/cs $94.50
& 3" 16/case $94.50 Silver

| Premium 357 2" Silver $168.75

Case Quantities Only
: : TYC809 .
Abatix Corp L Yellow Vinyl
1808 B St NW. 2" 24/case
Auburn WA $70.00
98001

Toll Free 1-800-500-8355

® J

 Prices good. onlylthrough month of May



_HEAVY BUTY ADHESIVE SPRAY

This wida web spray adheslve Is one of the highest performance
asrosal adhesives avallabla. For both temporary or permanent
bonding, this high solids product is Ideal for uneven or porous
surfaces and welght matsrials. Waterproof flsxible transparent
and non-stalning, use this product for your toughest adhesive
applications with materfals such as leather, cardboard, most
plastics, polyethylens sheeting and cloth. Formutated with the
enviconment in mind, this product contalns NO CHLORINATED
SOLVENTS OR OZONE DEPLETERS. Cloans easily with
Minaral Spirits. Not Intended for uge on vinyl.

DIRECTIONS
Always shake well before using. Never aim valve at face. Hold
can upright and apply adhestve In a slde to slde motion 10to 14
inches from surface. .
TEMPORARY BONDS: Spray surlace allow to tack and apply '
haterlal to.be bonded.
PERMANENT BONDS: Liberally spray both surface and
material, allow to tack, then apply.
CLEANING SPRAY TIP: When finished with & partlcular spray
application, always tum can upslde down and spray for two
seconds o clear valve and prevent clogging. If adhesive
sccumulatss araund nozzle wipe clear while wet. If driedin valve
opening, remove with degreasing solvent. .

DANGER: Extromaly Flammable. Contalns Hexane and
Acstone. Use with adequate ventilation. Keep away from heat,
sparks, open flame or other ignitlon souress. Avold Inhalation of
spray mist or vapors. if overcome, move patient to frash air. Cafl
a physician Immedlately. Avoid contact with eyes and ékin; In
cago of eye contact, flush Immediately with water and continua
for 15 minutes. If lrritatlon persists, sea a physiclan. For skin
contact, wash with soap-and water. If krritation persists, calf a
physician Immediately. Harmful or fata! if swallowed. Da not take
Intemally. If swallowed, do not Induce vomiting. Contact a
physician immadiately. Contents undar pressure. Do not punctive
orinclnerste contalner. Do not store at tsmperatures above 120°F
KEEP OUT OF REACH OF CHILDREN. C
. 0898
- Manufaotured lor

ABATIX ENVIRONMENTAL COHP

D_anaa. TX 76227+214-381-1148
Houmn. ™ 715-966:2062  Hayward, CA 510-471-5997
Sante Fe Bprings, CA 3810-844-8445  Denver, CO  803-373-1000
Phoenix, AZ 6024374893  Kent, WA 208-872-6855




___Respiratory Protection 5

()2 ABATIX ENVIRONMENTAL CORP.

NORTH

7600 SERIES
FULL FACEPIECE
AIR PURIFYING

RESPIRATORS .

NIOSH/MSHA Certified

The North 7600 Series full

faceplace resplrators are
designed to provide eys, face’
and resplratory protection while

- providing optimum comfort.

Whila affording an over 200° field
of vision, the hard coated
polycarbonate lens protects the
wearer's eyes and face against
iritating gases, vapors and flying
particles.. The polycarbonate lens
also features optical.properties
gimilar to the North 180®
Protective Spectacle to minimize
distortion and astigmatism.

7600 Series
(shown with
N7500-8 Filters)

Features

Benefits

Dual flange

Superior fit characteristics. Les_s inventory

.and purchasing problems.

Silicone full faceplece

Soft, pllable suparior comfort and fit.

Two facaplecs sizes, small
and medium/large ’

Comfortable fit for the fargest number of
respirator wearers,

Chin cup

Positions facepiece properly.

Designed to cover worker's
sntire face

Worker is provided with éye and face
protection from gases, vapors and particles..

Direct cartridge-to-facepiece
connection

Secure fit. Creates a cartridge-to-
faceplecé seal without the use of
gaskets.

Cartridges have an inside
thread connection -

Threads are protected - less likelthood
of thread damage.

, 5 strap head harness

Facepiece-to-face seal Is aftactively

and comfortabie maintained.

Oral/nasat cup Reduces fogging. Lessens “"dead-alr* space.
Standard equipment.

Speaking diaphragm Easy communication. Standard equipment.

Cast aluminum lens clamps

Secure lens-to-faceplece seal.

Neck strap.

Allows wearer to park the respirator
when not In usa.

Hard coated polycarbonate lens

Excellent optics. Scratch and impact resistant.,
Mests impact and penetration requirements
of ANSI ZB7.1-1888.

Wraparound fens Providas over 200° field of vision.
Anti-Claustrophobic design.

Lightweight Adds to comfort, worker acceptance and
reduced fatigue. Higher worker productivity.

Cartified NIOSH/MSHA

Compliance with OSHA requirement.

North Safety Equipment



@

NORTH

7700 SERIES
AlIR-
PURIFYING
RESPIRATORS

NIOSH/MSHA Certified

available today. What makes it so

comfortable? For one thing, the face- .
hypoaliergenic

plece is made of soft,
silicone rubber. Because silicone

mbba'ssomudxmmﬁmblethaﬁ .

organic rubber, it conforms to a
worker’s face. And three facepiece

‘'sizes make it much easier to fit your

workers,

The North 7700’s cradle suspension
system also adds to the comfort of
this respirator. The North 7700

- doasn't stip like respirators with

conventional strap systems. The
cradle suspension gives an even seal
The low profile of the North 7700
gives workers a wide field of vision
and room for protective eyewear. It

" low inhalation and exhalation

resistance makes breathing easier,
leaving more energy for production.

Series 7700
(Shown with N7500-3 Castridges)

Respiratory Protection

15 ABATIX ENVIRONMENTAL CORP.

Featiwes

Benefits

Stateof-memdmmdmatemh Provides wearers with the best fitting, most

comfartable facepiece, thereby improving health
and safety,

Silicone facepiece material

Weener comfort. Readily conforms to facial features
and doesn't harden with age. Easy to clean, Durable,
Stands up to repeatad cleanings better than any other
facepiece material. Resists distortion, ensuring a bettér
fit, time after time.. -

Contoured sealing flange

The most comfortable, best fitting half mask facepsece
available. Eliminates discomfort caused by pressure
pmnumﬁzculmbmufnoeemprmda
excellent fit and comfort.

Extended side flanges

Provide best possible seal during talking or other
m" mmls-

Low dead-air space

Improves worker comfort by limiting * m-bmﬂunz'
of exhaled giv,

Cunhuunﬁtfwhrmstmmbernfmmw

Cradie suspension system

Cmdlempsprwﬂeamnﬂmﬂe.mmﬁt
without slipping. Convenient side atfjustment of
badbandstmx.
“OnePiece” suspension prevents loss or mis- .
assembly of individual straps. Easily removed
for cleaning.

Headband yole

Allows cartridges to be located lower and further back,
improving side vision.

Exhalation valve assembly

Exceptionally low breathing resistance. Positive pres-
sure fit check without removing cover.

Direct cartridge-to-facepiece seal

Eliminates the risk of improper eeal and reduced pro-
tection due to lost or worn sealing gaskets Minimizes
replagunmtpmsmvunnry' . Ease of maintenance, no
cartridge receptacies to clean.




6 Respiratory Protection i"- ABATIX ENVIRONMENTAL CORP.

_. RTH DUAL CARTRIDGE-AND FILTER
-PURIFYING RESPIRATORS "

—— P v —— TIOIL TC-23C4E | T7BPOIL TC20C-102[ 7601 TC-23C-180
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: . 7INS  TC-23C49 | 7TBPOTS  TC-23C-102
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'COVERALLS

BASIC PROTECTION

KiccaGuard BP Covenalls offer workers protection agninst as-
bestos fibers and other pasticles at an economical price, This
-Iabric allows air to pass through 10 evaporate perdpiration and
-cnol the skin -- making workers more cominiiahle and reducing
hoat stress. Designed [or short duration use incinding rshestos
ahatemend,. Co
- Stock No. 010523 X-Large With Hoad and Ront
Stock No. 010524 XX-Large With Hooil and Root

GENERAT PROTECTION

KleenGuard GP Coveralls ofler cflcctive pratection against
many parlicles including asbestos fibers -- inchuling water and
walter based products, KleenGuard breathes like cloth, keeping
workers cooler and more comlontable. Ideal lor ashestosremovat
- jobs where significant water is uscd anl worker might ﬁct wet.
Stock No. 010503 XX-Large White with elnstic hack amnl wrist
- Stock No, 010520 Large, White with elastic hack snd wrist,
altached hood and hoots.
Swock No. 010521 X-Large, White with elastic back and wiist,
atlached hood and boots :
Sinck No. 010533 XX-Large, White with ciastic hack and wrist,
attached hood and boots.
Stock No. 010525 X-Large, Grey with Hip-packet
Stock No. 010526 XX-Large, Grey with Hip-pocket
Stock No. 010518 Hood only with Elastic face
: - Slock No, 010519 Elastic Top Boot Cover

i
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SHOWER WATER FILTRATION SYSTEM
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A Dlvls’on o( Crmcnl lnduslnes Inc.

HECRO WARER FELTRATION SYSTEM

Specificatd oty
Dinensiongs
Hase apd Gaged
Wedghitts

Powes sﬁypii‘
Gangesfs -

revel eontnoki

Flow Cnpceys

Inlet C’dﬁhe&ﬁi&m
cmtm Conpaati iz

-
Pup BaﬂY Maesvials
Inpellery

Lk femperators Range:

Primings

Ampsi
Pratectians
Hoxmspaiait

Stage L&

Stage LLE

Si1% Gulk Fraeweay » baustors, Texas 77028 ¢ Phasis (P18} B2T-4BBY & Faxs (7735 050,7654

16 1/2 in. Bow 1t ine. W iR 179 i6. B
. 304 staipless Steel

cfid pounds
115 VAC/60 Hz.

Pres§sute. gaviges ipcated oxn both stages
to indicate fiiter Igading.
Built in elerctrical Ievel contrut

ac’tuater

nopd at 2.5 ife WG VOERY ab 1 ims WG

5.5 GPM & 7 PG. of- -Head

4.7 GPN €@ 18.5% Ff. of Hgad
Penale 6% malé garden hose thyesd.

Male qard;an hose thread.

ﬁﬁum-e;- L 'éi?iﬁ.'zb)ﬂé'. piaﬁmﬁ

ll!i‘f&s

.95 if. disposable 28 plaaztea
polyester eartridgs & St:t. ft.

4,75 in. disposable § nforop pleated
polyester caztmdga % stfe e




( 7 A Critical Systems

™
— A Division ot Ciftical indusirias, ino. .

MINT WAYER FIITRATION SysTeM

SPECTYTCARTON?

pimensicnss - _ Yo¥ L % 30" W 88" §
Weightt : 55 Ips. Dry
Power Supply: 110' VAC/60 Hz
Gauges: ' Pregeure ganges Im:ae(:ad on each
_ _stage intdicate Pilter londize
Level Conf¥el: - Elactric
(standard) _ "ON® @6.75% OFFF @1 57 G vater
Flow Capacity: 17 gpm €@ B:5 psi.
Inlet Corriegtisns ' FGHT
# outlet Conhetbiohif MGHT

‘ - —> RUMP - ' '
N ' '
Hode_].. Nq!‘ - IP 8824

Ly - AXuminvn
Kiinhi num

¢

SX5555:
/3
3450

Pull Load Ampsd
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Service: L.B5
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' )mnighard Features

OMNIGUARD" Iil
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The clear choice for monitoring and
documenting Vacuum and Pressure ina .

- contalnment area. Ideal for Asbestos, Lead
and Mold abatement and Clean Room
monitoring. The Omniguard III utilizes state
of the art pressure measurement technology
to accurately monitor negatlve pressure
Inside a containment area. With features
designed to display information clearly and

quickly, you'll be confident that you have the

best instrument for the job.

;T-r-mnﬁgurable Features

Kﬂ-',. - »
. "~ High and low alarm setpoints

« Date and time
» Print/log interval adjustable to

ile://C:\Documents and Settings\Owner\My Documents\My Documents\submittal\Cutsheets\Equipment\Q...

Large graphic display shows current

_pressure, monitoring status and alarm

settings at a.glance

Instant on screen help

Programmable high and low alarm
setpoints

Menu driven interface for easy setup
and use

Easy calibration in the ﬁeld,
temperature compensated for
unsurpassed accuracy.

Dual inlet ports allow monitoring
between two areas

Memory capacity for over 2000
readings, each pressure reading and
alarm occurrence logged with individual
time and date stamp '
Multiple reports available at the touch

.of a key

95 decibel audible alarm notifies
waorkers and bystanders when
containment is lost

Relay output supports remote alarm,
telephone autodialer or external fan
units

Thermal printer, no ink ribbons
Paper stores easily in protected
compartment

- Rugged self-contained unit includes

power cord, owner's manual, 10’ of
hose and spare paper roll stored in the
lid o

Serial port is easily accessible for -
sending logs to-a PC

Year 2000 compliant

3/30/200°



dmniguard Features

conserve paper and memory
. + Relay output can trigger remote
alarm, autodialer or other
external device
~- Variable response rate to avoid

nuisance alarms in windy
environments

» Passcode protection prevents
unauthorized tampering with
job settings

« Pressure displayed in units of
Inches WC, Millimeters WC or
Pascals .

o Automatic printout and Iogglng
of all changes to settings

« Configuration report prints
current settings and monitoring
status for easy review

» View log on screen, scroll
through entire memary
contents '

to job.

Top of page

Page 2 of’

Designed to be the most reliable long term monitoring
recorder in fleld, the Omniguard III offers compact
des:gn, ease of use and durability that will last from job -

‘ / ~ ) Engineering Solutions Inc. - Tukwila, WA - (206) 241-9395 - Fax (206) 241;94_11

® (U

ile://C:\Documents and Settings\Owner\My Documents\My Documents\subn;littal\Cutshects\Equipment\O...
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6 GALLON H.E.P.A. FILTERED VACUUMS

These high perfomance 6 gal. vacuums sre a must for -

small jobs, glove bagging, tight areas, and laboratories.
With all the features of a larger vacuum, (Dry and Wet/Dry
capabilities) yet light weight and portable for easy trans-
portation;

These vacuums feature a H.E.P.A. (High Efficiency

Particulate Alr) fiter that is 598.98% efficient at 0.3 micron -

quirements for cleaning the air of lead, asbestos, and
other toxic dust. NIKRO H.E.P.A, filtered vacuums have
a five stage filtration system; Disposabie paper bag,
Secondary paper filter, Water Repelling/Non-Clinging
Dacron fitter.bag, Micro-Impact filter, and the HEPA.

. filter which is positioned in front of the motor, protecting
component parts from contamination.

(D.0.P. method) - meets or exceeds OSHA and EPA re- Whatever the application.......... ﬂTum to NIKRO for
a Safer Envitonment. . '
OPERATION

the tube.

mlcrons by the D.O.P. Test method.

disposal of the collection bag

2) The collection bag is the first of five filters.Here the bulk of the
debris is collected, allowing safe, easy disposal,

3)' The secondary paper filter traps the farger size dust particles

which escape from the collection bag, protecting the fife of the (O] = ==
dacrori ﬂlter bag. \- : = ==
4) The water repailing/non—clxnging dacron filter bag sheds water E_‘—‘:‘fj—@:_:
and soot, protecting the H.E.P.A. filter from moisture, larger i Al Ml ¥
dust particles, etc. i B EEEEED ()
1

§) The micro-impact fiter is composed of spacially treated, high ° w
efficiancy, high density, woven fiberglass and is the most im- . )

portant of the four pre-fitters. ) | ®
. |
6) The HE.P.A. filter isthe pnmary and most critical of the five Lk.. T
stage filtration system. Each H.E.P.A. fiter Is Individuslly test- . /] ®
ed and cerlified to be a minimum of £9.98% efficient at 0.3 -

1) Debns enters the vacuum through the Intake and travels down

o\ y

’\ f -

7) A piastic bag Js sHuated inside the tank for clean and easy

8) Clean air is exhausted allowing for a safer environment.

SPECIFICATIONS
Static Noof { Cord [ Tank | Tonk { Wet Cart _
Modal# | *10° | CFM | ‘e | Langth Matenal| See | Cop. Weight | sy, | HEPA (High Eficiency Particu-
:?LB fﬁ" fiter meels or exceeds

: lowing Military & Govemn-
HDPOGSB | 88" 95, 5 W | Sest | 60 | no | X Yes . o _
HDOOGBS | 88 95 5 o | S5 |6oa | nfa | 26 | Onf

. "Mt - F-s1gza
] - MH - F‘ 51 6

HWODSB8 | 88 95 5 v |.8/8 |6 gol: 4gal | 39 Yes UL

838 N. lowa, Villa Park, Hlinois 80181
Telephone: 708-530-0558 FAX: 708-530-0740




November, 1998

To Whom 1t May Concern:

This is to advise that all our Nikro HEP.A. filtered vacuums are built in accardance with and meet the
ANSI 20.2 Standards. _

M-dmmAMmmﬂmhmdMD.OP.deh.mﬁmmmm
TUL58B, and are registered and labeled on each individual unit by the manufacturer. All the filters we use
meet, and in most cases, exceed the minimum standard of 98.87% efficiency for 0.3 micrometer particles,
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HEPA Vacuums
l:_'xceed All EPA & OSHA Filtration Standards

Model 102ASB Vacuums

Qur popular 2-porsepower 2-slige long-life motar makes s HEPA viacuum a true “work horse™ for twan diin
service in professional abatement work . The: 102ASB offers superror vacuun recovery. ranging from dry. haht parhie
wlates. to wel. heavy debris. 102ZASBI 2P 15 2 heavy duly.powy Knk vacuim wiilg the 162ASB DA s an adapm- 0w
used on a steel drum.

Features:
« High elficiency “Drop-in~ siyle HEPA Hiter sdmidually cerbified to have a mmimum efficieny of 99. -hh v3
- microns (based on hot D.0.P. tests)
» Air seal gasket between the mnlorheizd and lanhs forms a poasilive loch fil
. Poiyeswf prefilter is located on the dotlom of the HEPA filier. ant 1s held hirmly in piace wath Velcro lasteénsis
. » ADacron filter bag covers the entire spacer siseve and HEPA filter lor three-stage hllmlm Dacror n:atenalsneds
- dust to maintain maximum vacuum efliciency. .
» 25 foot power cord.

-
Model 102ASB *
horse ‘water recovery shipplng product fist
model power : et cfm wel weight code price
102ASB12P 2 TR Rt 12 gitton 4 Ryt IRV
1024SB DA 2 i Lo B3 eillye vl Brovidg RN
T02ASB12P puce MEANIES Comlets Lo, bit Toah kit nchuted:
“Drum nol vy:hutiea — .)) i ,
. - e \ ’
@ 102 model is U.L. approved /"———-—
HEPA Vac Attachments
Do el AaghinEnts . )
) 45 Dry 86 Dry _ 0 Dry B6/102 Wet/Dry
N | product fist product list product st product fist
) aescription ' code price code price " cpde price code prics
replacanmllmlm 1 B160424 SA500 T BIeNGh SUZA Bhiuls. S Rm\H\ §8
10 115 twse ossemply {_—ﬁoz’—ss—\” T T saa0 T pu S Ry, sasm R s
5 twaecsmemlvand | 8202364 s2um | pazim: Sria | RANwT S BSIT Tosouy
S toor brushtond ) B0RE Siasn  Bnas S AT s s e
Stndard fhoor squeegee fool | T Tt ] TR S oW
sandard capeltool | B702367 S BAZAMW CStom BT g F el TR
S0 roun dusting brush | B702I6Y S 33 Bwmw S nR Hna S whe BN s
smn(‘ardmcatwl_——_ | B0 S 230 BRumis § i Ranes § hw  BWeE s
HEPA Vac Accessories_
; 8 86 30 102
ST TToTmT e pmnuct T tist . producl st product st product Jist
desciiption n code price piice code price code price
HEPA Filter | B70234n S215°0 N Blikhiat ST Bl LA
:Da';’—sl'e";v‘c ------ : T . < BARAN § o
?num filter w T T T Buwsy 5 a7 s s g -
nu:'me - T < ST o
,r\wul)u .:'m'-n.;u. T 7Y S 4 5 5 N 5 N
[y ENELE = s s N

s
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FIBERSET PM

'DESCRIPTION " PROPERTIES

Product No.: 7470 white, 7475 clear, 7480 blue + Valatile: Water
. . ” . + Average particle size: 0.2 microns
Fiberset PM is a pre-n;_lxed .Iockdown sealing , Viscosity @ 77°F: 55-60 Krebs Units
treatment for microscopic residual fibers present Weight per gallon @ 77°F: 8.5 lbs.
after removal of asbestos containing material Film Hardness: Excellent
. (ACM). Fiberset PM is a ready-to-use, class "A” Film Flexibility: Excellent
" fire rated coating that provides a flexible barrier Impact Resistance: Excellent
over residual fibers to insure final air clearance. Water resistance of dry film: Excellent
Fiberset PM and Fiberset FT are the only UL®clas- , gong Strength to concrete /steel: Excellent
sified (#R13770) lockdowns accepted for fluted, Coverage: not less than 500 sq. ft./gal.

’ c_ellular and corrugated deck assemblies. Fiber- (as specified by UL)
set PM is compatible with most leading brands of , Flash paint: Tag Clésed Cup, Non-combus-
replacement fireproofing and flooring adhesives. tible water based product.

Fiberset PM can also be used to penetrate asbes- Dry Time 1 - 2 hours
tos contaminated soil in crawl spaces. Fiberset , gpeifiife: @ 77°F, 36 months minimum, (in

PM is a water based nontoxic coating which em-~ . original factory sealed container
_— ploys advanced 100% acrylic resin technology to . ggor vg'llrzmny od?;lcss. " o
. { 3 extend the life expectancy of airless spray equip- + pynigh: slight gloss
N ment. ) . * Packaged: 5, and 55 gallon containers

UL Classification: ASTM E-119
UL Category: Encapsulant Materials _ pSS5I5,
; . 0% 6‘0

APPLICATION INFORMATION

LOCKDOWN: Sealing mlcroscoplc residual fibers after asbestos remova] is mandatory on every
project. Prior to post-removal air monitoring, apply orie coat to all exposed surfaces. Fiberset PM
has been accepted as part of a UL Classified Fu-cprooﬁng System for use with Retro- Guard' manu-
factured by W.R. Grace & Co., Conn. i

PULLDOWN BY MISTING: Pulldown by misting the contaminated air is an effective technique prior

_ to post removal air-monitoring. To pull down free-floating asbestos fibers effectively, stand in the
center of the room and hold the spray gun as close to the ceiling as possible. A mist should be
_sprayed paraliel to the ceiling in every direction or in a circle. Apply one coat to the polyethylene
walls and floor. -

(Over)

( Y : . FIBERLOCK TECHNOLOGIES, INC.

150 Dascomb Road

Andover, MA 01810 US.A.

To Free: (800) 342-3755

Tel: (978) 623-9987 Fax. (978) 475-6205
ww fiberlock com




APPLICATION PROCEDURES FOR
FIBERSET PM

PREPARATION

"Prior to application, stir thoroughly to achieve a uniform consistency. Fiberset PM is pre-mixed,

water addition is not necessary.

APPLICATION EQUIPMENT

Professional models of all brands of spray equipment can be used to successfully apply Fiberset PM,
Use the settings below when applying Fiberset PM:

Pressure: 2500-2700 psi

Hose length: 100 feet

Hose diameter: 1/4 inch

Tip size: .015 - .025 (orifice size) -
Fan size: 12 inches

CLEAN UP
Tools and dnppmgs should be cleaned with soap and water before coating dries.

SHIPPING AND STORAGE INFORMATION

Shelf Life: 3 years in sealed containers
Storage Temperature: Keep from fn:ezmg Store 1 ina dry place at temperatures between 40°F - 100°F
Flash Point: None. .

Note: Fiberset PM is part of a UL Classified Fireproofing Bystem for nss with Classified types RG and RG1 cementitions
mintures manufactured by Zonolite Construction Products Division W.R. Grace & Co., Conn,

-KEEP OUT OF REACH OF CHILDREN
FOR PROFESSIONAL USE ONLY
KEEP FROM FREEZING

Cmutiong: Appreved respirhtors must be used 1o p inhalation of aab fibers that may be present in the mir. Prolective clothing should be worn.
Tools and dnppinge should be deaned fmmediately with clean, soapy water before the coating drios. Careful conpideration should bo given to all Envisoamen-
tal Protectivn Agency [EPA}, OSHA and state regulations in effcct at the timoc of application of Fibersst PM. The BPA, through ths OfSca of Pasticidex and Toxic
Substances bas issued roports hasded "Guidancs for Cantrolling Friabla Asbeston:Containing' Materiala in Bulldings,” EPA 560/5 85-024, June 1985, asd
“Managing Asbeatos in Place, A Building Owner's Guide to Operations and Maintenance Programs for Asbesios Containing Materials,® 207-2003, July 1990,
containing the proper data, cautions, -!\ﬂ'prowd\uu (or asbestos control. Copics ars available from ths Envirenmontal Anuunca Divigion, TS-799, TSCA
Assistancs Information Service, U.S. EPA, 401 M Streer SW, Washingion, DC 20460, [202) 554-1404.

. Hce-p from freeding. Dn nol stors at temperaturcs above 100°F.

These supgestions and data are based on information we believe 1o be reliable.  They are offcred in good faith, but withuul gunnmtee, rs conditionn and
methods of use of this pmdud are beyond our aonu-oL Ncither Fiberlock Technologios, Ine., mor our A;enl.- shall bs responaible for the ume or results of ue
of this product or amy p or app d. Wer d thet the proap user the suitability of Fiberset PM for cach specific

project and for the health and safety of personnel working in’ the arca.

3458



PENEWET"

DESCRIPTION

. Product No.: 6450 clear

Penewet is an ready-to-use, colorless wetting
agent/surfactant solution incorpororating ad-
vanced concepts in surface chemistry. It pro-
vides powerful wetting, penetrating and coalesc-
ing of asbestos containing materials (ACM) to

‘permit handling and removal of these materials

under damp, dust-free conditions. Penewet is a
nonflammable water based nontoxic liquid which
will not corrode aluminum components of spray
equipment.

APPLICATION INFORMATION

PROPERTIES

» Solids. by Weight: 10 +/-2%

+ Volatile: Water

+ Average particle size: 0.2 microns

Viscosity @ 77°F: 50-55 Krebs Units

Weight per gallon @ 77°F: 8.8 lbs.

Ionic nature: Non-ionic

Flammability: Non-flammable

Phosphate free?: Yes

Surface tension: 31 dynes/cm.

Coverage: 500 sq.ft./gal.

Shelf Life: @ 77°F, 36 months minimum, {in
original factory sealed containers).

"Odor: Applied indoors, virtually odorless.

Packaged: 5, and 55 gallon containers

SURFACTANT[WETTING AGENT: Pencwet is a ready-to-use formulaiton. Sealing microscopic re-
sidual fibers after asbestos removal is mandatory on every project. Prior to post-removal air monitor-

"ing, apply one coat to all exposed surfaces prior to post removal air monitoring.

'PULLDOWN BY MISTING: Pulldown by misting the contaminated air is an effective technique prior

to post removal air-moxitoring. To pull down free-floating asbestos fibers effectively, stand in the
center of the room and hold the spray gun as close to the ceiling as possible. A mist should be
sprayed parallel to the ceiling in every direction or in a circle. Apply one coat to the polyethylene

walls and floor.

(Over)

150 Dascomb Road
Andover, MA 01810 U.SA.
Toll Free: (800) 342-3755

IBERLOCK®

www flberlock com

FIBERLOCK TECHNOLOGIES, INC.

Tei.: (978) 623-9987 Fax. (978) 475-6205
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IRS ENVIRONMENTAL, INC.
ASARCO Phase 4 Building Cleaning and Demolition

Personal Air Monitoring Plan — Asbestos Removal

LABORATORY SERVICES

Mountain Inspection and Laboratory Services, Inc.
9922 E. Montgomery Ave. # 13

Spokane, WA 99206

(509) 922-1365

(509) 922-1380

Mountain Inspection and Laboratory Services, Inc. has a fully qualified professional staff
to conduct air sample analysis for airbome asbestos. This project involves the removal of
the following Class I and II materials:

TSI - Pipe insulation fittings
CAB - Cement Asbestos Board
Vinyl floor tile and sub flooring
Window caulking

Millboard

Gaskets Materials

Air sampling to be performed
o Personnel Air Sampling to complete exposure assessments.

Mountain Inspection and Labdratory Services, Inc will perform laboratory analysis using
Phase Contrast Microscopy (PCM) in accordance with NIOSH Method 7400A. Visual
Inspections to document work in progress and compliance with the specifications shall be
conducted by IRSE Competent Person on a daily or as needed basis. Daily project logs
shall include descriptions of the work being performed, personnel onsite, hours worked,
percentage of work completed, problems encountered, and information regarding air
sampling and analysis.

ABATEMENT PROJECT MONITORING

Personnel monitoring shall be conducted as needed to collect minimum liters per sample
requirements. Monitoring will commence with the first asbestos disturbance and continue
until an exposure assessment for each removal activity: Removal of pipe covering using
glove bag methods, removal of CAB using wet manual methods, flooring removal using
wet manual methods, window caulking, roofing material and metalbestos siding.




Sample Location

Work Area-Personnel

Work Area-Personnel Excursion

Outside Work Area

Sample Quantity

Two samples per day for each
removal activity.

One sample per day for each
activity

One sample per day at each

Air Filtration Device (AFD)
Exhaust.

Calibration of pumps - Conducted prior to, and after the proper run time for the
samples has been achieved. A hand held rotometer, calibrated to 2 Buck
Gilabrator once every six months will be utilized for calibration of high volume
pumps.

Setting of pumps - The pumps will be placed in the breathing zone of the most
contaminated worker performing each task, to provide the best overall
representation of the exposure involved.

Personnel sampling - a minimum of 280 total liters of air will be collected per
sample. (60 liters for Personnel excursion) Samples will be collected from the
breathing zone of the most contaminated worker through a 25 mm Mixed
Cellulose Ester (MCE) filter at flow rates between five (2) and (3) liters per
minute.

Analysis — Mountain Inspection and Laboratory Services, Inc. personnel will
analyze the air samples off site at Mountain Inspection and Laboratory Services,
Inc., aNVLAP Certified Facility. The air samples will be analyzed for fiber
content and concentration (fibers per square millimeter of filter area, and fibers
per cubic centimeter of air sampled) using NIOSH method 7400, Fibers", August
15, 1987 revision.

Final Report - A comprehensive final report detailing the analytical results of the
samples collected will be provided to MCS Environmentalle for review. Sample
Results shall be reported to two decimal places or the quantification limit for the
type of sample collected. Actual fiber levels may be included in the report,
however, two decimal place accuracy shall be used for determining work practice
modifications, stop work requirements, and clearance results. Sample results less
than .01 shall be reported as <0.01 within the air monitoring reports.
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Respirator Protection Program
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IRS ENVIRONMENTAL
RESPIRATORY PROTECTION PROGRAM

Table of Contents

1.0 INrOAUCHION ..ottt ne s s sre s I N 58
20 Respirator PONCY ......cccoviveeinisesncnnnne rerrenereneserreseiens prreseerene st es bt bR s pea e 58
3.0  References................. et etresese e euseiRset s sE et ns Sas e e te bt EAe st me et neneneeesereaesepansa e s s St emmeeneenaen 58
4.0  Program ADMINISITALON ......ceuerroririnienesiesi ettt s 58
4.1 Safety COOTAINALON ......ccc ettt e e e sse st eversserenssessasserasesssmsece sesesscresurnssensenns 58

4.2 Job Superintendents/On-site Safety SUPEIVISOIS ... rccresemsvsssesmsesissnsessonnens 59

4.3 Employee Responsibility ...........ccoo it cne s eeson e s st s st ae s 59

5.0 Availability Of RESPITAIONS ........covueeeeeeeeriteceermsene st instessasere g seseecarasnsssssssssassras e seensasstrsarassasanens 59
6.0 Selection and Use 0f RESPIFALOTS ......ccooecevirivinnn ittt cecnnsesmisn e seres s ersassesrssasentessessannonns 60
6.1 Respirator Selection Based 0N EXPOSUSE .......coeieiiiircennereriecensnsnessssrsssessasssssesssssenes 61

6.1 Respiratory Selection Table ........... .ot s 61

6.2 Resplratory Selection — Activity SPectic ..o s sesssssesnaesesions 62

6.2(A) Respirator Selection Table - ASBESTOS ................ teereressenesens s rre e aeaeerveetesseaenes 63

6.2(B) Respirator Selection Table —~ LEAD ...t 64

7.0 Program Evaluation...........ccceecieeiiinisssinnnsisens et b a s s 64
8.0 TraINING ..o eeeararie et s e AR R Sa e SRR SR AR RS eE e ae R SRR b 64
9.0 Fit TESHNG cereeeereioerrsrtreeese st sr et ss s s st e s st es s e a s n st s s s acn st e e s mse e e rr i 66
9.1 Qualitative Fit TaSt PTOCEAUIE ...........covcirreeerccirrsnsreirservereesmrsessasssessnesosssssmssonsanssesanas 66

9.2 User Seal Check ProCeAUTNE .........c.cviriereiees e eerssereececeessessssasasssassstmn snsansnbesssssssens 66

10.0 Cleaning and DISINFECHNG ..o et e 67
11.0 Cartridge Replacement .........ciie e s rass s b en b s b s 67
F2.0 SIOTAUE coveeeeecricrintirii et ettt s s e et s s et b v e e e e r et sae et e R A be e rs nes s e an b 67
13.0 Inspections and Maint@NaNCE ...t st e s siens DO
14.0 Medical EXaMINAHONS .......cccoceeereene et e csstrsss s reeres s s e e ssae s sasssbts s seesreseese ansrasss sarsenessrmsssssnssnesn 68
14.1  Information Provided {0 the PLHCP ..ottt s s s errssss s ms s mn s s 69

14.2  Medical Questionnaire AAMINISITAON .........cccioiiiin it 69

14.3 PLHCP’s Written RecOMMENAatIONS........cccooiiiiiieccreenirinsecemnrsnsseseresessnsreeressasssssransens 69

14.4  Additional Medical Evaluations .............ccooiiiiieeee e 70

15.0 WOPK APEA SUIVEBHIBNCE ... oottt et sv et et sba e e s bessna e saeenbesbssssasessaesnssasassesnaes srsssesnsensenns 70
16.0 ApProved RESPITALONS ........ccocoiiiiiinii it et b bbb s eb s sns e b 70

57




1.0 Introduction

It is the policy of IRS Environmental to provide and maintain a safe and healthful work place for all
employees. To that end, IRS Environmental has developed this program for the selection, use and
care of resplratory protection. This respirator protection program has been written to be consistent
with all required Federal and State requirements.

2.0 Respirator Policy

Company personnel will use respiratory protection equipment where reasonable engineering
controls and chemical substitution cannot minimize respiratory hazards. Engineering controls such
as ventilation and substitution of less toxic materials are the first line of defense. However,
enginéering controls have not always been feasible for some of our operations or have not always
completely controlled the identified hazards. In these situations, respirators and other protective
equipment must be used.

This program applies to all employees who are required to wear respirators during normal work

operations and during certain non-routine operations. Employees participating in the respiratory
protection program do so at no cost to them. The expense associated with medical evaluations,
training, and respiratory protection equipment will be bome by the Company.

Appropriate respiratory protection shall be used by all employees working in environments that are
oxygen deficient (below 19.5 percent by volume); oxygen enriched (greater than 21.5% by
volume); or in atmospheres contaminated by dusts, mists, vapors, smoke, or fumes that may

exceed the pemnissible exposure limits (PELs) as defined by WISHA or OSHA or more stringent
limits set by a specific Health and Safety Plan.

3.0 Referenceé

State of Washingion, Department of Labor and In’d'ﬁstries, General Occupational Health
Standards, WAC 296-62-071, Respiratory Protection.

American National Standards Institute, ANSI Z88.2 1980, Practices for Respiratory Protection.

Occupational Safety and Health Administration, Code of Federal Regulations, CFR 1910.134,
New OSHA Respiratory Protection Standard.

4.0 Program Administration
4.1  Safety Coordinator
The Safety Coordinator is Carl Burnham. The Safety Coordinator shall be

responsible for the development, coordination, and administration of the IRS
Environmental Respiratory Protection Program. Specific responsibiliies shall

include:

1. Ensuring that the Company complies with State and Federal
requirements.

2. Serving as an advisor {o all Ievels of management on matters pertaining
to respiratory protection.

3. Approving the purchase of all respiratory protection equipment.
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4.2

Implementing and reviewing a written respiratory protection program in
compliance with WISHA and OSHA requirements.

Initiating monitoring of work areas to evaluate potential respiratory
hazards and maintaining records of monitoring activities.

Annual inspecting of departments to evaluate program effectiveness.
Ensuring all personnel wearing a respirator in a negative pressure mode
have received a yearly medical evaluation which determines the
physiological and psychological limitations of individual wearers.
Instituting and maintaining appropriate medical and blomedical
surveillance programs as recommended by the licensed health care
professional.

Implementing a change schedule for respirator cartridges based on
published data, historic data, and frequency of use information.

On-site Supervisors

On-site Supervisors for each location shall be responsible for on-site compliance
with the respiratory protection program requirements. Responsibilities shall
include:

1.

> oen

4.3

Ensuring that employees are provided proper respiratory protection
equipment, as required. :
Enforcing the proper use of such equipment where and when required.
Ensuring that employees are properly trained in the selec’non care and
use of respiratory protection equipment.

Ensuring proper maintenance and storage of respiratory protectlon
equipment.

Employee Responsibility

Each employee has a definite responsibility in contributing to the success of the
respiratory protection program. These responsibilities include:

1.

2,
3.

Use of respiratory equipment in accordance with training and instructions
received.

Guarding against damage to eqmpment

Observing all safety rules and regulations pertaining to respiratory
protection equipment.

Maintaining personal grooming habits conducwe to proper wearing of
respiratory protection equipment (no beards or facial hair that interferes
with the face to facepiece seal).

Receiving a medical exam and fit-test prior to initial use of a respirator
and annually thereafter.

Reporting any malfunction of equipment to his/her immediate supervisor.
Inform their supervisor or the Safety Coordinator of any respiratory
hazards that they feel are not adequately addressed in the workplace and
of any other concerns that they have regarding the program.

Notify their On-site Supervisor or the Safety Coordinator of any other
problems associated with using their respirator.
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5.0 Availability of Respirators

Each employee who wants, or is required to wear; a respirator will be issued one along with replacement
parts, cartridges and filters, as needed. The selected types of respirators are available from the Safety
Coordinator. .

6.0 Selection and Use of Respirators

The following procedures shall be used for the selection and use of. respiratory
protection:

1. Respiratory protection selection will provide protection to a ievel of
exposure below established permissible exposure limits (PEL) for
identified hazardous substances and heaith hazards.

2. The Safety Coordinator or his/her designee will conduct a exposure
“assements upon initlal assignment for each operation, process, or work
area where airbome contaminants may be present. Selection of
respiratory protection for initial assignment will be as specified within
Tables 6.1 and 6.2, or as specified within project specifications.

- 3. Company personnel will not enter areas where they will be exposed to
hazardous substances or health hazards until the On-sute Supervisor has
determined the proper level of protection.

4 When respiratory protection is used, IRS Environmental personnel will
not enter a site without proper positive/negative respiratory fit test as well
as a current and valid qualitative/quantitative (whichever appropriate as
determined by the Safety Coordinator) fit test. A current and valid
qualitative/quantitative fit test means the test was successfully conducted
within the past 12 months, the respirator being used is the same style,
manufactuer, and size as used during fit testing, and as long as the
employee has not incurred facial scarring, dental changes, cosmetic
surgery, or obvious change in body weight.

5. Contact lenses may be wom with a respirator -in contaminated
atmospheres.
6. Proper selection of respirators shall be made according to the guidance

of American National Standard Practices for Respiratory Protection
Z88.2-1969 (A later edition of this standard, Z88.2-1980, has been
issued).

7. The Safety Coordinator will ensure that respirators selected will not impair
the worker's vision, hearing, communication, and physical movement
necessary to perform jobs safely.

8. Until the On-site Supervisor has determined the proper level of
protection, Company personnel are not to enter areas where the known
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-10.

11,

6.1

concentrations of any material create immediately dangerous to life and
health (IDLH) conditions, the Oxygen concentration is below 19.5% or
above 21.5%, a lower explosive limit of 10% is reached or exceeded, or

. there is any indication that the atmosphere may be contaminated by

dusts, mists, vapors, smoke, or fumes that may exceed the permissible
exposure limits (PELs). :

Entry into confined spaces will not be allowed unless contaminant levels
are known and the space is considered safe for entry. [f the space is
deemed a permit-required confined space, an entry permits must be
issued before personnel-are allowed to enter a confined space as per the
IRS Environmental Confined Space Entry Program.

Company personnel working in areas whers the workers, with faflure of
the respirator, could be overcome by a toxic or oxygen-deficient
atmosphere will always work at least in pairs. Communication (visual,
voice, or signal line) shall be maintained between both or all individuals
present. It shall be planned that one individual will be unaffected by any
likely incident and have the proper rescue equipment to be able to assist
the other(s) In case of emergency.

The assigned respirator outlined in Tables 6.1 and 6.2 or protection
factors in “WAC 296-62-07131, Table 1—Assigned Protection Factors”
will be used when selecting respirators. Half-mask respirators can
provide adequate protection for routine respirator use, where employee
exposures do not exceed ten times the permissible exposure limit.

Respir_ator Selection Based Upon Exposure

Table 6.1 lists types of respirators available to employees. Each
respirator listed has specified use limits for the hazardous contaminants
encountered by IRS Environmental: asbestos and lead. For other
contaminants other than asbestos and lead, the Safety Coordinator will
select appropriate respiratory protection.

Table 6.1: Respirator Selection Table
Brand/Type Respirator
Use Use Limits
Limits Lead
Asbesto
S
North 7700, % Face Negative Pressure 1 ficc 500 pg/m®
North 76008A, Full Face Negative Pressure 5 flcc 2,500 ug/m®
Racal Powerflow, Full Face Powered Air Purifying 10 ficc 5,000 pg/m*
Neoterik SR-14, Full Face Powered Air Purifying 10 flcc 5,000 pg/m
-| Neoterik 50366CF, Full Face Supplied Air, Constant 100 flcc 10,000 pg/m>
Flow with HEPA Egress
North 85785, Full Face Supplied Air, Constant Flow 100 ficc 10,000 pg/m>
with HEPA Egress
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1.S.1 Safee, Full Face, Supplied Air, Pressure Demand | 100+ ficc 10,000 ug/m3
W/HEPA Egress

North- 85785, Full Face, Supplied Air, Pressure 100+ flce 10,000 pg/m”
Demand w/HEPA Egress :

6.2 Respirator Selection — Activity Specific Respirators are required for all
employees engaged in the tasks listed in Table 6.2(A) and 6.2(B). The expected
concentration range of asbéstos (Table 6.2(A)) and lead (Table 6.2(B)) for each
activity is shaded. Exposure ranges for some activities are wide due to
hazardous constituent content of the material, work practices used, and
engineering controls instituted. IRS Environmental will supply respirators for the
highest concentration listed for each activity. IRS Environmental has established
the following exposure data and/or consulted regulatory guidance to develop the
listed activities' expected airborne concentrations. As these activities continue to
be assassad and new activities are initially assessed, the Safety Coordinator will
amend this section as needed.
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Table 6.2(A): Respirator Selection Table - ASBESTOS

Removal Activity

Blanket Insulation’

Boiler Insulation’

Boiler Breaching'

Cement Asbestos Board

Ceiling Tile

Caulking

Duct Tape

0-1 ficc | 1=5flcc

5—19 flce |. 10-1 00_ ficc

Duct Covering'

Floor Tile - Manual

Mastic — Manual

Mastic — "Blastrak”

Flex Gaskets on Ducts

Hard Pipe Fittings, Glovebag

"{ Mard Plpe Fittings, No Glovebag

Linoleum Felt Backing

Pipe Insulation “Aircell” - Gloveba

Pipe Insulation “Alrcell” — No Glovebag [

Pipe Insulation - Contained Block

Roofing — Asphalt Impregnated
Roofing — Felt

Spray Texture - “Popcorn”’

Structural Fireproofing — Hard’

Structural Fireproofing — Loose’

Rope Malerial

Tank Insulation — Block

Tank Insulation — "Aircell”

Wall Board

Window Glazing

constant flow.

Minimum respiratory requirement in Washlngton State is at least full face, supplied air,

Table 6.2(B): Respirator Selection Table - LEAD

Removal Activity

0 - 500 pg/m*

501-2,500 pg/m’

Open Abrasive Blast Cleaning with
Expendable Abrasives

Open Abrasive Blast Cleaning with
Recyclable Abrasives

Torch Cutting

Torch Buming

Welding

Using Lead Contammg Mortar

{_ead Buming

Rivet Busting

Mechanical Cleaning (with Power
Tools)

Cleanup of Abrasive Blast Cleaning
with Expendable Abrasives

Abrasive Blast Enclosure Movement

2,501+ pgim®
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Appendix I

Site Layout
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Appendix J

Laboratory Certifications
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United States Department of Commerce
National Institute of Standards and Technology

NVILA,

Certificate of Accreditation to ISO/IEC 17025:1999

NVLAP LAB CODE: 101890-0

;:f/ | Mountain Laboratorles
" Spokane, WA

is recognized by the National Volunta:y Laboratory Accreditation Program for conformance wzth critenia set forth in
NIST Handbook 150:2001 and all requirements of ISO/NEC 17025:19989.
Accreditation is granted for specific services, fisted on the Scope of Accreditation, for:

BULK ASBESTOS FIBER ANALYSIS

' 2006-10-01 through 2007-09-30

For the National ln&te of Standards and Technology

NVLAP-01C (REV. 2005-05-1!

Effective dates




7N
\ v 4
AlHN

Your Essenfich
Connection

11/15/2006

Karen Drader

Mountain Laboratories

9922 E. Montgomery

Suite 13

Spokane, WA 89208 Lab ID# 101129

Dear Karen,

Please find your laboratory’s Industrial Hyglene Proficiency Analytical Testing (IHPAT) results for Round 187. The deadline for ordering
a retest Is December 1, 2006. IHPAT Round 168 sample kits will be mailed to laboratories around January 1, 2007. Your laboratory's
data will be due by 11:59pm EST on February 1, 2007. The analytes for round 168 are:

Metals = cadmium, chromlum, lead

Asbhestos - amasite

Sllica - coal dust/talc

Organlcs ~ methyl ethyl ketone{MEK), methyl Isobutyl ketone(MIK)
Diffusive - benzene, toluene, o-xylene :

Please handle, store and analyze your laboratory’s PAT samples in the same manner as routine cllent samples. To submit your
laboratory’s data, please visit the Proficiency Analytical Testing (PAT) page and click on the PAT Data Entry Portal:

http:/iwww.atha.org/ContentiL QAP/PT/pt.htm

Your laboratory’s password needed to access the PAT Data Entry Portal is provided in the upper right hand comer (next to your lab
10#) of the address label on the results submission form included with your PAT samples.
Print and save the confimmation page after submitting data via the AIHA PAT Data Eritry Portal.

The AIHA Laboratory Quality Assurance Programs Policles and Application for AlHA accreditation are available
on-ine,
hitp:/Mnw. alha. org/Content/L QAP/documents/documents. htm

Note: The Policies for 2008 comply with ISO/IEC 17025: 1998.

| encourags you to contact me with any feedback, questions or if you wish to contest your results at (703) 846-0797.

Sincerely,

!@Liw&&:@

Natasha Sekitoleko
PAT Data Specialist



Page2of2
11/15/2006
Lab JD: 101129

industrial Hygiene Proficiency Anatytical Testing Program
Laboratory Performance
IHPAT Round 167

Industrial Hygiene Proficiency Analytical Testing Resuits

This document contains three sub-reports relating to IHPAT Round 167. The first report contains your faboratory’s results llsted per
contaminant, per semple. The second report contains your current and 2 previous test round performance respectively (where
applicabie), and the final report contains summary results for all laboratories for IHPAT round 167.

Testing Results for IHPAT Round 167

This part of the report contains your laboratory’s results listed per contaminant, per sample.

i 'r1 ® o L] : ! : ﬁ’ 5 SR S E T TR
il ' Units - @ | Resut ;i i u Limit -8 J
5%’-& T S T M R S O 4 peptumity | zscop o Ratho |
! fimm2 1 |26 262 128 442 08 A
S 2 & 101 49 170 1.0 A
Asbestos / Fibers (ASB) - A - S SRR
| fmm?2 3 | 144 188 92 319 43 A
mm2 4 |0 98 48 166 0.1 A

Please nots:

Referenca value ig the mean of tha referencs laboratories
Lower limit = reference value - 3 standard deviations

Upper limit = reference value +3 standard deviations

A: Acceptable Analysis; U: Unacceptable Analysis

Z-score = (reported result - reference value)/standard deviation

Note: The acceptability of reported results is based on upper and lower berformanoe limits. This is why a reported result may appear
unaccepftable according to z-score, but be identified as acceptable.



Industrial Hygiene Proficiency Analytical Testing Program Page 3 of 3
Laboratory Performance : 11/15/2006
IHPAT.Round 167 Lab ID: 104129

Overall Performance Summary Concluding with 167

The following table contains your laboratory’s current and 2 previous test rounds performance respectively (where applicable). For
more information in regard to the determination of proficiency, please see Poalicy Module 6B, Section 6B.2 for IHPAT and Policy Module .

6C Section 6C.2 for ELPAT Lead-in-Air located at: http: giha.ora/Conte P/documents/accre
e g e e e é - : T L S eI T4 e Ticpus
Sample g - Round ;  RoundPerfofnance Round Sczaie | Profidpnty Stasgs “THieg ]
___________ Gk i} e B I TS bl Boungsere ;-1
165 4/4 Pass
Asbestos ’ 166 a/a Pass
187 414 Pass P
Please note:

The denominators represent the total number of samples analyzed.
The numerators represent the number of acceptable results.
Pass: Round Score = 75% Fail: Round Score < 75%
P — Proficient; NP — Non-proficient.
A laboratory is rated proficient (P) for the associated FoT/Method(s), if the laboratory has a passing score for the applicable PT analyte
class in two (2) of the last three (3) consecutive PT rounds. A laboratory is rated non-proficient (NP) for the applicable FoT/Method if
the laboratory has failing scores for the associated PT analyte class in two (2) of the last three (3) consecutive PT rounds.
If a laboratory receives samples and does not report the data, the results will be treated as cutliers.



Industrial Hygiene Proficiency Analytical Testing Program . Page 4 of 4
Laboratory Performance ' 11/45/2006
IHPAT Round 167 Lab ID: 101128

ﬁerformance of all Labs for IHPAT Round 167

The following table contalns aggregate resulfs for alf laboratories participating in IHPAT round 167.

T P R aoe . Trcoro i T TToll I1 7 Tol  Ldk "1 @
Contaminant 2 Ref. Value | Std Dev RSD (%) L _éi.abs a_! : cceptable # Qﬂfﬂég N ._Qﬁf.m_ér 4
1 0.00780 0.00040 5.1 196 188 [} 4
2 0.00420 | 0.00020 49 196 183 5 8
Cadmium (CAD) —
3 0.01590 0.00081 5.1 198 181 4 1
4 001170 | 0.00066 58 198 188 8 2
1 0.0902 0.0048 51 197 193 3 1
2 0.0607 0.0028 48 197 194 3 0
Lead (LEA) -
3 0.1191 0.0057 417 197 185 2 0
4 0.0312 0.0015 49 . 197 .o192 2 3
1 0.0807 0.0044 i 64 105 187 5 3
2 0.1196 0.0053 44 195 182 9 4
Zinc (ZIN)
3 0.1585 0.0083 52 195 185 8 2
4 0.0412 0.0026 6.2 165 183 6 6
1 01076 0.0215 20.0 58 ° 56 2 0
2 0.1588 0.0251 15.8 58 57 1 D
Sllica {SIL) e 7]
3 0.0616 0.0123 20.0 : 58 57 ] 1
4 0.0838 0.0168 200 58 58 2 0
1 262 52 20.0- 758 859 82 18
2—1 101 20 20.0 759 644 47 68
Asbestos / Fibers (ASB) I 1
3 188 38 20.0 759 674 53 32
4 98 20 20,0 759 703 2 27
1 0.7841 0.0749 0.6 157 148 5 4
2 0.1154 0.0128 111 157 144 5 8
Meathanol (MOH)
3 0.2483 0.0262 10.5 157 149 2 8
4 0.3467 0.0328 9:5 157 147 5 5!




Appendix K

Material Safety Data Sheet (MSDS)

50



AMREP INC -- HEAVY DUTY ADHESIVE

M3SDS sSafety Information

FSC: 8040

MSDS Date: 09/14/1992

MSDS Num: BXJBH

LIIN: 00N058978

Product ID: HEAVY DUTY ADHESIVE
MFN: 01

Responsible Party

Cage: 3V338

Name: AMREP INC

Address: 990 INDUSTRIAL PK DR
City: MARIETTA GA 30062 )
Info Phone Number: 404-422-2071
Emergency Phone Number: 800-255-3924
Preparér's Name: ES/KD
Published: Y

Contractor Summary

Cage: 3V338

Name: AMREP INC

Address: 990 INDUSTRIAL PK DR
City: MARIETTA GA 30062-2433
Phone: 404-422-2071

Ingredients

Cas: 67-64-1

RTECS #: AL3150000

Name: ACETONE (SARA 313) (CERCLA)
% Wt: 30-40

OSHA PEL: 1000 PPM :
ACGIH TLV: 750PPM/1000STEL
EPA Rpt Qty: 5000 LBS

DOT Rpt Qty: 5000 LBS

Cas: 110-54-3

RTECS #: MN9275000

Name: HEXANE (CERCLA)

% Wt: 10-15

OSHA PEL: 500 PPM

ACGIH TLV: 50 PBM

EPA Rpt Qty: 1 LB

DOT Rpt Qty: 1 LB

Cas: 75-28-5

RTECS #: TZ4300000

Name: PROPANE, 2-METHYL-; (ISOBUTANE)
% Wt: 40-45

OSHA PEL: 1000 PPM (MFR)
ACGIH TLV: 1000 PPM (MFR)

Health Hazards Data

1]
It



LD50 LC50 Mixture: NONE SPECIFIED BY MANUFACTURER.
Route Of Entry Inds - Inhalation: YES
Skin: YES
Ingestion: NO
Carcinogenicity Inds - NTP: NO
IARC: NO
OSHA: NO
Effects of Exposure: ACUTE: INHAL: EXCESSIVE INHAL OF VAPS CAN CAUSE
NASAL :

& RESP IRRIT, DIZzZ, WEAK, NAUS, HDHC, POSS UNCON/ASPHYXIATION. EYES:

IRRIT. SKIN: IRRIT DUE TO DEFAT OF SKIN. INGEST: POSS CHEM PNEUMIT IF
ASPIRED

INTO LUNGS. CHRONIC: EXCESSIVE INHAL OF HEXANE MAY CAUSE NERVE DMG.

Explanation Of Carcinogenicity: NOT RELEVANT.
Signs And Symptions Of Overexposure: SEE HEALTH HAZARDS.
Medical Cond Aggravated By Exposure: MAY AGGRAVATE EXISTING EYE, SKIN,
OR UPPER

RESPIRATORY CONDITIONS.
First Aid: BEYES: FLUSH WITH WATER FOR AT LEAST 15 MINUTES. IF
IRRITATED, SEE

MD. SKIN: WASH WITH SOAP AND WATER. IF IRRITATED, SEE MD. INHAL:
REMOVE TO

FRESH AIR. RESUSCITATE IF NECESSARY. GET MEDICAL AID. INGES T: DO NOT
INDUCE

VOMITING. CALL MD IMMEDIATELY.

Handling and Disposal

Spill Release Procedures: ABSORB WITH SUITABLE MEDIUM.
Neutralizing Agent: NONE SPECIFIED BY MANUFACTURER.
Waste Disposal Methods: INCINERATE OR LANDFILL ACCORDING TO LOCAL,
STATE, AND

FEDERAL REGULATIONS. DO NOT FLUSH INTO SEWERS. AEROSOL CANS WHEN
VENTED TO

ATMOSPHERIC PRESSURE THROUGH NORMAIL USE, POSE NO DISPOSAL HAZARD.
Handling And Storage Precautions: DO NOT PUNCTURE OR INCINERATE
CONTAINERS. DO

NOT STORE AT TEMPERATURES ABOVE 130F.
Other Precautions: AVOID FOOD CONTAMINATION. KEEP OUT OF REACH OF
CHILDREN.

REMOVE IGNITION SOURCES. AVOID BREATHING VAPORS.

Fire and Explosion Hazard Information

Flash Point Text: FLAMMABLE
Extinguishing Media: FOAM, DRY CHEMICAL, CARBON DIOXIDE, WATER.
Fire Fighting Procedures: WEAR NIOSH/MSHA APPRVD SCBA & FULL PROT EQUIP
(FP

N). USE WATER FOG TO COOL CONTRS TO PREVENT RUPTURING & EXPLODING
CONTRS.

PROVIDE SHIELDING FOR PERSONNEL.
Unusual Fire/Explosion Hazard: EXTREMELY FLAMMABLE. DO NOT EXPOSE
AEROSOLS TO

TEMPERATURES ABOVE 130F OR THE CONTAINER MAY RUPTURE.

Control Measures




Respiratory Protection: IF VAPOR CONCENTRATION EXCEEDS TLV, USE
NIOSH/MSHA
APPROVED RESPIRATOR IN POSITIVE PRESSURE MODE.
Ventilation: ADEQUATE VENTILATION TO KEEP VAPOR CONCENTRATION BELOW
TLV.
Protective Gloves: NEOPRENE GLOVES.
Eye Protection: ANSI APPRVD CHEM WORKERS GOGGS (FP N).
Other Protective Equipment: NONE.
Work Hygienic Practices: WASH WITH SOAP AND WATER BEFORE HANDLING FOOD.
REMOVE
CONTAMINATED CLOTHING.
Supplemental Safety and Health: NONE SPECIFIED BY MANUFACTURER.

Physical/Chemical Properties

Vapor Pres: 80 PSIG

Spec Gravity: 0.853 (H*20=1)

Solubility in Water: PARTIAL

Appearance and Odor:{ STRAW COLORED LIQUID, WITH KETONE SOLVENT ODOR

Reactivity Data

Stability Indicator: YES

Stability Condition To Avoid: OPEN FLAME, WELDING ARCS, HEAT, SPARKS.
Materials To Avoid: STRONG OXIDIZING AGENTS.

Hazardous Decomposition Products: CARBON DIOXIDE, CARBON MONOXIDE.
Hazardous Polymerization Indicator: NO

Conditions To Avoid Polymerization: NOT RELEVANT.

Toxicological Information

Ecological Information

MSDS Transport Information

Regulatory Information

Other Information

HAZCOM Label

Product ID: HEAVY DUTY ADHESIVE
Cage: 3V338

Company Name: AMREP INC

Street: 990 INDUSTRIAL PK DR
City: MARIETTA GA

Zipcode: 30062-2433

Health Emergency Phone: 800-255-39%24
Label Required IND: Y

Date Of Label Review: 04/20/1995
Status Code: C

Label Date: 04/20/1995



Origination Code: G
Chronic Hazard IND: Y
Eye Protection IND: YES
Skin Protection IND: YES
Signal Word: DANGER
Respiratory Protection IND: YES
Health Hazard: Moderate
Contact Hazard: Slight’
Fire Hazard: Severe
Reactivity Hazard: None
Hazard And Precautions: EXTREMELY FLAMMABLE. ACUTE: INHAL: EXCESSIVE
INHALATION
OF VAPORS CAN CAUSE NASAL AND RESPIRATORY IRRITATION, DIZZINESS,
WEAKNESS,
NAUSEA, HEADACHE, POSSIBLE UNCONSCIOUSNESS OR ASPHYXIATION. EYES: IRR
ITATION. SKIN: IRRITATION DUE TO DEFATTING OF SKIN. INGEST: POSSIBLE
CHEMICAL
PNEUMONITIS IF ASPIRED INTO LUNGS. CHRONIC: EXCESSIVE INHALATION OF
HEXANE
MAY CAUSE NERVE DAMAGE.

Disclaimer (provided with this information by the compiling agencies):
This

information is formulated for use by elements of the Department of
Defense.

The United States of America in no manner whatsoever expressly or
implied

warrants, states, or intends said information to have any
application, use or

viability by or to any person or persons outside the Department of
Defense ’

nor any person or persons contracting with any instrumentality of the
United

States of America and disclaims all liability for such use. Any
person

utilizing this instruction who is not a military or civilian employee
of the

United States of America should seek competent professional advice to
verify

and assume responsibility for the suitability of this information to
their

particular situation regardless of similarity to a corresponding
Department

of Defense or other government situation.



Material Safety Data Sheet

Section 1 Product and Company ldent|f' catlon

Product Name: . Duct Tape |
Revision # 2 3 Date Prepared June 3, 1993 bate Revised September1 5,
- 1998 '

Manufacturer: Sugglierllmgorter:
LA-CO INDUSTRIES, Inc/Markal co.
1201 Pratt Blvd.
Elk Grove Village, IL, USA
60007-5746
Information Telephone: 847-956-7600
Emergency Telephone: Call CHEMTREC
USA 800-424-9300
Intemnational (Call Collect) 1-703-527-3887
Chemical Formula: Mixture

Section 2 Labeling

HMIS: 010

NFPA: 110

WHMIS (CANADA). NONE
EPA HAZARDS: NONE'

Section 3 Hazardous Ingredients

NO INGREDIENTS CONSIDERED HAZARDOUS UNDER OSHA HAZARD COMMUNICATION
STANDARD 29 CFR 1910.1200.

AN INERT TAPE COMPOSED OF COTTON CLOTH AND POLYETHYLENE SHEETING WITH A
CALENDERED RUBBER ADHESIVE SYSTEM. NO FUMES WILL RESULT FROM THE
PROPER USE OF THIS TAPE.

Section 4 Physical/Chemical Characteristics

BOILING POINT: N.A.

SPECIFIC GRAVITY (H.0=1): N.A.
VAPOR PRESSURE (mmHg): N.A.
VAPOR DENSITY (AiR=1): N A.
MELTING POINT: N A
SOLUBILITY IN WATER: N.A.
EVAP. RATE (butyl acetate=1): N.A.
APPEARANCE: SILVER TAPE
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ProductName: ~ Duct Tape . . |
Revlsion# 23 Date Prepared June3 1993 Date Revused September16 N
- - 1998 Jea

Section 5 Fire and Explosion Hazard Data

FLASH POINT (method used): N.A.
FLAMMABLE LIMITS:

LEL: N A

UEL: N A
EXTINGUISHING MEDIA: N.A.
SPECIAL FIRE FIGHTING PROCEDURES: N.A.
UNUSUAL FIRE AND EXPLOSION HAZARDS: N.A.

Section 6 Reactivity Data

STABILITY: STABLE
CONDITIONS TO AVOID: N.A.
INCOMPATABILITY (MATERIALS TO AVOID): N.A.
HAZARDOUS DECOMPOSITION PRODUCTS: OXIDES OF CARBON IF BURNED.
HAZARDOUS POLYMERIZATION: WILL NOT OCCUR
CONDITIONS TO AVOID: N.A.

Section 7 Health Hazard Data

ROUTES OF ENTRY:
INHALATION? NO
SKIN? NO
INGESTION? NO
HEALTH HAZARDS: NONE
CARCINOGENICITY:
NTP? NO
IARC? NO
OSHA? NO
SIGNS AND SYMPTOMS OF EXPOSURE:; N.A.

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE: N.A.
EMERGENCY AND FIRST AID PROCEDURES: N.A.

Section 8 Precautions For Safe Handling and Use

RELEASE AND SPILL PROCEDURES: SOLID FINISHED PRODUCT DOES NOT LEAK OR SPILL
WASTE DISPOSAL METHOD: N.A.

HANDLING AND STORAGE PRECAUTIONS: N.A.

OTHER PRECAUTIONS: N.A.

Section 9 Control Measures

RESPIRATORY PROTECTION: N.A.
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ProductName: _ DuctTape =~ ..
Revision#: 23 Date Prepared June3 1993 Date Rev1sed September16
' 1098 © - ok

VENTILATION:
LOCAL EXHAUST: N.A.
SPEGIAL: N.A.
MECHANICAL (GENERAL): N.A.
OTHER: N.A.

PROTECTIVE GLOVES: N.A.

EYE PROTECTION: N.A.

OTHER PROTECTIVE EQUIPMENT: N.A.
WORK/MHYGIENIC PRACTICES: N.A.

Section 10 Other Information

MSDS Prepared By: Director of Chemical Safety

THE INFORMATION CONTAINED HEREIN IS BASED ON DATA AVAILABLE TO US AND IS
ACCURATE AND RELIABLE TO THE BEST OF OUR KNOWLEDGE AND BELIEF. HOWEVER, LA-CO
INDUSTRIES, INC. MAKES NO REPRESENTATIONS AS TO ITS COMPLETENESS OR ACCURACY.
INFORMATION IS SUPPLIED ON CONDITION THAT PERSONS RECEIVING SUCH INFORMATION
WILL MAKE THEIR OWN DETERMINATION AS TO ITS SUITABILITY FOR THEIR PURPOSES
PRIOR TO USE. IN NO EVENT WILL LA-CO INDUSTRIES, INC. BE RESPONSIBLE FOR DAMAGES
OF ANY NATURE WHATSOEVER RESULTING FROM THE USE OF OR RELIANCE UPON THE
INFORMATION CONTAINED HEREIN.

Page 30of 3



POLY-AMERICA INC -— POLYETHYLENE SHEETING/BAGS/LAWN
EDGING

MSDS Safety Information

FSC: 6850

MSDS Date: 05/01/1995

MSDS Num: BZDHP

LIIN: 00F047749

Product ID: POLYETHYLENE SHEETING/BAGS/LAWN EDGING
MFN: 01

Responsible Party

Cage: 66830

Name: POLY-AMERICA INC

Address: 2000 W MARSHALL DR

City: GRAND PRAIRIE TX 75051-2795
Info Phone Number: 214-647-4374
Emergency Phone Number: 214-647-4374
Review Ind: Y

Published: Y

Preparer Co. when other than Responsible Party Co.

Cage: 66830

Name: POLY-AMERICA INC

Address: 2000 W MARSHALL DR

City: GRAND PRAIRIE TX 75051-2795

Contractor Summary

Cage: 66830

Name: POLY-AMERICA INC

Address: 2000 W MARSHALL DR

City: GRAND PRAIRIE TX 75051-27835
Phone: 214-647-4374

Ingredients

Name: POLYETHYLENE COPOLYMER

Name: POLYETHYLENE HOMOPOLYMER

Health Hazards Data

Route Of Entry Inds - Inhalation: NO

Skin: NO

Ingestion: YES

Carcinogenicity Inds - NTP: NO

IARC: NO

OSHA: NO

Effects of Exposure: EYES: SOLID/DUST MAY CAUSE IRRITATION/CORNEAL

INJURY.
SKIN: NEGLIGIBLE HAZARD. INHALATION: NEGLIGIBLE HAZARD AT AMBIENT
TEMPERATURE. INGESTION: MINIMAL TOXICITY.

Explanation Of Carcinogenicity: NONE

Signs And Symptions Of Overexposure: EYES: SOLID/DUST MAY CAUSE




IRRITATION/CORNEAL INJURY. SKIN: NEGLIGIBLE HAZARD. INHALATION:
NEGLIGIBLE

HAZARD AT AMBIENT TEMP. INGESTION: MINIMAL TOXICITY.
First Aid: SKIN: MOLTEN PLASTIC SHOULD BE TREATED W/COLD WATER BEFORE
PLASTIC

IS REMOVED, THEN WRAP IN CLEAN GAUZE. OBTAIN MEDICAL ATTENTION IN ALL
CASES.

Handling and Disposal

Spill Release Procedures: NON-HAZARDOUS, DEGRADE VERY SLOWLY & MAY
BECOME A

NUISANCE. RECYCLE OLD/UNUSED PLASTIC WHEN POSSIBLE.
Waste Disposal Methods: DISPOSE OF IAW/FEDERAL, STATE & LOCAL
REGULATIONS.

Fire and Explosion Hazard Information

Flash Point Text: 600-650F
Extinguishing Media: WATER
FPire Fighting Procedures: USE WATER TO COOL SURFACES. OTHER TYPES OF
EXTINGUISHERS MAY BE USED. USE NIOSH APPROVED SCBA IN ENCLOSED AREAS.
STATIC
DISCHARGE CAN BE GENERATED. (SEE SUPP)

Control Measures

Respiratory Protection: NONE
Ventilation: NONE

Protective Gloves: NONE

Eye Protection: NONE

Other Protective Eguipment: NONE

Physical/Chemical Properties

Solubility in Water: INSOLUBLE
Appearance and Odor: THIN SOLID FILM/SHEET W/NO ODOR.

Reactivity Data

Stability Indicator: YES
Stability Condition To Avoid: TEMP >572F.
Materials To Avoid: NONE
Hazardous Decomposition Products: CO2, HYDROGEN DIOXIDE & UNDER LEAN
OXYGEN
CONDITIONS, CO.
Hazardous Polymerization Indicatoxr: NO

Toxicological Information

Ecological Information

MSDS Transport Information




Regulatory Information

Other Information

HAZCOM Label

Product ID: POLYETHYLENE SHEETING/BAGS/LAWN EDGING
Cage: 66830
Company Name: POLY-AMERICA INC
Street: 2000 W MARSHALL DR
City: GRAND PRAIRIE TX
Zipcode: 75051-2795
Health Emergency Phone: 214-647-4374
Label Required IND: Y
Date Of Label Review: 12/16/1998
Status Code: C
Label Date: 12/16/1998
Origination Code: G :
Hazard And Precautions: EYES: SOLID/DUST MAY CAUSE IRRITATION/CORNEAL
INJURY.
SKIN: NEGLIGIBLE HAZARD. INHALATION: NEGLIGIBLE HAZARD AT AMBIENT
TEMPERATURE. INGESTION: MINIMAL TOXICITY.
EYES: SOLID/DUST MAY CAUSE
IRRITATION/CORNEAL INJURY. SKIN: NEGLIGIBLE HAZARD. INHALATION:
NEGLIGIBLE
HAZARD ‘AT AMBIENT TEMP. INGESTION: MINIMAL TOXICITY.

Disclaimer (provided with this information by the compiling agencies):
This

information is formulated for use by elements of the Department of
Defense.

The United States of America in no manner whatsoever expressly or
implied

warrants, states, or intends said information to have any
application, use or

viability by or to any person or persons outside the Department of
Defense

nor any person or persons contracting with any instrumentality of the
United

States of America and disclaims all liability for such use. Any
person

utilizing this instruction who is not a military or civilian employee
of the

United States of America should seek competent professional advice to
verify

and assume responsibility for the suitability of this information to
their

particular situation regardless of similarity to a corresponding
Department

of Defense or other government situation.



FIBERLOCK TECHNOLOGIES INC -— FIBERSET FT & FIBERSET PM, 7470

MSDS Safety Information

FsC: 8010

MSDS Date: 03/29/1994

MSDS Num: CFRTX

LIIN: OON049779

Product ID: FIBERSET FT & FIBERSET PM, 7470
MFN: 02

Responsible Party

Cage: 0JYLS

Name: FIBERLOCK TECHNOLOGIES INC

Address: 630 PUTNAM AVE

City: CAMBRIDGE MA 02139~0802

Info Phone Number: 617-876-8020

Emergency Phone Number: 617-876-8020;800-255-3924
Published: Y

Contractor Summary

Cage: 0JYLO

Name: FIBERLOCK TECHNOLOGIES INC
Address: 630 PUTNAM AVE

Box: 390432

City: CAMBRIDGE MA 02139-0802
Phone: 617-876-8020

Ingredients

Name: NON-HAZARDOUS INGREDIENTS
OSHA PEL: N/K (FP N)
ACGIH TLV: N/K (FP N)

Health Hazards Data

LD50 LC50 Mixture: LD50: (ORAL,RAT) >5.0 G/KG
Route Of Entry Inds - Inhalation: NO
Skin: NO
Ingestion: NO
Carcinogenicity Inds - NTP: NO
IARC: NO
OSHA: NO
Effects of Exposure: ACUTE: INHALATION: VAPORS OR SPRAY MISTS MAY BE
SLIGHTLY

IRRITATING TO EYES, NOSE, THROAT, AND MUCOUS MEMBRANE OF RESPIRATORY
TRACT,

PRODUCING SYMPTOMS OF HEADACHE AND NAUSEA IN POORLY VENTILATED AREA
S. SKIN

CONT: PROLONGED OR REPEATED CONT W/COATING MAY CAUSE SLIGHT SKIN
IRRITATION.

EYE CONT: DIRECT (EFTS OF OVEREXP)
Explanation Of Carcinogenicity: NOT RELEVANT.
Signs And Symptions Of Overexposure: HLTH HAZ: CONTACT; INCONSEQUENTIAL
EYE

IRRITATION. INGESTION: MAY CAUSE NAUSEA AND INTENDED EXPECTORATION.
Medical Cond Aggravated By Exposure: NONE SPECIFIED BY MANUFACTURER.



First Aid: INHAL: REMOVE TO FRESH AIR. EYE CONT: IMMED FLUSH W/PLENTY
OF WATER

FOR @ LST 15 MINS & CONSULT PHYS. SKIN CONT: WASH SKIN THOROUGHLY
W/SOAP

& WATER. IF DRENCHED, REMOVE & WASH CLTHG BEFORE REUSE. ING EST: IF

SWALLOWED, CALL PHYS IMMEDIATELY. NEVER GIVE ANYTHING BY MOUTH TO
UNCONSCIOUS

PERSON. TREAT SYMPTOMATICALLY.

Handling and Disposal

Spill Release Procedures: KEEP UNNEC PEOPLE AWAY. FLOOR MAY BE
SLIPPERY; USE
CARE TO AVOID FALLING. DIKE & CONTAIN MATL W/INERT MATL(E.G. SAND,
EARTH). TRANSFER LIQUID TO CNTNRS FOR RECOVERY/DISP & SOLID DIKING
MATL '
TO SEPARAT E CNTNRS FOR DISP. KEEP SPILLS & CLEANING (SUPDAT)
Neutralizing Agent: NONE SPECIFIED BY MANUFACTURER.
Waste Disposal Methods: COATING & ANY CONTAMD DIKING MATL SHOULD BE
THORO
ATIR DRIED & COLLECTED INTO DRUMS. DRUMS SHOULD THEN BE SEALED &
PROPERLY LBLD W/WASTE DESIGNATION & LANDFILL/INCINERATED ACCORDING TO
CURRENT LOCAL, S TATE AND FEDERAL REGULATIONS.
Handling And Storage Precautions: MAX STORAGE TEMP 100F. KEEP CLOSURE
TIGHT
& CONTAINER UPRIGHT TO PREVENT LEAKAGE. PRECAUTIONARY LABELING: "KEEP
FROM FREEZING".
Other Precautions: DO NOT GET IN EYES. AVOID SKIN CONT. PVNT
PRLNGD/RPTD BRTHG
OF VAPS/SPRAY MISTS. DO NOT HNDL UNTIL MFR'S SAFETY PRECAUTIONS &
LABEL
INSTRUCTIONS HAVE BEEN READ & UNDERSTOOD. AVOID BREATHING SANDING DU
ST.

Fire and Explosion Hazard Information

Flash Point Text: NON-COMBUSTIBLE

Extinguishing Media: MEDIA SUITABLE FOR SURROUNDING FIRE (FP N).

Fire Fighting Procedures: USE NIOSH APPROVED SCBA & FULL PROTECTIVE
EQUIPMENT (FP N).

Unusual Fire/Explosion Hazard: NONE SPECIFIED BY MANUFACTURER.

Control Measures

Respiratory Protection: NONE REQD IF GOOD VENT IS MAINTAINED. WEAR RESP
{(NIOSH-APPRVD/EQUIV) SUITABLE FOR CONCS & TYPES OF AIR CONTAMINANTS
ENCOUNTERED. USE NIOSH APPRVD CHEMICAL/MECHANICAL FILTERS DESIGNED TO

REMOVE
PARTICU LATES IN OPEN & RESTRICTED VENT (SUPDAT)

Ventilation: SUFFICIENT VENT, IN PATTERN & VOL, SHOULD BE PROVIDED TO

KEEP
AIR CONTAMINANT CONC BELOW APPLIC EXPOSURE LIMITS. (SUPDAT)

Protective Gloves: IMPERVIOUS/NEOPRENE/RUBBER GLOVES.

Eye Protection: ANSI APPRVD CHEM WORKERS GOGGLES (FP N).

Other Protective Equipment: ANSI APPRVD EYE WASH & DELUGE SHOWER (FP

N). USE
DISPOSABRLE/IMPERVIOUS CLTHG IF WORK CLTHG CONTAM IS LIKELY. (SUPDAT)



Work Hygienic Practices: WASH HANDS BEFORE EATING, SMKNG/USING
WASHROOM. '

FOOD/BEVERAGES SHOULD NOT BE CONSUMED ANYWHERE THIS PROD IS (SUPDAT)
Supplemental Safety and Health: SPILL PROC: RUN-OFFS OUT OF MUNICIPAL
SEWERS

& OPEN BODIES OF WATER. RESP PROT: AREAS. USE NIOSH APPRVD ATIRLINE
TYPE

RESP/HOOD IN CONFINED AREAS. VENT: ALL APPLIC AREAS SHOULD BE
VENTILATED

I/A/W OSHA REG 29CFR PART 1910.S$4. OTHER PROT EQUIP: USE PROT CREAM
IF

PRLNGD SKIN CONT IS LIKELY. HYGIENE PRACT: BEING APPLIED.

Physical/Chemical Properties

B.P. Text: 212F,100C

M.P/F.P Text: >32F,>0C

Vapor Pres: 760 @ 100C

Vapor Density: HVR/AIR

Spec Gravity: 1.02 (FP N)

Bvaporation Rate & Reference: SLOWER (BUTYL ACETATE =1)
Solubility in Water: COMPLETE

Appearance and Odor: LIQUID, SLIGHT ODOR.

-Reactivity Data

Stability Indicator: YES
Stability Condition To Avoid: NONE SPECIFIED BY MANUFACTURER.
Materials To Avoid: AVOID CONTACT WITH: STRONG OXIDIZING AGENTS(E.G.
NITRIC
ACID, PERMANGANATES), ETC.
Hazardous Decomposition Products: SOME CARBON MONOXIDE.
Hazardous Polymerization Indicator: NO
Conditions To Avoid Polymerization: NOT RELEVANT.

Toxicological Information

Ecological Information

MSDS Transport Information

Regulatory Information

Other Information

_HAZCOM Label

Product ID: FIBERSET FT & FIBERSET PM, 7470
Cage: 0JYLS

Company Name: FIBERLOCK TECHNOLOGIES INC
Street: 630 PUTNAM AVE

PO Box: 390432




City: CAMBRIDGE MA
Zipcode: 02139-0802
Health Emergency Phone: 617-876-8020;800-255-3924
Label Reguired IND: Y
Date Of Label Review: 11/25/1997
Status Code: C
Label Date: 11/25/1997
Origination Code: G
Eye Protection IND: YES
Skin Protection IND: YES
Signal Word: CAUTION
Respiratory Protection IND: YES
Health Hazard: Slight
Contact Hazard: Slight
Fire Hazard: None
Reactivity Hazard: None
Hazard And Precautions: ACUTE: INHALATION: VAPORS OR SPRAY MISTS MAY BE
SLIGHTLY IRRITATING TO EYES, NOSE, THROAT, AND MUCOUS MEMBRANE OF
RESPIRATORY
TRACT, PRODUCING SYMPTOMS OF HEADACHE AND NAUSEA IN POORLY VENTILATED
AREA S.
SKIN CONT: PROLONGED OR REPEATED CONTACT WITH COATING MAY CAUSE
SLIGHT SKIN
IRRITATION. EYE CONT: DIRECT CONTACT; INCONSEQUENTIAL EYE IRRITATION.
INGESTION: MAY CAUSE NAUSEA AND INTENDED EXPECTORAT ION. CHRONIC:
NONE LISTED
BY MANUFACTURER.

Disclaimer (provided with this information by the compiling agencies):
This

information is formulated for use by elements of the Department of
Defense.

The United States of America in no manner whatsoever expressly or
implied

warrants, states, or intends said information to have any
application, use or

viability by or to any person or persons outside the Department of
Defense

nor any person or persons contracting with any instrumentality of the
United

States of America and disclaims all liability for such use. Any
person

utilizing this instruction who is not a military or civilian employee
of the

United States of America should seek competent professional advice to
verify

and assume responsibility for the suitability of this information to
their

particular situation regardless of similarity to a corresponding
Department

of Defense or other government situation.



APPENDIX C

STANDARD OPERATING PROCEDURES (SOP) FOR SURFACE SOIL AND
SUB-SURFACE SOIL SAMPLE COLLECTION

C:\RJIMMAEH\Demolition\FlueDemWP051707.doc 5/17/2007\2:48 PM



LIST OF STANDARD OPERATING PROCEDURES (SOP) FOR

SURFACE |SOIL AND SUBSURFACE SOIL SAMPLE COLLECTION
SOP/Form Title Key words
Number
HEF-SOP-2 ~ Determination, Identification, and Description of
Field Sampling Sites Sampling
HF-SOP-4 Packing and Shipping Samples Sampling
HF-SOP-5 Chain-of-Custody Documentation
HF-SOP-7 Decontamination of Sampling Equipment beconmminalion
HF-SOP-29 Labeling and Documentation of Samples Documentaiion
HF-SOP-31 Field Notebooks ’ Documentation
HF-SOP-58 Management and Validation of Ficld and i)ocumenlmion
Laboratory Data
HS-SOP-6 Procedure For Collecting Surface Soil Samples Soil
HS-SQP-13 Rinsate Blank Collection Sampling
HS-S0P-57 Soil Sampling Procedure For Test Pits Soil



APPENDIX D

FUMED SLAG ANALYTICAL DATA
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T ANALYTICAL SUMMARY REPORT

May 02, 2005

Iver Johnson

MT DEQ '
. PO Box 200901 g . 4 ! PPY

Hclena, MT 59620

Workorder No.: H05040130
Project Name: ASARCO Slag Pile

RECEIVE
MAY 0 5 2005 X -

Dept. of Envira. Quality
Waste & Underground
Tank Managemsant Bursay

Energy Laboratories Inc received the following 10 samplés from MT DEQ on 4/14/2005 for analysis.

Sample ID Client Sample ID Colicet Date Reccive Date

Matrix

Test

H05040130-001  ASPOI1-B3 04714705 14:15 04/14/05

Solid

Metals by ICP/ICPMS, Total
Mercury in Solid By CVAA
Digestion, Total Meuals
Digestion, Mercury by CVAA

H05040130-002  ASP02-B5 _ 04714705 14:21 04/14/05

Solid

Same As Above

HO05040130-003  ASP03-Bl4 04714705 14:28 04/14/05

Solid

Mezals by ICP/ICPMS, Total
Chloride, Sulfate

Mercury in Solid By CVAA
Moisturs

Moisture

‘Poivzhlorinated Biphee+is (PCB's)

pH

Digestion, Total Metais

Digestion, Mercury by CVAA

Saturated Paste Extraziian

Sompication Extraction

Soil Sonication Extracityg

Semi-Volatile Orgacic Compounds, PAHs
Volatile Organics, M=:kasol Extraction .
8260-Voletile Organi: Compounds - Short List

H035040130-004  ASPQ4-C4 04/14/05 14:37 04/14/05

Solid

Metals by ICP/ACPEMS, Total
Mercury tn Solid By CVAA
Digestior, Total Meta!s
Digestion, Mercury by CVAA

H05040130-005 ASP03-C9 04/14/05 14:44 04/14/05

Solid

Metals by ICP/ICPMS, To:al

Chloride, Sulfate

Mercury in Solid By £v2A

Moisturz

Moisturs

Polvchlorinatzd Biphez=is (PCB's)

pH

Digestion, Total Metzis

Digestion, Mercury b CVAA

Saturated Peste Extrasticn

Sonication Extractizs

Soil Sunication Extraztiza

Semi-Volatile Orgacit Compounds, PAHs
Volatile Organics, Methanol Extraction
8260-Volatile Organiz Compounds - Short List




- H05040130-006 ASPO6-D16 04/14/05 14:50 04/14/05

Solid

Metals by ICP/ICPMS, Total
Mercury io Solid By CVAA
Digestion, Total Metals
Diaestion, Mcrcury by CVAA

HQ5040130-007 ASPO7-F3 04/14/05 14:57 04/14/05

Solid

Same As Above

H03040130-008 ASP08-G2 04/14/05 15:04 04/14/05

Solid

Metals by ICP/ICPMS, Total —.

Chloride. Sulfate _

Mercury in Solid By CVAA

Moisture

Moisture

Polychlorinated Biphenyls (PCB's)

pH

Digestion, Total Metals

Digestion, Mercury by CYAA

Saturated Paste Extraction

Sonication Extraction

Soil Senication Exrraction

Semi-Volatile Organic Compouads, PAs .
Volatile Organics, Mzthanol Extraction
8260-Volatile Organic Compounds - Short List

H05040130-009  ASP09-G4 04/14/05 15:07 04/14/05

Solid

Metals by ICP/ICPMS, Total
Mercury in Solid By CVAA
Digestion, Total Metals
Digestion, Mercury by CVAA

H05040130-010  ASP10-HI6 04/14/03 15:15 04/14/05

Solid

Same As Above

There were ne problems with the analyses and all data for associated QC met EPA or laboratory specifications

except where noted in the Case Narrativz or Repart.

If you have any questions regarding these tests results, please call.

2

Report Approved By:




e —————————— "~ LABORATORY ANALYTICAL REPORT

Client: MT DEQ _ Report Date: 05/02/05
Project: ASARCO Slag Pile _ Collection Date: (414705 14:15
LabID: HO05040130-001 Date Received: 0471405

Client Sample ID: ASP01-B3 Matrix: Solid

MCL/

Analyses Result  Units Qual RL QCL  Method Analysis Date / By
METALS, TOTAL

Antimony 349 mg/kg 50 SW6020 0+/27/05 00:49/ rih
Arsenic ) - 130 ma/kg - 50 SWe6020 0/27/05 00:49/ rlh
Beryllium ND mg’/kg 50 SwWe0108 04:22/05 03:48/ jiw
Cadmium ' 31 malkg 1.0 SWe0108 04.20/05 19:24 / jiw
Chromium 60.8 mg/kg 50 Swe0108 04720105 19:24 / jjw
Cobalt 164 mg/kg 5.0 Swe0108 0420105 19:24 / jjw
Iron ' 196000 mgkg O 40 SW60108 04.20/05 19:28 / jjw
Lead 134  mg/kg 5.0 SWes0108 4.20/05 19:28 / jiw
Manganese : 11400 malkg 5.0 SWE0108 04.22/05 03:48 / jjw
Mercury - ND mgkg - 1.0 SWT4TIA 04.25/05 13:51 / KC
Nickel 8.4 mg/kg 50 " SWs010B (4:20/05 19:24 / jjw
Phosphorus 652 mg/kg : 10 ~ SWs0108 04:22/05 03:48 / jjw
Selenium 6.4 mg/kg 50 SW6020 04°27/05 00:49 / rih
Zinc 13200 ma/kg 5.0 SW&g0108 (:4°20/05 19:28 / jjw

MCL - Maximum contaminant level.

Report RL - Analyte reporting limit.
ND - Not detected at the reporting limit.

Deftaitions: QL - Quality control limit.
D - RL increased due to sample matrix interferenze.



. LABORATORY ANALYTICAL REPORT

Client: MT DEQ Report Date: 03/02/05

Project: ASARCO Slag Pile Collection Date: 04714/05 14:2)

Lab ID: H05040130-002 ' . Date Received: 04714/05 ;
Matrix: Solid .

Client Sample ID: ASPO02-BS

MCL/
Analyses Result  Units Qual RL QCL  Method Analysis Date / By
METALS, TOTAL
Antimony 48.7 mgfkg 5.0 SWEQ20 Q4727105 00:56 / rih
Arsenic T 135  mglkg 5.0 SW&020 04/27/05 00:56 / rih
Beryllium ND  mglkg 5.0 SW60108B 04/22/05 03:51 / jjw
Cadmium 4.1 mg/kg 1.0 Swe0108 04/20/05 19:32 / jjw
Cnromium 59.4  mg/kg 5.0 Swe0108 4/20/05 19:32/ jjw
Cobait 207 mg/kg 5.0 SWe60108 04/20/05 19:32 / jiw
Iron 243000 mg’kg D 80 SW6e0108B 04522/05 03:51 / jjw
Lead 140  mgkg 5.0 sSwe0108 04/20/05 19:32/ jjw
Manganese 11700 ma’kg 5.0 SW60108 04722/05 03:51 / jjw
Mercury ND mg/kg 1.0 : SW7471A 4/25/05 13:57 1 KC
Nickel 204 mglkg 5.0 SW6020 C4/27/05 00:56 / rh
Phosphorus 584  mglkg 10 SW60108 4/22/05 03:51 / jjw
Selenium 85 mgkg 5.0 SW6020 04727/05 00:56 / rih
Zinc 16900 mg/kg 5.0 SWs50108 4/22/05 03:51/ jijw
Report RL - Analyte reporiing limit. MCL - Maximum contaminant level.

Definitions:  QCL - Quality contro! fimit. ND - Not detected at the reporting limit.

D - RL increased due to sample matrix interference.




"LABORATORY ANALYTICAL REPORT

Client: MT DEQ Report Date: 05/02/05
Project: ASARCO Slag Pile Colection Date: 04/14/05 14:28
Lab ID: H05040130-003 ] Date Received: 04/14/05
Client Sample ID: ASP03-Bl14 Matrix: Solid
MCL/
Analyses Result  Units Qual RL QCL  Mecthod Analysis Date / By
PHYSICAL CHARACTERISTICS
Moisture 0.500 w% 0.0100 SW3550A 04/22/C5 02:157/MC .
CHEMICAL CHARACTERISTICS
pH, 1:2 86 s.u. 0.1 ASA10-3 04/25/05 16:18 / srm
Chioride, 1:2 1.99 mg/kg 1.00 ASA10-3 04/26/05 11:49 / qed
METALS, TOTAL
Antimony 337 mgkg 5.0 SW65020 04/27/05 01:03 / rlh
Arsenic 118 mg/kg 50 . SWE020 04/27/05 01:03 / rth
~ Beryllium ND  mg/kg 50 SWE0103 04/22/05 04:02 / jiw
Cadmium 296 mg’kg 1.0 SW60108 04/20/05 19.35/ jiw
Chromium 67.1 mg/kg 5.0 SWe0103 04/20/05 19:35/ jjw
Cobalt 17 mg/kg 5.0 SWe0108 04/20/05 19:35/ jjw
fron 264000 mg/kg D 80 SW50133 04:22/05 04:02 / jiw
Lead £€3.8 ma/kg 5.0 SW80132 04/20/05 19:25 / jiw
Manganese 13200 mg/k3 5.0 SWe013:2 04/22/05 04:02 / jro/
Mercury ND mg-kg 1.0 SW7griA 04/25/05 13:5%/ K2
Nicket 14.5 mg/k3 5.0 SW602% 04/27/05 01:03 / 7lh
Phosphorus €12 mag/kg 10 SWE0123 04/22/05 04:02 / jiw
Selenium 84 mg/kg 50 SWe02% 04/27/05 01:C3 / ttn
Zinc 13500 ma/ky 5.0 SW60123 04/22/05 04:02 / jjw
VOLATILE ORGANIC COMPOUNDS
Bromoform ) ND mg’kg 0.20 SW8283 04/21/05 16:42 / trr
Benzene ND mgfkg 0.20 SWe2s53 04/21/05 16:42 /trr
Bromobenzene ND mg/kg 0.20 SW82532 04/21/05 16:42 / tre
Bromochloromethane ND ma/kg 0.20 Swaacc2 04/21/05 16:42 / trr
Bromodichloromethane ND mg/kg 0.20 SW82533 04/21/05 16:42 / tre
Bromomethane ND mglkg 0.20 SW82855 04/21105 16:42 1 tee
Carbon tetrachloride NO mg’kg 0.20 SWE2£02 04/21/05 16:42 / trr
Chiorobenzene ND mg’kg 0.20 Swezzis 04/21/05 16:42 / 4ir
Chloroethane ND mg/kg 0.20 SWE2572 04/21/05 16:42 / trr
2-Chloroethyl vinyl ether ND mglkg 0.20 SWezss 04/21/05 16:42 / -
Chloroform ND mg/kg 0.20 sweaess 04/21/05 16:42 / trr
Chloromethane ND mg/kg 0.20 SWe2est 04/21/05 16:42 / tr-
2-Chlorotoluene ND ma/kg 0.20 SWE257%2 04/21/05 16:42 / tir
4.Chlorotoluzne ND mg/kg 0.20 SWe2s5z 04/21/05 16:42 /7t~
Chlorodibromomethane ND mg/kg 0.20 SwWazeiz 04/21/05 16:42 / uis
1,2-Dibromoethane MO mg/kg 0.20 SWE2s5% 04/21/05 16:42 / ur+
Dibromomethane ND mglkg 0.20 SWE2532 04/21/05 16:42 / tir
1.2-Dichlorobenzene MND mg/kg 0.20 SwWez2sn=s G4/21/05 16:42 / it

RL - Analyte reporting limit.
QCL - Quality control limit.

Report
Defipitions:

D - RL increased due to sample matrix interference.

MCL - Maximum contaminant iz /e:,
ND - Not detected a' the reporting limit.



LABORATORY ANALYTICAL REPORT

Client: MT DEQ ' Report Date: 03:02/05
Project: ASARCO Slag Pile : Collection Date: 0471405 14:28

Lab ID: HO05040130-003 Date Received: 041405

Client Sample ID: ASP03-Bl4 Matrix: Solid .

MCL/
Analyses Result  Units Qual RL QCL. Mecthod Analysis Date/ By
VOLATILE ORGANIC COMPOUNDS .
1,3-Dichlorobenzene ND  mg/kg 0.20 Sw32608 04/21/05 16:42 / trr
1,4-Dichlorobenzene : ND mar/kg 0.20 Sws§2608 04'21/05 16:42 / trr
Dichlorodifiuoramethane ND mg/kg 0.20 : SwW32608 04/21/05 16:42 / trr
1,1-Dichioroethane ND mog/kg 0.20 ’ SW§2608 02/21/05 16:42 / ter
1.2-Dichlorosthane ND  mg/kg 0.20 SW§2608B . 04°21/05 16:42 / ter
cis-1,2-Dichloroethene ND ma’/kg 0.20 SwW82608 4/21/05 16:42 / tre
1,1-Dichloroethene ND mg/kg 0.20 ’ S\W8260B 04°21/05 16:42 / ter
trans-1,2-Dichloroethene ND mg/kg 0.20 ' SWE2608 04:21/05 16:42-/ trr
i.Z-DichIoropropane ND mg’kg 0.20 ' SW82608 04.21/0516:42 I trr
1,3-Dichloropropane ND ma/kg 0.20 ) SW§2608 0+°21/05 16:42 / trr
2.2-Dichloropropane ND ma/kg 0.20 . 'SWS82608 04,21/05 16:42 / trr
1,1-Dichioropropene ND mg/kg 0.20 : Swag260B 04;21/05 16:42 / trr
cis-1,3-Dichloropropene NO ma/kg 0.20 SwWs2608 04°21/05 16:42 / trr
lran5-1,3-Dich}oropropené ND mg/kg 0.20 Sws2608 02°21/05 16:42 / tir
Ethylbenzzne ND ma'kg 0.20 S\WS2608 Q2°21/05 16:42 / trr
Msthyl 12rt-butyl ether (MTBE) ND  ma'kg 6.20 SWS2608 22721/05 16:42 / tre
Mathylens chloride ND ma/kg 0.20 SWE2608 ALTUCS 16:42 / ter
Msethy! sthyl ketone NO  mgkg 4.0 . Sw3260B 55721/05 18:42 / trr
Styrzne ND ma/kg c.20 SWE2608 0421105 16:42 / trr
1,1,1,2-Tetrachloroethane ND ma’kg 0.20 Swa2608 0+°21/05 16:42/ trr
1,1,2.2-Tetrachloroethane NC ma/kg 0.20 SwWs§260B8 32°21/05 16:42 / trr
Tetrachlorosthene ND ma’kg 0.20 . Swez608 0+'21/05 16:42/ trr
Toluen2 NO ma/kg 0.20 SwW82608 02°21/05 16:42/ tr
1,1,1-Trichloroethane ND ma’kg 0.20 . - SWe2608 04721105 16:42 [ tre
1,1,2-Trichloroethane ND ma/kg 0.20 . SW8260B G2 21/05 16:42 1 trr
Trichloroathane ND mg/kg - 0.20 SWg2608B 04621105 16:42 / trr
Trichlorofluoromethane ND  mg/kg 0.20 " SwWa32608 " 0e’21/05 16:62 1 trr
1.2.3-Trichloropropane ND ma/kg 0.20 , Sweze08 ¢221/05 16:42 / ter
Vinyl chloride NO ma/kg 0.20 SW32608B $4°21/05 16:42 / ter
m+p-Xylenes ND mg/kg 0.20 P Swa2e08 0421105 16:42 / trr
o-Xylens ND mg/kg 0.20 . Sweae08 04721105 16:42 1ty
Surr: p-Bromofluorobenzene 134 %REC 78-160 SwWa2608 06721105 16:42 1 ter
Surr: Dibromofluoromethane 116 %REC 70-132 Swe260B 02°21/05 16:42 / tr
Sur:. 1,2-Dichloroethane-d4 1i¢  %REC 60-133 SWe260B L2105 16:42 1 tir
Suri. Toluene-d8 126 %HREC 75-138 SW22608 22723105 16:42 / tir
SEMI-VOLATILE ORGANIC COMPOUNDS
Azenzphihane ND  mafkg 0.33 Sw/3270C 24°23/0513:55/sm
cenaphthylene ND malkg 0.33 - Swez7oC 5621105 13:55 /sm
Anthracene ND  mg/kg 0.33 Sweg270C 7421105 13:55/ sm
Benzola;anthrazene ND mg/kg 0.23 = SW3270C £.4/21/05 13:55/sm
Report RL - Analyte reporting limit. MCL - Maximum conlamirant feval.

Definitivus: Qg . Quality control limit. ND - Not detected at the reporting limit




LABORATORY ANALYTICAL REPORT

Client: MT DEQ Repart Date: 05/02/05
Project: ASARCO Slag Pile Collection Date: 04/14/05 14:2%
Lab ID: H05040130-003 Date Received: 0414/05
Clicnt Sample ID: ASP03-Bl4 Marrix: Solid
MCL/
Analyses Result  Units Qual RL QCL  Method Analysis Datc / By
SEMI-VOLATILE ORGANIC COMPOUNDS
Benzo(a)pyrene ND  mg/kg . 0.23 SWsS270C 04/21/05 13:55/ sm
Benzo(b)fluoranthene ) ND mg/kg 0.33 SW8270C 04/21/05 13:56 / sm
Benzo(g.h,i)perylene ND mg/kg 0.33 SwWs8z270C 04/21/05 13:56 / sm
Benzo(k)flucranthene ND mg/kg 0.23 SW8273C 04/21/05 13:56 / sm
Chrysene : - ND mg/kg 6.23 SWS§270C 04.21/05 13:55/ sm
Dibenzo(a,h)anthracene ND mg/kg G.33 SWS270C 04/21/05 13:56 / sm
Fluoranthene ND ma/kg 0.23 SW8270C 04/21/05 13°55 / sm
Fluorene ‘ ND  mg/kg 0.33 SW§270C 04/21/05 13:56 / sm
Indeno(1,2,3-cd)pyrene ND my’kg 0.23 SwWszrcC 04/21/05 13:56 / sm
Naphthalene ' ND  mg/kg 0.33 SW8270C 04/21/05 13:55 / sm
Phenanthrene - NO  mg/kg 0.33 SWSZTiC 04/21/05 13:56 / sm
Pyrene ND mg/kg 0.33 SWeE270C 04:21/05 13:56 / sm
Surr: 2-Fluorobiphenyl : 825 %REC 30-115 SWEZTdC 04/21/05 13:55 / sm
Surr: Nitrobenzene-d3 83.7 %REC 23-120 SWSZT4C 04/21/05 12:56 / sm
Surr: Terphenyl-d14 886 %REC 15-137 SWSBITIZ 04°21/05 13:52 - sm

POLYCHLORINATED BIPHENYLS (PCB'S)

Aroclor 1016 ND ma/kg " ¢.017 SWesiz
Aroclor 1221 ND ma/kg €.017 SWeliz
Aroclor 1232 ND ma/kg 0.017 SW8)::
Aroclar 1242 : NO mg/kg 0.017 SWa89z:z
Aroclor 1248 ND mg/tg 0.017 SWS83zL
Aroctor 1254 ND ma’kg 0.017 SW8giz
Aroclor 1260 . ND mafrg 0.017 SWe8siz
Aroclor 1262 ND mg/kg 0.017 SW8oiL
Arocior 1268 ND mg’kg 0.017 SwWegoz2
Sur: Decachlorobiphenyl 96.0 %REC 50-126 SWB8022

Surr: Tetrachloro-m-xylene 86.0 %REC 42-115 SW80zZ
Sample extract received a Sulfutic Acid Clean-up (=2~ Methed 3665) and a Sulfur Clean-up (EPA Method 3550) prior to 22,5 5

04,24/05 C3:12 7 izw
Q4,24/05 03:13 ¢ taw
04/24/05 03:13 7 law
(4/24/05 03:13 ' law
04/24/05 03:13 / law
04/24/05 03:13 ./ law
04/24/05 03:12 / law
04/24/05 03:13/ law
04/24/05 03:13 7 law
04/24/05 03:13 / law
04,24/05 03:13 ! law

Report RL - Analyte reporting limit. MCL - Maximum contaminant iz /=
Dehitions:  QCL - Quality control limit. ND - Not! detected at the reps=r limit.



LABORATORY ANALYTICAL REPORT

Client: MT DEQ . ’ Report Date: 05/02/03

Project: ASARCO Slag Pile Collection Date: 04/134/05 14:37

LabID: H05040130-004 Date Reccived: 04/1405

Client Sample ID:  ASP04-C4 Matrix: Solid .
. MCL/

Analyses Result  Units Qual RL QCL  DMecthod Analysis Date / By

METALS, TOTAL

Antimony 435  mog/kg 5.0 . SW6020 04:27/05 01:10 / rih
Arsenic : 155 mglkg_ 5.0 SW6020 04/27/05 01:10/rih
Beryliium NO mg’kg 50 SW60108 04,22/05 04:06 / jjw
Cadmium 51 ma’kg 1.0 SWs0108 04/20/05 19:39/ jjw
Chromium 71.2  mg/kg 5.0 SW60108 04/20/95 19:38/ jjw
Cobalt 212 mghkg 5.0 SW60108 04/20/05 19:39/ jjw
Iron ' 273000 mg/kg D E0" SW60108 04/22/05 04:06 / jiw
Lead 364 mg/kg 5.0 SWs0108 04/20/05 19:39 / jjw
Manganese 12200 mag/kg 5.0 SW60108 04722/05 04:06 / jjw
Mercury ND mg’kg 1.0 SW7471A 04/25/05 14:01/KC
Nickel 229 mgkg 50 SW6020 04/27/05 01:10/«lh
Phosphorus 586 mg/kg 10 SW6010B 04/22/05 04:06 / jiw
Selenium 121 mg/kg 5.0 SW6020 04:27:25 01:10 / rhh
Zinc 17900 mg/kg 5.0 SW5010B 04722105 04:06 / jjw

Report RL - Analyte reporting limit. MCL - Maximum contaminant Ievéi.

Definitions: QqcL . Quality coatrof limit. ND - Not detected at the reporting limit.
D - RL increased due o sample matrix interference.




LABORATORY ANALYTICAL REPORT

Client: MTDEQ Report Date: 05/02/05

Project: ASARCO Slag Pile | Collection Date: 04/14/05 14:44
Lab ID: HO05040130-005 Date Received: 04/14/05
Clicnt Sample ID: ASP05-C9 Matrix: Solid

MCL/
Analyses Result  Units Qual RL QCL  pMlethod Analysis Date/ By
PHYSICAL CHARACTERISTICS :
Moisture 0.800 wi% 0.0100 SW3550A 04/22/05 08-15 / MC
CHEMICAL CHARACTERISTICS
pH, 1:2 9.0 S.u. 0.1 ASA10-3 04/25/05 16:18 / s:m
Chloride, 1:2 2.89 mg/kg 1.00 ASA10-3 04/26/05 12.13 / q=d
METALS, TOTAL . ]
Antimony 371 mg/kg 50 SW6020 04/27/05 01:44 /rlh
Arsenic 117 mg/kg - 5.0 - SWe020 04/27/05 01:44 / 1h
Beryllium o ND mg/kg 5.0 SW60108 04/22/05 04:13 / jiw
Cadmium 31 mgkg 1.0 SW60103 04/20/05 19:42 / jiw
Chromium 744  mglkg 5.0 SwWe0108 04/20/05 19:42 / jjv
Cobait 153 ma/kg 5.0 SW60155 04/20/05 19:42 / i~
Iron 252000 mg/kg D 83 SW30105 04/22/05 04:13 / jiw
Lead 180 ma'ka 50 - SW5H0123 04/20/05 19:42 ! jiw
Manganese 11300  ma’kg LR SW52163 04:22/05 04:13 / jruy
Mercury ' NO  ma’kg 1.0 SWT4T14 04/25/05 14:04 / KC
Nickal 15.9 ma’kg 5.0 SW5s020 04/27/05 01:44 / tlh
Phosphorus 7q7 ma’kg 10 SWS0133 04722105 04:13 / jw
Selenium 12.7 mg/kg £.0 , SW5020 04/27/05 01:44 / rinx
Zing 12500 ma/kg 5.0 SWo0103 04/22/05 04:13 / jiwe
VOLATILE ORGANIC COMPOUNDS
Bromoform ' ND  makg 0.20 SW8§2575 0412105 17:16 / s
. Benzene ND ma’kg C.20 Swe2sde 04/21/05 17:16 / urr
Bromobenzene ND my’ka 0.20 SW3a2552 04/21/05 17:15/ trr
Bromochioromethane ND mg/kg 0.20 SWe826C2 04/21/05 17:16 / ter
Bromodichloromethane ND mg/k.3 0.20 SWe25¢2 04/21/05 17:15 / ter
Bromomethane ND mg/kg 0.20 SW82503 04/21/05 17:18 / trr
Carbon tetrachioride ND mg/kg 0.20 SWE2603 04/21/05 17:16 / trr
Chilorobenzene ND mylkg 0.20 SWE2532 04/21/05 1716 / trr
Chioroethane ND ma’kg 0.20 SWa2353 04/21/05 17:16 / tor
2-Chloroethyl viny! ether ND mg/kg 0.20 . Sweaesz 04/21/05 17:15/ tr¢
Chloroform ND mgg 0.20 SWE2s5%s 04/21M0517:16 7 tir
Chioromethane MO mg/kg 0.20 SWe2s5%5 042105 17:15 [ tev
2-Chlorotoluene ND mo/kg 0.20 T SWe253s 04/21/05 1716/ ur
4-Chlorotoluene NO mg'kg 0.20 SWeE25%s 04/21/05 17:158 7 tr
Chlorodibromomethane ND malkg 0.20 SW82808 04/21/05 1716/ t.r
1.2-Dibromoethane HD  mgks 0.20 SWE260E 04/21/05 17:18 / tr
Dibromomethane MD ma/kg 0.20 Swez2enz 0472105 17:16 / tir
1,2-Dichlorobenzene . ND mg/rg 0.20 sweas52 04/21/05 17:16 / Ir;
Report RL - Analyte reporting limit. MCL - Maximum coni:aminant ieve’

Definitions: gL - Quality controi limit. ND - Not detected 2! the reporiing lirmit

D - RL increased due to sample mz'rix interferenze.



LABORATORY ANALYTICAL REPORT

Clieat: MTDEQ Report Date: 03:02/03
Project: ASARCO Slag Pile . Collection Date: 0414705 14:44
Lab ID: H05040130-005 Date Rececived: 041405 .
Ctient Sample ID:  ASP05-C9 ) Matrix: Solid
MCL/
Analyses Result  Units Qual RL QCL  Methed Analysis Date/ By
VOLATILE ORGANIC COMPOUNDS
1,3-Dichlorobenzene . ND mg/kg - 0.20 SwW§2608 0421/05 17:16 / trr
1,4-Dichlorobenzene ’ NJ mg/kg 0.20 SwWge2608 0421705 17:16 1 ter
Dichlorodifluoromethane ND mg/kg 0.20 SW82608 04.21/05 17:16 / ter
1.1-Dichloroethane ND mg/kg 0.20 ; SWS2608 04°21/05 17:16 / ter
1,2-Dichlorosthane ND ma’kg 0.20 SWS§2608 04°21/05 17:16 / ter
cis-1,2-Dichloroethene ND mg/kg 0.20 SWE2608 04°21/05 17:16 / ter
1,1-Dichloroethene ND mg/kg 0.20 SW82608 04°21/05 17:16 / trr
trans-1,2-Dichloroethene ND mg’/kg 0.20 SW§260B 04:21/05 17:16 / trr
1,2-Dichloropropane ND mg’kg 0.20 SWS8260B 04:21/05 17:16 / ter
1.3-Dichloropropane ND mg/kg 0.20 : SW32608 04.21/05 17:16 / ter
2,2-Dichloropropane ND mg/kg 0.20 SW82608 04.21/05 17:16 / trr
1.1-Dichloropropene ND mg/kg 0.20 SWg2608 04°21/05 17:16 / trr
cis-1,3-Dichioropropene ND mg/kg 0.20 . SW8260B 04'21/05 17:16 / trr
trans-1,3-Dichloropropene NO ma’kg 0.20 SWE2808 04°21/05 17:18 / ter
Ethylbenzene NO mg’kg 0.20 SWe2608 2421005 1718 { ter
Methyl tert-butyl ether (MTBE) ND mg'kg 0.20 SW§2608 32105 1798/ tir
Methylene chlonde ND  mg/kg 0.20 SW82608 4 2 105 17:16 / trr
Mathy! ethyl ketone ND ma’kg 4.0 SWe2608 C221/0517:48 / tr
Styrene ND mg/kg 0.20 SWE25608 C423/05 1716 / trr
1.1,1,2-Tetrachloroethane ND mg/kg 0.20 " SWE260B 6421005 17:15 / trr
1,1,2.2-Tetrachloroethane ND ma/kg 0.20 SW82508 04°21/05 17:15 / trr
Tetrachloroethene ND ma/kg 0.20 . SW82608 G4'21/05 17:16 / trr
Toluzne ND mg/kg 0.20 SWE2608 CG4'29/0517:15/ tir
1.1,1-Trichloroethane : ND ma/kg 0.20 SWe2608 04721005 17:16 [ ter
1.1 ,Z-Trichloroelhane ND mg/kg 0.20 - SwWez608B (421/0517:16 / trr
Trichloroethene ND mg/kg 0.20 SW82608 04721/05 17:15/ trr
Trichlorofluoromethane . NO mg/kg 0.20 - SwW8z608 G421/0517:16 / trr
1,2,3-Trichloropropane ND ma/kg 0.20 SWE2603 Ca21CS 1716 / trr
Vinyl chioride ND mg/kg 0.20 SwWg2608 C4'21/0517:18/ trr
m+p-Xylenes ND mg/kg 0.20 SWE2608 L2105 1716 / trr
o-Xylene ND mg’kg 0.20 SWeg2s08 04°21/05 17:16 / tir
Surr: p-Bromofluorobenzene 118 %REC 78-160 SW32608 5421/05 17:16 / trr
Surr: Dibromofluoromethane 104 %REC T0-132 SwWeze0B 04°'21/0517:15 / trr
Surr 1,2-Dichloroethane-d4 104 %REC 6C-13¢ SW2260B L7205 1715/ trr
Surr Toluene-d8 104 %REC 75-128 SWE2608 L4205 1716 [ b
SEMI-VOLATILE ORGANIC COMPOUNDS )
Acenaphthene ND mg/kg 0.33 Swez70oC 4°21/0514:32/sm
Aczenaphthylene MD  mg/kg 0.23 SWez270C 54'21/05 14:35/ sm
Anthrazene ND mg/kg 0.33 SwWez70C 74721105 14:39/sm
Banzofajanthracene ND mg/kg 0.23 SWe270C 74°231/05 14:2¢/sm
Report RL - Analyte reporting fimit. MCL - Maximum contaminant leve!.

Definitions: QCL Quality control limit. ND - Not detacted at the reporting limit.




Clicat: MT DEQ
Project: ASARCO Slag Pile
Lab ID: E05040130-005

. Clicnt Sample ID: ASP05-C9

302:05
0414705 14:44
0414705

Solid

Analyses

Analysis Date / By

SEMI-VOLATILE ORGANIC COMPOUNDS

Benzo(a)pyrene
Benzo(b)fluoranthene
Benzo(g.h,i)perylene
Benzo(k)fluoranthene

Chrysene

Dibenzo(a.h)anthracene
Fluoranthene

Fluorene

Indeno(1,2.3-cd)pyrene
Naphthalene
Phenanthrene

Pyrene

Surr: 2-Fluorobiphenyl
Surr: Nitrobenzene-d5
Surr. Terphenyl-d14

POLYCHLORINATED BIPHENYLS (PCB'S)
Aroclor 1016
Aroclor 1221
Aroclor 1232
‘Aroclor 1242
Aroclor 1248
Aroclor 1254
Aroclor 1230
Aroclor 1262
Aroclor 1268
Surr: Decachiorobiphenyl
Surr: Tetrachloro-m-xylene

Sample extract received a Sulluric Acid Clean-up (EPA Method 3555) and a Sulfur Clzan-up (EPA Method 3660; prior to analysis.

LABORATORY ANALYTICAL REPORT
Report Date:
Collection Date:
“Date Received:
Matrix:
MCL/
Result  Units Qual RL QCL  Method
ND  -mg/kg 0.33 SWS270C
ND  mg/kg 0.33 SW85270C
ND  mg/kg 0.33 SW8270C
ND mg/kg 0.33 SW8270C
NO  makg 0.33 SW8270C
ND mg’/kg 033 SW8270C
NO  ma/kg 0.33 SWg270C
"ND  mg/kg 0.33 SW5270C
ND  mg/kg 0.33 SWeg270C
ND  mg/kg 0.33 SWsg270C
ND mg/kg 0.33 SW8270C
ND  mg/kg 0.33 SwW8270C
88.6 %REC 30-115 SWS270C
86.¢ %REC 23-120 SwW8270C
98.¢ %REC 18-137 SWE270C
ND  ma/kg 0.017 SW8082
ND  makg 0.017 SWs052
ND ma/kg 0.017 swsoe2
ND mg/ka 0.017 SWa0e2
ND  mg/kg 0.017 SW80g2
ND  mg/kg 0.047 SW80E2
ND  mg/kg 0.017 SW80E2
ND  malkg 0.017 Swa0s2
ND  mag/kg 0.017 Swaoez
140  %REC S 50-125 SWwWB8082
108  %REC 42-115 - SW80€2

04/21/05 14:39 / sm
04/21/05 14:39/ sm
04.21/05 14:39/ sm
04/21/05 14:39/ sm
04.21/05 14:38/ sm
04/21/05 14:39/ sm
04/21/05 14:39/sm
04:21/05 14:39/ sm
04.21/05 14:39/ sm
04/21/05 14:39/ sm
04/21/05 14:38/ sm
0.21/05 14:39/ sm
04/21/05 14:39/ sm

4°21/05 14:39/ sm
(4.21/05 14:39/ sm

(-£:24/05 03:40/ law
(4.724/05 03:40 / law
(4,24/05 03:40 / taw
(3.24/05 03:40 / law
4°24/05 03:40/ law
(£°24/05 03:40/ law
04'24/05 03:40 / law
(4.24/05 03:40/ law
04,24/05 03:40/ law
4-24/05 03:40 1 law
04°24/05 03:40/ law

Report
Definitions:

RL - Analyte reporting limit.

QCL. - Quality control limit.
S - Spike recovery outside of advisory limits.

MCL - Maximum contaminant level.
ND - Not datected at the reporting limit.



LABORATORY ANALYTICAL REPORT

Cliecnt: MTDEQ Report Date: 05 02/05
Project: ASARCO Slag Pile Collection Date: 04°14/05 14:50
Lab ID: H05040130-006 * Date Received: 041403 ’
i

Clicnt Sample ID: ASP06-D16 ' Matrix: Solid

. MCL/
Analyses Result  Units Qual RL QCL  Method Analysis Date / By
METALS, TOTAL .
Antimony 425 mgkg _ 5.0 : SW8020 - 0=727/05 01:51 / rlh
Arsenic 130 mg’kg 5.0 SW6020 04/27/05 01:51 / rth
Berylium ND my/kg 5.0 SWs3108 04722/05 04:17 { jjw
Cadmium 22 mgkg 10 - SW50108 (4/20/05 19:46 / jiw
Chromium 65.4 mgkg 5.0 SW50108 (4°20/05 19:46 / jiw
Cobalt 173 mg/kg . 5.0 SWs0108 (4720/05 19:46 / jjw
tron 305200 mg’kg - D 80 SWs0108 2422105 04:17 [ jjw
Lead 55.5 mg.’kg ) 5.0 SW6&0108 04720/C5 19:46 / jjw
Manganese 11800 mg’kg 5.0 SWe6010B (422/05 04:17 / jjw
Mercury ND mg'kg 1.0 SWT74T1A (4:25/05 14:08 / KC
Nicket 18.8  ma/k3 5.0 SWBQZO 04:27/05 01:51 / rth
Phosphorus 647  ma’kg 10 SWe0108 . (2722105 04:17 / jjw
Selenium ’ 11.0  mg’kg 50 SW5020 Ge/27105 01:51 / elh
Zinc 19100 mak3 5.0 SW50108 52722/05 04:17 / jiw
Report RL - Analyte reporting limit. MCL - Maximum contaminant lzvel.

Definitions:  QCL . Quality contro! fimit. ND - Not detecied at the reporting limit.

D - RL increased due to sample matrix interference.




LABORATORY ANALYTICAL REPORT

Client: MT DEQ Report Date: 05:02/05
ASARCO Slag Pile Collection Date: 0471405 14:57
Date Received: 04714035

Mlatrix: Solid

Project:
Lab ID: HO05040130-007
‘ Client Sample [D: ASP07-F3

MCL/

Analyses Result  Units Qual RL QCL  Method Aualysis Date / By
METALS, TOTAL

Antimony . 427  mg/kg 5.0 SW6020 04/27/05 01:58 / rlh
Arsenic 102  mgkg - 5.0 SwWe020 4/27/05 01:58 / rlh
Beryllium ND mag’kg 50 Sws0108 04/22/05 04:20 / jjw
Cadmium . ; 1.9 mg/kg 1.0 SW60108B 04720/05 19:49 / jjw
Chromium 705  mg/kg 50 SW60108 04°20/05 12:49 / jiw
Cobalt 171 mg/kg 5.0 . Swe0108 0+/20/05 19:49 / jjw
Iron 286000 mg/kg D 80 SW60108 04/22/05 04:20 / jjw
Lead 453  mgkg 5.0 SWs0108 04°20/05 19:49 / jjw
Manganese 12100 ma’kg 50 - SW60108 0+/22/05 04:20 / jiw
Mercury ND mg/kg 1.0 SW7471A 04./25/05 14:10/ KC
Nickel . 174  mg/kg 5.0 SW6020 04:27/05 01:58 / rh
Phosphorus 578  mg’kg 10 Swe0108 3/22/05 04:20 / jiw
Selenium 1386 mg/kg 50 SWes020 0+/27/05 01:58 / rlh
Zinc 16100 ma/ka 5.0 SW60108 (2°22/05 04:20 / jjw

MCL - Maximum contaminant level,

Report RL - Analyte reporting limit.
ND - Not detected at the reporting limit

Definitivas:  QCL - Quality control limit.
D - RL increased due to sample matrix interference.




TomirmImer et g P
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LABORATORY ANALYTICAL REPORT

Client: MT DEQ Report Date: 03/02/03

Project: ASARCO Slag Pile Collection Date: 04714705 [5:04

Lab ID: HO05040130-008 Date Received: 04°14/05 .
Client Sample ID: ASP03-G2 Matrix: Solid

MCL/
Analyses Result  Units Qual RL QCL  Method Analysis Date / By
PHYSICAL CHARACTERISTICS
Moisture 0.600 wi% -0.0100 SW3550A 04/22/05 08:15/ MC
CHEMICAL CHARACTERISTICS
pH, 1:2 9.2 s.u. 0.1 ASA10-3 04/25/05 16:16 / srm
Chloride, 1:2 1.06 mg/kg 1.00 ASA10-3 04/26/05 12:48 / ged
METALS, TOTAL
Antimony 43.8 mg/kg 5.0 SW6020 04/27/05 02:05/ rlh
Arsenic 112 mg/kg 5.0 SW6020 04/27/05 02:05/ rib
Beryllium ND mg/kg 5.0 SWgs0108 04/22/05 04:24 / jjw
Cadmium - 2.5 mg/kg 1.0 SW6010B 04:/20/05 20:00 / jjw
Chromium 598 mglkg 5.0 SWe0108 04/20/05 20:00 / jjw
Cobatt 193  ma’kg 5.0 . SwWe0108 04/20/C5 20:00/ jjw
Iron 290000 mg/kg D 80 SWE0108 5/22/05 04:24 / jjw
Lead 178 mg/kg 5.0 SWs50108B 03/20/C5 20:00/ jjw
Manganase2 : 1310¢  mg/kg 5.0 SWs350108B 04,22/03 04:24 / jjw
Mercury ND  mog/kg 1.0 - SW7471A 04/25/05 14:12/ KC
Nickel 1i7.¢ mg/kg 5.0 SW6020 04/27105 02:C5/ rlh
Phosphorus 720  mg/kg 10 SwWge0108 04/22/05 04:24/ jjw ‘
Selenium =R} mg/kg 5.0 SWe6020 04/27/05 02:05/ dh
Zinc 21106 mg/kg 5.0 SwWe010B 04/22/05 04:24/ jjw
VOLATILE ORGANIC COMPOUNDS
Bromoform NC mg/kg 0.20 SW82608 04/21/0517:51/ trr
Benzene ND ma/kg 0.20 SW82608 04s21/05 17:51 / tre
Bromobenzene ND mg/kg 0.20 SW8260B 04/21/C5 17:51/ ter
Bromochloromethane ND mg/kg 0.20 -+ SWE2608B 04/21/05 17:51/ tar
Bromodichloromethane ’ ND mg/kg 0.20 SWE2608 04/21/05 17:51/ trr
Bromomesthane ND mg/kg 0.20 SwWez608 04/21/05 17:511 trr
Carbon tetrachloride ND mg’kg 0.20 Swaz608 04/21/05 17:51 1 ter
Chlorobenzene ND mg/kg 0.20 SWE2608B 04721105 17:51 [ trr
Chiorosthane NO ma/kg 0.20 SWEz608 4721705 17:57 [ tre
2-Chloroethyl vinyl ether ND mg/kg 0.20 Sw8aeis 54721205 17:5%  ter
Chloroform ND mg/kg 0.20 SW82608 D4/21/05 17:51 / ter
Chloromethane ND mg/kg 0.20 - SW'EZSOB 96121105 17:51 I trr
2-Chlorotsluene NO  mg/kg 0.29 SW32608 541211051751 [ ter
4-Chlorotoluene ND mg/kg 0.20 SWe2608 04123105 17:51 [ trr
Chlorodibromomethane ND mg/kg 0.20 Swe2608B 04721105 17:51/ tre
1.2-Dibromoethane ND mg/ka 0.20 SWE2608 04/21/C5 17:51 / ter
Dibromomethane NO mg/kg 0.20 SW2260B 04721105 17:51 / trr
1,2-Dichiorobenzene ND mg/kg 0.20 Swez260B 06121105 17:51 / trr
Report RL - Analyte reporting fimit. MCL - Maximum contaminant level.

Definitions:  QcL - Quality control fimit. ND - Nat detected at the reporting lirmi:

D - RL increased due lo sample matrix interference.




LABORATORY ANALYTICAL REPORT

Client:© MT DEQ Report Date: 05:02/05
Project: ASARCO Slag Pile Callection Date: 04 14705 15:04
Lab1D: H05040130-008 Date Received: 04 14/05
. Client Sample ID:  ASP08-G2 Matrix: Solid
MCL/
Analyses Result  Units Qual RL QCI.  DNMethod Analysis Date / By
VOLATILE ORGANIC COMPOUNDS
1,3-Dichlorobenzene . NOD mg/kg - 0.20 SW§2608 04°21/05 17:51 / tir
1.4-Dichlorobenzene ND  mg/kg 0.20 SW§2608 C4/21/05 17:51 / trr
Dichlorodifiuoromethane ND mg/kg 0.20 SwW32608B 4/21/05 17:51 / trr
1,1-Dichloroethane ND mg/kg 0.20 SW§2608 0+721/05 17:51 / trr
1,2-Dichioroethane ND ma/kg 0.20 SWS260B 04’2105 17:51 / trr
cis-1,2-Dichloroethene ND mg/kg 0.20 SWE2608 0472105 17:51 / trr
1,1-Dichioroethene ND mg/kg 0.20 SW82608 4:21/05 17:51 / ter
trans-1,2-Dichloroethene ND  mg/kg 0.20 SWs52608 04721/05 17:51 / trr
1,2-Dichloropropane ND mg/kg 0.20 SwWs§2608 C4/21/05 17:51 / tre
1,3-Dichloropropane ND mg/kg 0.20 SWS260B 04:21/05 17:51/ ter
2,2-Dichioropropane ND mg/kg 0.20 SW§2508 4.°21/95 1751/ ter
1.1-Dichloropropene ND mg-kg 0.20 S\WS26C8 04:21/05 17:51 1 ter
cis-1,3-Dichloropropens - ND ma’kg 0.20 SWE2608 (='27/05 17:51/ trr
trans-1.2-Dichloropropene ND mg/kg 0.20 SWB2508 C4°21/05 17:51 / ter
Ethylbanzana NZ mg/ky 0.20 SWE2508 42105 17:51 / trr
Methy! te-butyl ether (MTBE) ND ma’kg 0.20 S\W32508 2221/05 17:51 / tre
Methylanz2 chloride ND mg/kg 0.20 SW82308 22105 17:51 [ ur
Methyl ethyl ketone ND mg/kg 4.0 SwW825038 $8°21/0547:51 [ trr
Styrene NO mg/kg 0.20 S\WE2503 (472105 17:51 1 trr
1,1.1,2-Tetrachloroethane ND ma/kg 0.20 SWeg2608 G4°21/05 17:51 / trr
‘ 1,1,.2.2-Tetrachloroethane ND mg/kg 0.20 SW352508 L2905 17:51 [ trr
Tetrachlorsethene ND  mg/kg 0.20 Sw82608 4721051751 [ trr
Toluene ND  mg/kg 0.20 Sw32508 £2721/05 17:51 / tre
1,1.1-Trichloroethane h ND mg/kg 0.20 SWeE2608 £4°21/05 17:51 1 trr
1,1,2-Trichlaroethane ND  mg/kg 0.20 SW322508 0472105 17:51 / tee
Trichioroethene ND ma/kg 0.20 S\W§2608 (421105 17:51 / tir
Trichlorofluoromethane ND mg/kg 0.20 SWez608 (4721105 17:51 / trr
1.2.3-Trichloropropane ND mg/kg 0.20 SwWa2s08 C4°21/05 17:51 / trr
Viny! chloride NG mg/kg 0.20 SWE2508 024°21/05 17:51 1 ter
m+p-Xylznes NO mg/kg 0.20 SW22508 C¢4/21/0517:51 / tre
o-Xylene NOC mg/kg ) 0.20 SwWeg2608 C421/05 17:51 / ter
Surr: g-Bromofluorobenzene 11 %REC 78-160 SwW22608 14721105 17:51 [ trr
Surr Oibromofluoromethane 12 %REC 70-132 SW:22608 2472105 17:51 I tre
Surr. 1.2-Dichloroethane-d4 102 %REC 6C-133 SWZ22508 2105 17:57 I tir
Su:i. Tolusne-d8 102 %REC 73138 SwWz2508 2472105 17:5% [ ter
SEMI-VOLATILE ORGANIC COMPOUNDS .
Acenaphtnene ND  mg/kg 0.33 SWa3az70C £4,21/05 15:21/sm
Acenaphtnylene ND mg/kg 0.32 SwWzz70C 242105 15:21 /sm
Anthrazene NS  mg/kg 0.33 SW2270C 24°21/05 15:21 / sm
Banzo!a)antnracene NGO mg/kg 0.23 SW2270C 7421105 15:21/sm
Report RL - Analyte reporting limit. MCL - Maximum contaminant level.
Definitons:  QCL . Quality control limit. ND - Not detectad at the reporting limit



Y LABORATONRIES § - B R D VAL SRt

LABORATORY ANALYTICAL REPORT

Clicnt: MT DEQ Report Date: 05/02/05
Project: ASARCO Slag Pile Collection Date: 0471405 15:04
Lab ID: HO05040130-008 Date Received: 04°14°03 .

Clicot Sample ID: ASP03-G2 Matrix: Selid

MCL/.
Analyses Result  Units Qual RL QCL . Mecthod Analysis Date / By
SEMI-VOLATILE ORGANIC COMPOUNDS
Benzo(a)pyrene . ND  mgkg - 033 SWg270C 04'21/05 15:21/sm
Benzo(b)fluoranthene ND mg'kg 0.33- sSwg270C 04.21/05 15:21/ sm
Benzo(g.h,i)perylene ND ma’kg 0.33 - Swsz270C 4:21/0515:21/ sm
Benzo(k)fiuoranthene ND mg’kg 0.33 sSwag270C (¢4.21/05 15:21/sm
Chrysene ND ma’kg 0.33 Swg270C 04°21/05 1521/ sm
Dibenzo(a,h)anthracene ND mg’kg 0.33 Swaz70C 4721/05 15:21/sm
Fluoranthene ND  mglkg 0.33 © Sws270C 04:21/05'15:21 [ sm
Fluorene ND  mg/kg 0.23 SWs270C 421/05 15:21/sm
indeno(1,2,3-cd)pyrene ND mg’kg 0.33 Swsz70C 0421/05 15:21/sm
Naphthalane ND  mg/kg 0.33 - SweszroC 04'21/05 15:21/ sm
Phenanthrene NO mg/'kg 0.33 Swsg270C 04:21/05 15:21/sm
Pyrene ND malkg 0.33 Swa8270C C421/0515:21/sm
Surr: 2-Fluorobiphenyl 759 %REC 30-115 SwW8270C 0£21/05 15:21/ sm
Surr: Nitrobenzene-d5 76.0 %REC 23-120 SwazroC (421/05 1521/ sm
Surr: Terphenyl-di4 88.9 %REC 18-137 SwWs8270C ¢221/05 15:21/sm
POLYCHLORINATED BIPHENYLS (PCB'S) :
Aroclor 1016 ND ma’kg 0.017 © SWB8082 1424705 04:08 / law
Aroclor 1221 ND  makg 0.017 © Sws082 €4:24/05 04:08 / law .
Aroclor 1232 ND  ma/kg 0.017  SW8082 (4°24/05 04:08 / law
Aroclor 1242 ND ma’kg 0.017 | SwWa808s2 (4°24/05 04:08 / law
Aroclor 1248 ND ma/kg 0.017 Sws082 G4°24/05 04:08 / law
Aroclor 1254 ND mg/kg 0.017 Swaoe2 (4°24/05 04:08 / law
Aroclor 1250 ' ND mg’kg 0.017 SwW8082 04°24/05 04:08 / taw
Aroclor 1282 ND  mg/kg 0017 | Swapez (2°2¢/05 04:08 / law
Aroclor 1268 NO mg/kg 0.017 SwWs8082 (4.24/05 04:08 / law
Surr: Decachlorobiphenyl 125  %REC 50-126 SwWB8082 (4°24/05 04:08 / law
Surr. Tetrachloro-m-xylene 90.0 %REC 42-115 SW80€E2 (4°24/05 04:03 / faw

Sampie extract rezeived a Sulfuric Acid Clean-up (EPA Method 3855) and a Su'tur Clean-up (EPA Method 3650) prior to analysis.

Report RL - Analyte reporting limit. MCL - Maximum contaminant level,
Defisitious:  QCL - Quality control limit. ND - Not dtected at the reporting fimit.




Client: MTDEQ

Project: ASARCO Slag Pile
Lab ID: HO05040130-009
Client Sample ID:  ASP09-G4

LABORATORY ANALYTICAL REPORT

Report Date:
Collection Date:
Date Received:

Matrix:

05/02/05
04:14/05 15:07
04/14/05

Solid

Aualyses

MCL/
Result  Units Qual ‘RL QCL  Method

Analysis Date / By

METALS, TOTAL

Antimony 576 mglkg - 5.0 SW6020
Arsenic 105  mg’kg 5.0 © Swes020
Beryllium ND  malkg 5.0 SWs0108
Cadmium 14  mg/kg 1.0 SW5010B
Chromium 90.0 mg/kg 5.0 SWs0108
Cobalt 204  mg/kg 5.0 SWs50108
Iron 284000 mag/kg D 80 SWs0108
Lead 64.0 mg/kg 5.0 Sweg0108
Manganese 11300 mgkg . 50 - SW50108
Mercury ND  mglkg 1.0 SWT471A
Nickel 266 mo/kg 5.0 SWs020
Phosphorus 562  mg/kg 10 SWg0108
Selenium 122 mghkg 5.0 SWs020
Zinc 20100 mga/kg 5.0 Sws0108
Report RL - Analyte reporting limit. MCL - Maximum contaminant level

Definitions:  QCL - Quality control fimit.

ND - Not detected at the reporting fimit.

D - RL increased due to sample matrix. interference.

04/27/05 02:12/ tih
04/27/05 02:12/ rth
04/22/05 04:27 / jjw
04/20/05 20:04 / jjw
04°20/05 20:04 / jjw
04/20/05 20:04 / jjw
04:22/05 04:27 / jjw
04'20/05 20:04 / jjw
04/22/05 04:27 / jiw
04:25/05 14:14 / KC
04/27/05 02:12 / ¢l
04:22/05 04:27 / jjw
04:27/05 02:12 / rih
04'22/05 04:27 ] jjw
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LABORATORY ANALYTICAL REPORT.
Client: MT DEQ Report Date: 03/02/05
Project: ASARCO Slag Pile Collection Date: 04/14/05 15:15
Lab ID: HO05040130-010 , Date Received: 04/14/05 ‘

Client Sample ID: ASP10-HI16 i Matrix: Solid

MCL/

Analyses Result  Units Qual RL QCL- Method Analysis Date / By
METALS, TOTAL )

Antimony 34.1 mg/kg 50 ’ SWe6020 04:22/05 05:23 / rlh
Arsenic 117 mg/kg 5.0 ’ SW6020 04/22/05 05:23 / rih
Beryllium ND  mg/kg 5.0 SW60108 04/22/05 04:31 / jjw
Cadmium 21 mg/kg 1.0 : SwWs0108 04:20/C5 20:07 / jjw
Chromium 59.0 mg’kg 5.0 i Swe0108 04:20/05 20:07 / jjw
Cobalt 137 mg/kg 5.0 ’ SW6010B 04,20/05 20:07 / jjw
tron 305000 mg/kg b 80 ' SW60108 04/22/05 04:31 / jjw
Lead 103 mg/kg 50 . SW6E0108 04:20/05 20:07 / jjw
Manganese 10400 mg/kg 5.0 : SW6010B 04:22/05 04:31/ jjw
Mercury ND  mg/kg 1.0 ' SWT4TIA 04/25/05 14:16 1 KC
Nickel 147  mg/kg 5.0 : SWs020 04.22/05 05:23 / cth
Phosphorus 710  ma/kg 10 ~ SWSB0106  © 04.22/0504:31/ jiw
Selenium 9.1 mg/kg 50 SW6020 04,22/05 05:23/ rih
Zinc 22200 mg'kg 5.0 SW50103 04:22/05 04:31 / jjw
Report RL - Analyte reporting limit. MCL - Maximum contaminant lev!.

Definitions:  QC{ . Quality control limit. ND - Not detected at the reportiag limit.

D - RL increased due tc sample matrix interference.




APPENDIX 4-1-2

SUMMARY OF SLAG TESTING ANALYSES INCLUDING TEST BASIN
WATER QUALITY, SLAG BOTTLE ROLL TESTS AND EP TOXICITY TESTS

. k:\duta\project\0867\ccra\r99ccral . doc\HLNVI/13/99\06 510096 1114%£.12:22 PM



Ul 4L .. -hiLN

S51TE NAME

SAMELE_LeTE
FEMARKS
RENMARES

SAMFLE NUMEER

sttt LT L P AR BB B Ay

WATER TEMFERATURE (C)

SFEC. COND. (UMHOS/CM) FIELD
SFEC. COND. (UMHGS/CH) LAk
FH FIELD

FH LAR

TDS NMEAS. 0 180 DEC, C
OXYCEM (0) DIS3

DEFTH TO SWL KELOW MF (FT)

CALCIUM (CA)}

MAGHESIUM (NC)

SORIUM (HA)

FOTASSIUN (K)
HICASHOMATE (HCOJ) LA
CAREONATE AS CO3 ‘(LA
SULFATE (S04)

CHLORIDE ‘(CL)

IRACE_ELEMENTS
ARSENIC {AS) DI5S
ARSEMIC (A%) +3
ARSENIC (AS) 5
CADHIUM (CD) DIS3
COFFER (CUY D153
IKON (FE) DIZS
IRON (FE 1)

LEAD (FK) DIES
MANGANESE (MN) 1SS
ZINC (M) D153

A1} quantities in milligrams per Jiter uniess otherwise noted.

wuncd 11 iy 2ES - AsnktD EAST HELENA

FUMED
SLAG
12/30/84

#OLL TEST

12
0.4y
St
J.¥
(1.0
18
19
18

0.1y

0.003
0,003
Q.11

0.017
.07
0.023

FUMEDR
LAG
402787

ASARCO

8704-1

150

7.77
1842

510
20
74
<4

240
(1

1450

4.0

0.0325

0.075
0.280
(9,220

0,045
1,080
3.58D

FUMED
SLAG
‘04722787

7.5
2235
2250
£i16
£.84
1703

4.3°

8.74

454
25.5
71.5
AS
102
(81
1425

7.9

0.0243
0.014
8.010
0,040
0,193

1 £0.020

0.010 «
0.030 »
1,449

3.700

FUMED
SLAG
04/22/87

SFLIT

73

0.098

0.0720
0.2260
(0.102

C0.0334
2,449
4.450

" et

FUMED
SLAT

valeel=l

FEFLICATE

8745-50

0,238

0.051
0.125
0.0)44

0,019

1.910
2.830

FUMED
sLaG

9'7
224
2320
7.4Y
7.52
2084

4'3
8.01

422
20,2

FUMED
SLAG

SFLIT

2227

417.0
25.10
72.5
134,00

1304.0
20.0

0.0530

0.0520
0,1480

{0.100

90,0323

2.640
2,840

FUMED FUMED
SLAG SLAG
0572287 0715487
© CHMTC ASARCOD
FEFLICATE  FEFLICATE
8707 -02
2137
412.0
24.79
71.8
122.09
00,0329 0,057
0.0214
. 0.0722
0.0500 0.055
0.1340 . Q,118
(0.100 10,020
0,040
Q.0432 0.014
2.440 2.970

2.820 2,500

HWQ-4/84-R1

FUNED
SLAG
Q7713787

ASARCO

&707-01

2159
2402
7444
7.35
1712

4"

321
22,9
74
48
84
1.0
1200
4.0

0.02y
0,040
0.0268
0.04¢
0.110
(0.020

0.680,

0,421
2.&%0
2.3%0

Blark line irdicates parameter not tested. Output Dater 03-1¥-1¥87



SiTE WANE

FEMARKS

...................

VATER TEMFERATURE (C)

SEEC, COND. (UMMD5/CM) FIELD
SPEC., COND. (UMHOS/CH) LAk
FH FIELD

FH LAR

TDS MEAS. 0 180 DEC. C

. O¥1GEN (0) D138
DEFTH TO SWL EKELOW mP (FT)

COmQH_1ONG
CALCIuUN (CA)

MAGHESIUN (MG)

30DIUM (NA)

FOTASSIUM (X

ALKALINITY AS CACO3 (LAK)
RICARRONATE (HCOD) (LAK)
CAREONATE AS €03 (LAR)Y
HYDFOYIDE (OH)

SULFATE (S04)

CHLORIDE (CLY

ARSENIC 16S) DISS
ARSENIC (55) +3
ARSENIC (A3) 45

CADMIM (CD) DIS3
COFFER 1CU) DISS
[FOW (FE} DISS

IRON (FE 11}

LEAD (FE) PISS
FAHCANESE (riN) DISS
ZINC (IN) PISS

FURED FUMED
SLAG SLAG
02/22/87 Q1022097
ASARZOD ASARCO
FEFLICATE

870704 8707-04

14 »
1348 1344
1350

7.463
1114

4.0
7.74

124.5
11
45
kS

72
.9

480
3.0

0,075 0,054

0.021 0.021
0.055 0,054
(0,020 (0.02Q
0.02 .01
0.023 0.024
1,590 1.540
0.413 0.783 =

UNFURED
SLaC

ROLL TESY

200

10,4

204

17
0.22
1y
22

1.0
34

14
14

=
e
=

0,003
2.908
“0.070

0.083
(0,017
9.053

.Y OF SLAG WATER QUALITY ANALYSES - ASARCO EAST HELENA ’

UNFUMED
SLAS
04722787

10,5

14294
14500
y.47
9.325
14183
4,5

8.83

371
8.5
290D
1750

AVl quantities i1n milYigrams per liter unlesc otherwice noted.

UNFUMED
SLAG
04,22:87

437.0
a.74
Z5469.0
158.00

©.5130

C.0043
0.1190
(D100

¢.1430
C.127
0.070

UNFUNED

5LAG
0%.,22/87

18729

24439

INFUMED
SLAS
052,22/87

12,9
17v78
20200

57

9.4
8323

3.2
7.8

-

341
8.7
2870
2459
587
i
284
a8
1200
L1

0,353

n.003
0,128
0,225

0.0305
0.083
¢.(48

Elank tine indicates parameter not tested.

UNFLMED
SLAC
01715787

ASARCO

707-03

19850
22990
¥.48
©.73
16172
2.9

424

4,4
3800
2550

t1.0
143
44
11750
74

0.550
2.550
0.054
0.005

0.085-

(0.020
0.070
0.021
2,070
0.030

UHFUMED
SLAG
Ly/ze/s?

ARSARCO

870v-07

17
12200

G. &y
10784

7.02

0.003
0.043
$0.020
(¢.01
0.0%4
0.050
0.023

Qutput Dave: 03-1¥-1984¢

HWQ-4784-F1

.. P

"~ —



) TABLE 1
East Helena

SLAG SAMPLE LEACHATE ANALYSIS

979 f
SARCO (PPM in Leachate)
ab No. Description As Ba (o} Cr Pb Hg Se ' Aq (2n)
3278 Slag 1 (::D .o0l8 - .3 .08  <.01 .6 <,001 <.005 <.01 3.5
3275 Slag 2 Qz) <.014 .1 .13 <,01 <.l <.001 <.005 <«.0 2.6
3280 Slag 3 <§:) .020  ,1 .03 <01 3.4 <.001 <.005 <.01 2,1

-ﬂ
3281 Slag 4(55;/ <,014 .2 <.01 <.01 <,1 <,001 <.005 <.01 1.0

3282 Slag S <::> .032 .2 <.01. <£.01 3.3 <,001 <.0058 «<.01 - 5.0
4 2 |
o Slag 6 <014 .1 .15 <,00 1.0 <.,001 <.005 <.0l 6.0

aximum Contaminant

evels for Non- /fﬂ\l\ i
oxic Leachates 0.58. 10.0 0.1 0.5 0.5 .02 0.1 0.5 -

Currently unspecified but estimatad to be 50 ppm (10 times the Drinking Water
Standazd),

(s

~

-




EAST HELENA
Miscellaneous Sample Results

: ' ' ~
® - nsngr ni, ,orated @ |
Department of Envirefimental Sciences : ,&\\\;

1985
ASARCO SMAMPLE As cd Pb
LAB § SAMPLE DESCRIPTION DATE ppm ppm ppm
3658 Air Cooled Blast Furnace Slag 5/ 7 .12 .002 5.3

3659 Granulated Blast Furnace Slag : 5/ 7 . 047 <.002 .050




ASARCO In. rated | ‘\\\\\\\

~ | Department of Envitdrinental Sciences
EAST HELENA
Miscellaneous Sample Results

1985
ASARCO SAMPLE Ag As Ba cd Cr
LAB # SAMPLE DESCRIPTION DATE ppm ppm ppn ppn ' ppa
7860 TCLP-Fumed  Blast Furnace Slag 10/21 <.002 .45 4.6 .007 C
7861 TCLP-Unfumed Blast Furnace Slag 10/21 <.002 1.2 1.6 .25 .C
: 1985
ASARCO SAMPLE  Hg Pb Se
LAB ¢ SAMPLE DESCRIPTION DATE  ppb ppm ppm
7860 TCLP-Fumed Blast Purnace Slag 10/21 <.005 28 . 004
7861 TCLP-Unfumed Blast FPurnace Slag 10/21 <.001 10. .010




ASARCO
LAB ¢#

- S G o S D G S i S S

ASARCO Incorporated
Department of Environmental Sciences
EAST HELENA
Miscellaneous Sample Results

1985 i
, SAMPLE Ag As Ba ca C
SAMPLE DESCRIPTION DATE ppm ppm ppn Ppa PP
——————————————————————— — —t — - e 1
Air Cooled Slag 8/15 <.Q005 .012 <1.0 .002 <|
Granulated Slag | 8/15 <.005 .010 <1.0 <. 002 <
| |
1985 »
SAMPLE Hg Pb Be pH
SAMPLE DESCRIPTION DATE ppb ppm ppm
Air Cooled Slag 8/15 <. 50 1.1 <. 080 9.2
Granulated Slag 8/15 <.50 . 050 <.080 8.0



ASARCO Incorporated
Department of Environmental Sciences
EAST HELENA
Miscellaneous Sample Results

| 1983
ASARCO SAMPLE Pb cd Cr . Ag Ba
LAB | SAMPLE DESCRIPTION DATE ppm ppm ppm ppm ppm
11370 2-4 mo. old Slag Composite 11/28 +9,.8" 3.9 ) <.030 <.008 7.
11371 1 week old Slag Composite ' 11/28 3.9 <,004 <.030 <.008 8.
1983
ASARCO SAMPLE As Se Hg pH
LAB ¢ SAMPLE DESCRIPTION DATE ppm ppm prb
11370 2-4 wo. old Slag Composite 11/28 .20 : .012 <.50 10.
11371 1 week olad Slag Compcsite 11/28 <35 <.004 <.50 10.
PP=
. Ba~ Pb- oI Cr Ay Se Hg ks
< Maxiswas alloweble levels of contaminants - .
" 4{m the leachate of a non-toxic material.....100. 5.0 1.0 S.0 S.0 1.0 .2 5.0



storage area.  The sediments _are being stored _in_a protected  environment _to prevent

contamination of the adjacent arca {rom dispersion of the sediments by wind and water. The

scdiments_are Jocated on_a_concrete _pad to prevent _contact with adjacent soils. A

containment berm around the perimeter of the sediment pile divernts run-on, A ccomembrane

cover over the sediments prevents wind and water_disperston_and climinates subsequent

eoeneralion ol leachate.

Approximately 31,000 cubic yards of dewatered sediments were transported to the Lower Ore
Storage Area. Four thousand cubic yards of these sediments were smelted prior to the
stockpile being covered with a geomembrane liner in October 1997. The sediments will
remain in this interim storage facility while EPA considers Asarco’s request to modify the
sediment smelting requirement of the ROD, and instead dispose of these materials in the on-

site CAMU.

4.1.4 Slag

The cffect of the slag pile on sroundwater and surface water was evaluaied as nuit of the

1990 Comprehensive RIFS. The evaluation was conducted in accordance with procedures

presented in the Comprehensive RIFES Work Plan (Hydrometrics 1987). Based on the results

of the evaluadon, the RIJES concluded that the potential for impacts to_oroundwater and

surface water from slae is Jlow and the subsequent ROD did not specity any remedial action

for the Slag Pile Operable Unit. Post-RI/FS monitoring at_adjacent surluce water and

groundwater monitoring sites is on-going. A summary of the slag investizaiion and the

findines of the RI relative to slagz are presented below.

4.1.4.1 Investigation of Potential Groundwater Impacts

Slag Infiltration Test Basin Construction, Water Level Measurement, Water Quality
Sampling and Analysis

Infiltration and percolation of precipitation into the slae pile were directly mecwured in slay

test basins constructed in fumed and unfumed slae. Fumed slag is o by-prodict of the zine
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recovery process, which consisted ol air injection into molten slag to recover zine oxide,

Unfumed slag is a by-product of the blast furnuce which has not been further processed

through the zinc recovery process.  The zinge recovery process was suspended i 1982 and

zin¢ is no loneer recovered from the slae. Since 1982, unfumed slag has been placed in an

weaseeregated from fumed slag,

Two_slag infiltration catchment basins were constructed; once tn a typical locarion in the

fumed slag. and once in a tvpical location in unfumed sluw.  Construction of the test basins

included removal of a 2 1o 3 meter laver of slae. placement_of an impenvious 36-nuil

reinforced Hyvpalon liner in the excavation. installation of a collection sump. and replucement

of the slay. Fisure 4-1-8 shaows the slae test basin design,

Witer elevations in the collection sumps were measured periodically. and after rainfall or

snowmelt events to determine the actual accumulation of water 1n the slae basing. Collected

waler wis pumped trom the sump. sént 10 the TSC faboratory, and tested for the naramaiers

fistedd in Table 3-2-2. Analvucal resulis of water collected in the test basins are sumumarized

in Appendix 4-1-2.

Slag Material Sampling and Analysis

To supplement <lay informatiorn collected from the test basins, samples ol sl were collected

from the test basin sitex and sent to the TSC lab tor “hottle roll” tests. Estiraaies of slag

lcachability were obtained by conducting “bottle roll” test on slae samples. Botie roll tests

involved placing samples of slas in botles in the luboratorv. adding deicnized water.

acitating the bottles for approximately 24 hours. then analvzing the water for corcentrations

of arsenic and metals. Details of the bottle roll extraction tests are i the Ouul Assurence

Project Plan (QAPP) Addendum to the Pruse 11 Water Resources Investizaus: Work Pian

(Flvdromerrics. 1986). Botlz roll west resuits are in Appendix 4-1-2.
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FIGURE 4-1-8 SLAG TEST BASIN DESIGN

PLAN VIEW:

‘4" dla. PVC
Standpipe
°
) o
[«p}
8.0/ e e t
8.0t 33.0! .30
SIDE VIEW: 30 mil PVC Membrane

Liner — Underlein by
Geotextile Protective
Fabric

=]
o Slag Suriace
} Slope 107%

4" dia. PVC Standpipe With
PYC Top & Bottom Caps

33.0¢ 130"

NOTE. PVC Standpipe is schedule 40, capped on both ends erd
pertorated with saw-cut slots from 2.0 to 8.0 beneath the slag
surface. .




In_addition o the sloe sanpling and bottle roll test perlormed. as part of the Fast Helena RI

activitics, additional slae samples were collected and _analvzed using the EP toxicity

nrocedure, Results of these analvses are also in Appendix 4-1-2.

Assessment of Groundwater Impacts

In_an cffort to estimate inliltration rates. the volume of water retained in the slay test basing

was caleulated for 13 time intervals, bevinning December 23, 1986 and ending February 10,

1988, These volumes were compared to the voluines of precipitation during the same periods

and__converted to percentuses. as summarized in_Table 3-1-10. The pereentage of

precipitation retained in the basins varied from -6.7% to 61.9% in the fumed slae. and -45%:

to_61.8% in _the unfuimed slag (negcative percentages indicate _evaporation raies exceed

precipitation collected in the test basins). Althoueh there is @ velationship of test basin water

level fluctuations to precipitation (sce Figures 4-1-9 and 4-1-101. the relatonship_may be

complicated bv variable evaporation, hence.infiltration raies are varable.

Concentrations of arsenic and metals from test basin water samples (see Appendix 4-1-2)
were low compared to plant area groundwater. Dissolved arseniic varied from 0.0198 mg/l to
0.075 mg/l in the fumed slag. and 0.353 to 0.590 mg/] in the upfumed slag during the study
period. Dissolved cadmium varied from 0.003 to 0.075 mg/l in the fumed slag. and 0.003 to
0.0063 mg/l in the unfumed slag. Dissolved lead varied fronix 0.016 to0 0.043 mg/l in the

fumed slag, and 0.021 to 0.098 mg/1 in the unfumed slag.

The concentrations of arsenic and metals from bottle roll testing (See Appeadix £-1-2) were

simtlar to the slae test basin water cuality.  For the fumed slag, dissolved arsenic was (.19

mea/l. cadimium was 0.003 mefl, and rad was less than 0.017 m2/l. For the univmed slag,

dissolved arsenic wus 0.3 1 my/l cadmium was 0.003 me/l and fead was G083 112

EP toxicity tests (see Appendix 4-1-2) indicate that leachable trace element concentrations

from the slae are variable. From 18 tests, the results For arsenic varied from beise detection

level to 1.2 ppm with an averaee of 0.16 ppm: cadmium vavied from below deteection fevel to
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TABLE 4-1-10. PRECIPITATION COLLECTED IN SLAG TEST BASINS

FUMED SLAG
Precipitation | Precipitation Retained * | Percent of Precipitation
Date (inches) (Inches) Retained
12/23/86
1/22/86 0
2/23/87 0
3/26/87 0.75 0.01 14
4/21/87 0.23 -0.01 -5.8
5/18/87 0.51 0.32 61.9
6/18/87 2.46 0.49 19.8
7/14/87 0.88 0.25 28.7
8/11/87 1.70 0.36 21.2
9/11/87 0.37 not calculated
10/14/87 0.65 0.25 384
12/7/87 0.45 -0.02 -3.9
1/20/38 0.34 -0.02 -6.7
2/10/88 0.49 -0.01 -1.1
UNFUMED SLAG
12/23/86
1/22/87 0
2/23/87 0
3/26/87 0.73 0
4/21/87 0.23 0.12 327
5/18/87 0.51 0.27 53.6
6/18/87 2.46 0.73 29.8
7/14/87 0.88 0.28 31.7
8/11/87 1.70 0.12 7.2
9/11/87 0.37 not calculated
10/14/87 0.65 0.40 61.8
12/7/87 0.45 -0.05 -12.1
1/20/88 (.34 -0.15 -45.0
2/10/88 0.49 0.14 27.6

* Value is calculated based on measured water level changes and test basin geometry

(Frustum of a general pyramid). Negative values indicate evaporation exceeds infiltration.
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3.9 ppn with an averave of 0.26 ppm (only one cadnuum value was greater than .23 ppm:

if the 3.9 ppm value is dropped. the cadmium average concentration is 0.04 ppm): lead values

varied From helow detection level to 30 ppm. with an averaee of 3.2 ppim.

The EP Toxicity lests were not conducted as part of the Comprehensive RIZES actividies. but

have been included as supplomentuy data. The EP Toxicity resulis tend to overpredict the

mobility of mectals compared to the other test results and observed site conditivons due to the

low pH of the extractant,  In particular. the values for lead appear to be much hicher with

TCLP than with natural conditions.

Concentrations of arsenic and other metals in the aroundwater system are discussed in detail

in Sccuon 4.4, In gencral, results of water quality froni the slag basins and botle roll

analvses of slue indicate arsenic concentrations are significantly lower than concentrations

ohserved in monitoring wells both upgradient and downeradient of the slae pile. Ficures 4-1-

L1, 4-1-12, 4-1-13 and 4-1-14 show a comparison o slac test basin water guat s, horde roli

tesr water quality. EP Tox test results, and groundwater quality upgradient and ¢z gradient

ol the slag pile.

Based on observed recharge rates in the stag test basing and associated water gty data. the

slag pile would account for only 1 1o 3 pereent of the observed arsenic_at downeradient

monioring well DH-10 (sce Ficure 4-1-15). Concentrations ol arsenic in thes2 wells are

similar to arsenic concentrations in DH-4 near Lower Luke. the apparent sousce of elevated

arscenic in these wells. Based on the results of test basin water quality analyvses z-4 kottle roll

e2sts, itis unlikely that slay sienificantly effects observed arsenic concentration wwnds on the

sile.

While EP-Toxicity results indicate that there is some potentiad for mohiliy of oo =ium. lead

and zine from slae, the results of the test busins _and bottle roll tests ireonee metals
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FIGURE 4-1-12. CADMIUNM CONCENTRATION DATA FROM GROUNDWATER MONITORING WELLS IN THE SLAG PILE
AREAAND FRON SLAG TEST BASIN AND SLAG LEACHABILITY TESTING RESULTS
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FIGURE 4-1-13. LEAD CONCENTRATION DATA FROM GROUNDWATER MONITORING WELLS IN THE SLAG PILE
AREA. AND FROM SLAG TEST BASIN AND SLAG LEACHABILITY TESTING RESULTS
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FIGURE 4-1-14,

ZINC CONCENTRATION DATA FROM GROUNDWATER MONITORING WELLS IN THE SLAG PILE AREA.,

AND FROM SEAG TEST BASIN AND SLAG LEACUABILITY TESTING RESULTS
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FIGURE 4-1-15. CALCULATED ARSENIC LOADING FROM SLAG VS

ARSENIC LOAD IN DOWN-GRADIENT GROUNDWATER

Data Source

Arsenic Conce (1)

Arsenic Load (2)

% of GW Load (3)

Test Basin Data
Fumed Slag
Unfumed Sla'xg
Average
Max
EP toxicity (avg. of 18 tes:s)

Groundwater Load

0.036 mg/L
0.53 mg/L
0.28 mg/L
0.59 my/L
0.16 mg/L

2.13 mg/L (4)

0.003 Ib/day
0.044 Ih/day
0.022 Ib/day
0.047 Ib/day
0.013 Ib/day

1.8 Ib/day (4)

0.20%

2.40%

Notes

(1) Source RI/FS Appendix 6-1

(2} Slag load calculations assume:
20% infiltration (slag test basin average)

113 in/vr ppt
37 acre slag pile area

(3) Calculations based on 1.8 lb/day GW arsenic load assuming.

east side groundwater flux of 70 gpm

east side groundwater arsenic conceniration of 2.13 mg/L
{4) Groundwater Load assumptions
Groundwater As Conceiration 2.13 mg/L (avg from DH-10)

Groundwater flux = 70 gpm
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zine s also very low, Buased on the results of test basin water_quality_analvses, bottle roll

tests, and _down eradient eroundwater _quality. it is _unlikely that shaig ctiects observed

vroundwater quality trends on the site.

Stratieraphic cross-scctions showing the slae pile and underlving stratioraphy (Fivure 4-1-10)

shows the relationship of the slag pile and underlvine surata. including the perched atluvial

horizon_and the underlvine coarser erained wlluvial aquifer.  Based on anenitoring well

stradigraphy, it is likelv the perched hovizon at least partially underlies the slag pile.

However, there is no evidence of the perched horizon in downgradient wells (see DH-6 and

DH-10). As a result, divect impacts from the slag pile_at these wells is unlikely since the

perched horizon is absent. and the wells are completed in the course eraned alluvium.

However, as noted above, test basin and Laboratory test results indiciate porential water guahty

impacts_from the slay are low and are not responsible for the water quality concentration

observed in downeradient wells.

4.1.4.2 Potential Surface Water Impacts

The potential for runoff transport in the slag pile area is very low due to the coarse. granular

nature of the slag pile, which allows extremely rapid infiltration. _Even during high

precipitition events no runoff has been observed from the slag pile. Similarly seens from the

face of the slag pife have not becn observed, The potential for impacts to surface water are,

therefore, limited to direct contact and erosion of the slag pile where it forms steep sided

banks adjacent to Prickly Pear Creek. Prickly Pear Creek is in immediate contact with the

slag pile between PPC-5 and PPC-6, and adjacent to the slag pile from PPC-6 to PPC-7 (see
Exhibit 3-2-1).

The 1990 Comprehensive RI/FS (Hydrometrics, 1990a) examined water qua:ity data from
Prickly Pear Creek to assess the potential impact of the-slag pile on the creek. No consistent
concentration or load increases were apparent in Prickly Pear Creek adjacent to the slag pile
(between PPC-5 and PPC-7). The RI/FS therefore concluded that the contribution of arsenic
and metals to surface water from slag is very minor. RIFS and Post RUFS water quality data
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for Prickly Pear Creek are presented and discussed in Section 4.3 of this report and post-

RI/FS water quality data are generally consistent with the RI/FS findings. Averave metal

concentrations show onlv small differences between stations PPC 3. PPC 7 and PPC 8 (sce

Figure 4-1-17). Only onc high flow strean event (May 1994) shows a pronounced increase

in total arsenic loud between PPC-3 and PPC-7 (sce Figure 4-3-9 in Section 4.3); however,

arsenic concenuations decreased from PPC-5 1o PPC-7 in the Mav 1994 ¢vent.  The

calculated louad increasce is therefore entirelv a function of the flow measuremeni. Since the

accuracy ol the flow measurements is poor during hicher How evenis duc o ingreased

velocities and turbulence (particularly at PPC-5 below the dam) the apparent load increase

during May 1994 is probablv the result of How measurement ervor. The conclusion of the

surface water analvsis is that there is little evidence for transport of arsenic and metals from

the slag pile with the possible exception being direct erosion of the slae durinye infrequent

high streamn flow events,

+24.2 PROCESS FLUIDS :
As part of the Comprehensive RVFS (Hydrometrics 1990a), the Process Fluids Operable Unit

was divided into two sub-units: Process Ponds and Process Fluid Transport Circuits. .

+3+14.2.1 Process Ponds ,_ I

The Process Ponds include:

e Lower Lake,
o Former Thomock Lake, and

* The acid plant water treatment facility.

As described in Sections | and 3, the Process Ponds were addressed by the Process Ponds
RIFS (Hydrometrics, 1989), a subsequent Process Ponds ROD (US EPA, 1989;. and several
RD/RA documents, and remedial actions that consisted primarily of sedimen: excavation.

The 1989 Process Pond RI consisted of:
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ASARCO TECHNICAL SERVICES CENTER
ANALYTICAL DATA REPORT
East Helena

Technical Services [Project 3101)

Batch No: L010790

L010790-002 23-MAY-01 FUMED ASARCO SLAG AC 0.001

% MIF 18-JUN-01 Ice
AL 2.32 t MJIF 18-JUN-01 Ice
AS 0.022 ] MJF 19-JUN-01 ICcp
DA 0.24 \ MJF 18-JUN-01 ce
DE <0.02 % MJIF 18-JUN-01 Ice
CR 0.036 ] MJF 18-JUN-01 Icp
cu 0.32 A} MJIF 18-JUN-01 ICP .
ne 2.7 ppm MO 21-JUN-01 COLD VAPFOR AA
MN 1.7 L] MJF 18-JUN-01 ce
u <0.02 ] MJIF 18-Jun-01 Ice
ro 0.036 1 MIF 13-JUn.01 ce
sD 0.02¢ ] MJIF 18-JUN-01 Ice
SE <0.02 ) MJIF 18-JUN-01 ce
TL <0.02 ] MJF 18-Jun-o01 ce
v <0.02 X MJF 18-JUuN-01 1ce
zn 1.63 ] MJF 1B8-JUN-01 Ice

Page 1 of 2



ASARCO TECHNICAL SERVICES CEMTER
ANALYTICAL DATA REPORT r
East Helena 3

Technical Services (Project 3101)

Batch Yo: LO10791

L010791-002 23-MAY-01 FUMED ASARCO SLAG (TCLP) AG

<0.050 ppm ESH 08~-JUN-01 6010
AS <0.10 Ppm ESH 08~-JUN-01 6010
BA 1.4 pPpm ESH 08-JUN-01 6010
BE <0,005% ppm ESH 08-JUN-01 6010
CcD <0.050 ppm ESH 08-JUN-01 6010
CR <0.10 ppm ESH 08-JUN-01 6010
HC <0.50 ppb MO 07-JUN-01 7470
NI <0.10 ppm ESH 08-JUN-01 6010
PB 0.23 ppm ESH 08-JUN-01 6010
PH 9.2 pH MO 05-JUN-01 150.1
SE <0.10 ppm ESH 08-JUN-01 6010
TL <0.10 pPpm ESH 08-JUN-01 6010
v <0.10 ppm ESH 08-JUN-01 6010
ZN 17 ppm ESH 08-JUN-01 6010
A Y
.

Approved

Reviewer
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INSTALLATION SPECIFICATION —RPE® GEOMEMBRANE

PART 1 - GENERAL
1.1 SCOPE

A. The work covered by this specification consists of the supply (and installation) of an RPE
geomembrane at the locations shown on the drawings (as directed by the Owner).
B. The supply (and installation) of this liner shall be in accordance with the following references:
1. ASTM D751-89, Standard Test Methods for Coated Fabrics.
2. ASTM D3020-89, Standard Specification for Polyethylene and Ethylene Copolymer Plastic
Sheeting for Pond, Canal, and Reservoir Lining.
3. ASTM D4545-86(91), Standard Practice for Determining the Integrity of Factory Seams Used in -
Joining Manufactured Flexible Sheet Geomembranes.

PART 2 - PRODUCTS
2.1 MATERIAL CHARACTERISTICS

A. The sheeting shall be suitably formulated from first quality polyethylene materials. The
geomembrane shall consist of a high strength, oriented-tape HDPE scrim coated on both sides with
an impervious LDPE coating (HDPE coating for OR RPE 25). RPE materials prepared for temporary
covers or other exposed application will have UV stabilizers added to the impervious coating (and
may have UV stabilizers added to the scrim tapes). The RPE material shall be pigmented to produce
a uniform color such as black, blue, or silver. Unpigmented materials may be used for applications
that are backfilled.

B. The sheeting shall be capable of being sealed to itself using a stitched “Z” fold or heat-sealing
techniques.

C. The sheeting shall be supplied in the widest widths possible to minimize fabrication seaming. Roll
widths shall be not less than 3.5 m.

2.2 MANUFACTURER’S STATEMENT
A. Upon request, the manufacturer of the RPE sheeting shall submit a certification that the material

meets the manufacturer’s specifications. Material index quality control tests shall be performed a
minimum of every 18,000 kg (40,000 1bs), once per shift, or at the start of a new material run.

2.3 MATERIAL PROPERTIES
A. The geomembrane shall be OR RPE 25 as supplied by Layfield Plastics or an approved equal. The

geomembrane shall conform to the manufacturer’s material properties table. All values are Typical
Values unless otherwise noted.

2.4 WARRANTY

A. Contractor shall provide Owner with a warranty guaranteeing a minimum of three year
satisfactory liner performance from defects and UV-degradation.

Design Plan
Design Plan-Speiss-Dross Slurry Wall.doc ASARCO Smelter Facility



PART 3 - EXECUTION

3.1 FABRICATION

A,

3.2

On all projects larger than 20,000 m’ (200,000 ft?), submit a panel layout in accordance with the
project submittal requirements. On the panel layout, indicate the proposed arrangement of panels,
fabricated seam orientation, field seam location, and anchor trench locations.

Individual roll widths of RPE shall be fabricated into large panels to minimize field seaming. All
fabrication welds shall be a minimum of 25 mm (1 inch) wide. Heat welding techniques shall be
used for shop fabrication such that all shop welds will provide a delamination of the coating from the
scrim when tested. Peel testing will meet the requirements for a “Film Tear Bond” (FTB) Peel
Adhesion. The minimum FTB rating shall be AD-DEL. ;

Fabrication welding shall be tested for Bonded Seam strength at a rate ofthree samples for every 915
lineal meters (3,000 ft) of welded seam. At the fabricator’s option, one sample may be taken from
each 300 lineal meters (1,000 ft) of welded seam or every 5 shop seams'(whichever is greater). Seam
samples will be tested for shear strength. Fabricated seam strengths shall conform to the shop seam
strength values. Seams samples shall also be qualitatively tested for peel adhesion with a Film Tear
Bond rating being obtained on all seams. Seams that do not meet the strength or FTB criteria are to
be repaired and retested.

Fabricated panels shall be accordion folded in one direction and neatly rolled in the other. Each
panel shall be protected with an opaque, weather resistant covering and marked with panel
dimensions and unfolding directions. All panels shall be delivered and stored in a protected area
until ready for installation.

INSTALLATION

Prepared surfaces shall be smooth and free of sharp objects, rocks, and qrganics (roots). If a suitable
subgrade is not available then 100 mm (4 inches) of clean sand, and a 10 ounce geotextile shall be
placed prior to liner installation (subject to site conditions). A 10 ounce geotextile shall be placed
under the liner in all areas.

Installation shall be performed in a logical sequence by an mstaller/contraclor experienced in lining
installations. 4

Place panels according to the drawings and the panel layout. Sufficient thermal slack shall be
incorporated during placement to ensure that harmful stresses do not occur in service. Distribute
slack wrinkles evenly.

All field seams shall be tightly bonded using tape seaming technology. Six inch wide
polyisobutylene-butyl sealant tape shall be used at penetrations and for all field seams.

Full contact between the tape and the material will be the standard of accéptance.

All field seams shall be non-destructively tested along their entire length using the Air Lance Test
(ASTM D4545) or the Mechanical Point Stress Test (ASTM D4545). ' Patches and seams around
pipe penetrations and fitments shall be tested using the Point Stress Test (ASTM D4545). All
discontinuities detected by any test method shall be repaired.

Repairs shall utilize the same material as the geomembrane, or a material compatible with the
geomembrane, and shall extend a minimum of 300 mm (12 inches) beyond the defect. Repairs shall
be accomplished with tape seaming techniques utilizing a tape appropriate to existing site conditions.
All repairs are to be tested using Air Lance or Mechanical Point Stress methods as applicable
(ASTM D4545).

Design Plan
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H. Protect the geomembrane from wind uplift during installation through the use of sand bags or other
. suitable weights. Backfill anchor trenches and place design backfill on geomembrane as soon as
practical. Placement of backfill should be monitored continuously, and any damaged areas repaired

and tested.

1. Shingle RPE seams in the direction of water flow as applicable. If possible, backfill in the direction
of flow to prevent application of stresses to field seams.

J. Pipe Boots. Fit and seal pipes, well casings, manholes, and other penetrations of the
geomembrane with shop fabricated boots as shown on the Drawings. Match the flange
portion of the boot to the angle of the slope or bottom where the pipe or manhole enters the
liner for a smooth fit without excess stretching of the matenal.

END OF SECTION

Design Plan
Design Plan-Speiss-Dross Slurry Wall.doc ASARCO Smelter Facility



CLARIFICATIONS FOR TEMPORARY CAP DESIGN

Clarnfication #1 - RPE® Geomembrane

The clarification for the conflict between Note 4 on Hydrometrics Sheet 16 and the Installation
Specification —RPE® Geomembrane of this Appendix C regarding the seaming requirements is
that seams shall be sewn. Note 4 on Sheet 16 states that the seams must be sewn. The
Installation Specification — RPE Geomembrane states that the seams can be either sewn or taped.
This clarification states that for the construction of the Temporary Cap at the former Speiss-
Dross Plant area, the RPE geomembrane seams shall be sewn and taping will not be allowed.

Clarification #2 — Clean Sand Substitute

Slag may be substituted for clean sand for subgrade preparation as specific in the Installation
Specification —RPE® Geomembrane, Paragraph 3.2 (A).

Clarification #3 — Final Grade Flow Pattern

The importance of the final grade flow pattern will be discussed in further detail at the pre-bid
conference.

Design Plan
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APPENDIX F

EXAMPLE INSPECTION FORM
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INTERIM CAP INSPECTION CHECKLIST

8  |Area No. Inspected by: DATE:

E ACTION NEEDED

m .

2 | E

E = CONDITION OBSERVATION g g |
Ay

g | E g g 3

<

1 [Exposed liner

2 |Sand Bags

3 [Liner Seams

4 |Liner/Concrete Attachments

INTERIM LINER SYSTEMS

5 [Site Drainage

Additional Comments:
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